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ABSTRACT
The sun provides an abundant and clean source of energy. However the supply of this energy is periodic following yearly and diurnal cycles, intermittent, unpredictable and it is diffused. Its density is low compared to the energy flux densities found in convectional fossil energy sources like coal or oil. There have been attempts to produce solar thermal power using parabolic trough technology as was demonstrated by Luz Company which built a solar electricity generating station with a power output of 354 MW in USA. Also the largest solar power plants in the world using parabolic trough technology are the Andasol 1 to 3 which are established in Spain. Therefore it was necessary to undertake design and fabrication of a solar thermal electricity generating system consisting of a collector, steam storage system, heat exchanger, turbine and generator as a local solution for power production.  The design layouts were done using auto cad. The testing of the steam storage system and the heat exchanger were done using TEMA (Tubular Exchangers Manufacturers Association Standard and ASME (American Society of Mechanical Engineers). Locally produced heat transfer fluids (water, saline solutions, vegetable oils and engine oils) were tested for their suitability in solar power production using guidelines obtained from National Renewable Energy Laboratories. Some of the parameters investigated included mass flow rates, power output, efficiency, steam flow rate, heat absorbed, heat emitted, evaporation ratio, proportion of flash steam, number of heat transfer units among others. The efficiencies of the concentrator when using the heat transfer fluids were in the range of 48.8% to 60.1% for closed collector and in the range of 46.7% to 56.6% for the open collector. The length of complete discharge for the steam storage system ranged from 4.4 hrs to 6.9 hrs. The power output for the heat transfer fluids were in the range of 287.9 W to 467 W. The steam storage was found to have an efficiency of 93.5 % and a thermal capacity of 4.54 kJ.  The rate of heat transfer was an average of 68.4 Js-1kg-1 to 46.3 Js-1kg-1. The thermal efficiency for the heat transfer fluids was in the range of 0.85 to 0.66. Available power from the impulse type turbine was 478.4 Watts, isentropic efficiency was 83.5 %, cycle power output was 497.8 W, turbine output was 468.2 W and gear efficiency was 87.9 % and generator efficiency of 86.9 %. The overall efficiency of the system was 34.97%. Coupling of the steam storage system and the heat exchanger increased the capacity of steam storage to 4.15  KJ, at a maximum temperature of 249.5 °C and at a pressure of 7.2  Nm-2. Coupling of the steam storage system and the heat exchanger increased the capacity of steam storage to 4.15kJ, at maximum temperatures of 249.5 °C and at a pressure of 7.2 Nm-2. A single stage impulse turbine was fabricated which had an average efficiency of 61.6% and a maximum power output of 498 W. The solar thermal characterization and collection was done in solar intensities of the average range 700 Wm-2 to 1100 Wm-2.  In Coolidge irrigation facility, a thermocline storage tank has a capacity of 19.8 GJ and operates at a temperature of 288 °C. The thermal capacity of the storage system used in this study was 4.15kJ and was operating at a temperature of 249.9 °C.
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[bookmark: _Toc424826124]1.1 Background
Parabolic trough solar concentrators provide a sustainable way of generating power from the sun. Technical use of solar energy presently poses problems primarily because of inefficient collection and storage (Bayon et al., 2010). Enhancement of technologies that generate power from renewable energy and alternative sources are a dependable way of cutting down on dependency on carbon based fuels and negative environmental impacts of acid rain, reduced ozone layer and global warming. Solar trough technologies are the most widely used solar thermal technologies.
(Patrick et al., 2013). Solar technologies have the potential of lowering the cost of power generation since the sun is the most abundant source of renewable energy over the centuries (Ercan, 2006). 
Direct steam generation and production of power from organic heat transfer fluids by use of parabolic trough solar concentrator and a storage system is a possible technology for producing electricity for all uses (Kruger, 2008). There are three forms of energy used in industrial processes which are electricity, direct fired heat and steam (SWERA, 2010). Electricity is applied in mechanical drive, heating and electrochemical processes among other uses. Direct fired energy is applied to directly transfer heat of fuel to a process while steam provides process heat, mechanical drive, component separation and a source of water for many reactions (Solar power, 2011). The advantages of steam in delivering energy are: - nontoxic nature, transportability, high efficiency, higher heat capacity and a lower cost compared to other alternative means of producing power. Steam holds between 1050 – 1312 kJ/kg of heat that can be extracted as mechanical work through a turbine or as process heat (ETSAP, 2013). In 2006, United States manufacturers used about 5000 trillion kilojoules of steam which represents about 40 % of the total energy used in industrial process applications for product output. Forest products used 2222.85 trillion kJ of energy accounting for 76% of the total onsite energy, excluding feed stocks used in this industry. Chemical industry used 1579.2 kJ of energy to generate steam which represents about 47 % of the onsite energy excluding feedstock. Petroleum refining industry used about 960.75 trillion kJ of energy to generate steam which accounts for about 28 % of this industry’s total onsite energy use (Kearney et al., 2002). Developing efficient and less expensive energy storage devices is as important as developing new sources of energy (Bayon, 2010). Figure 1.1 shows that more than three quarters of electricity consumed in the world comes from fossils fuels. The environmental pollution has been increasing with their use. However renewable energy resources are gaining command of energy market share that has potential of reducing the use of fossil fuels with time.


[image: File:Annual electricity net generation in the world.svg]
[bookmark: _Toc424888810][bookmark: _Toc399704751][bookmark: _Toc399707875]Figure 1. 1: Annual net electricity generation in the world (SWERA, 2009)
The main parts of a solar thermal plant are therein covered in sections 1.2 through 1.6. However in the direct steam generation the heat exchanger is not part of the system since the heat transfer fluid is the one which is used to turn the turbine blades.
[bookmark: _Toc424826125]1.2 Heat exchanger
There are various types of heat exchangers that include tube and shell, plate tube exchangers’ among others (Gawande et al., 2007).  The choice of heat exchanger to use depends on the intended application. A heat exchanger transfers thermal energy from one fluid to another. In a heat exchanger steam transfers some of its heat content to a process fluid. The basic heat exchanger design property relates the rate of heat transfer between two fluids in the heat exchanger, overall heat transfer coefficient, heat transfer surface area and the logarithmic mean temperature difference. The heat transfer rate is calculated from the flow of one of the fluids, its heat capacity and the required temperature change. The flow of heat in a heat exchanger is from a liquid at a higher temperature to one at a lower temperature. The larger the heat transfer surface area the higher the cost of the heat exchanger. Besides the permissible pressure drop is evaluated to approximate the cost to be incurred. The performance of a heat exchanger can be found by the percentages losses or gains. If the exchanger is well insulated the heat emitted by the hot stream is equivalent to the heat absorbed by the water at ambient temperature stream. The temperature efficiency is found by comparing the maximum temperature difference between the two fluid streams for a heat exchanger of infinite size. 
[bookmark: _Toc424826126]1.3 Steam Turbine
In a steam turbine the kinetic energy of steam is converted to mechanical work that drives shaft of a generator. The condensed steam is recycled in energy recovery process. Steam expands in volume with great velocity as compared to water. For higher efficiency a steam turbine should operate at a very high speed (Hewitt, 2002). The kinetic energy of steam provides energy of rotation of the shaft and the blades. The reduction in internal energy of steam is transformed into mechanical energy from acceleration of the particles of steam. Some essential parts of a steam turbine include nozzle, blades, shaft and the outer casing. Steam flows and expands through the nozzle. The temperature of steam drops as kinetic energy is gained from it. The steam impacts on the blades and the blade wheel on which blades are fixed rotates with the frequency of the shaft. The blades are mounted on the blade wheel. The shaft carries the blade wheel and turns the rotor of the generator. The outer casing confines the steam to the area of the turbine. Bearings support the shaft.  The sealing prevents the steam from leaking. Multistage turbines extract more heat from steam since each stage extracts a small amount of thermal energy which is converted to kinetic energy. In a single turbine where the entire conversion takes place at once, the rotation speed of the turbine becomes excessive and energy is lost (Jachen, 1996).  Steam turbines are used in powering of ships, generation of nuclear power, fuel powered boilers, power machines, pumps, compressors, electricity generation etc.
[bookmark: _Toc424826127]1.4 Generator
It provides electrical power output from the input of mechanical power at a fixed voltage and frequency. Examples of three phase circuits include delta three phases and three phases. It is necessary for a three phase circuit to have a neutral wire. An electric generator generates currents that are the same frequency but out of phase by 120o to provide three phases. Bringing a three phase circuit to a rack has the following effect on distribution, which are advantageous when compared to a single phase distribution. These are the lowering of the material and installation costs, lower installation time with fewer whips to pull, use of less wire under the floor which improves air flow and reduces wiring confusion and mistakes and finally it enables simplified load balancing with all the phases available in the rack (Minassians et al., 2004). The balance at the rack has positive effect on the entire facility. A three phase system with a total of 15 kW load and a conductor current of 42 A has significantly less amperage than the 125 A required for a conductor of a single phase system (Stevenson et al., 2001).
[bookmark: _Toc424826128]1.5 Parabolic Trough Solar Collector
Parabolic trough solar technology is the most proven with the lowest cost, large scale solar power technology available today given the example of the nine large commercial scale solar power plants that are operating in California, Mojave desert (Hank et al., 2002).
Parabolic trough plants are the most popular concentrators for solar plant applications with increased maximum operational temperatures of 400 oC to 500 oC and hence thermal efficiency (Murphy & Kenneth, 2001). A practical feasibility of direct steam in parabolic steam power generation technology has been proven in recent years, reaching temperatures of 400 oC at pressures of 1.0  Nm-2 (Eck et al., 2003). The need for thermal power by various industries varies between low temperature thermal energy used for space heating to high temperature thermal energy required for metal processing. Saturated steam is used because it provides large amounts of heat at constant temperature (World Bank, 2010). A parabolic trough solar collector consists of optical reflecting system, receiver that collects the solar thermal energy and passes it to a heat transfer fluid, glass cover on the collector itself or on the evacuated receiver, storage and thermal power conversion units. The receiver tracks the sun to ensure all radiation normal to the collector aperture is collected. The collector tracks the sun on a single axis aperture. Figure 1.2 shows the essential components of a cylindrical solar collector.

Receiver
Receiver support 
Concentrator
Drive motor gearbox
Receiver
Receiver support 
Concentrator

[bookmark: _Toc424888811]Figure 1. 2: Cylindrical parabolic concentrating collector
Steam is generated in parabolic trough solar concentrator and pressurized in the steam storage system. In the coupled system it is generated and pressurized in both the steam storage system and in the heat exchanger. Parabolic trough solar concentrator (PTSC) power production is gaining acceptance as a major source of steam to drive turbines for electricity production compared to other sources concentrated power (Duffie & Beckman, 2005). Parabolic trough solar concentrator constitutes a proven source of thermal energy for power generation and industrial process heat (Stine et al., 2001). The Sudan PTSC had the following characteristics:- length, 5 m, aperture width 2.35 m, rim angle of 72o, focal length of 0.78 m, receiver diameter of 4.67 m, geometric concentration  ratio of 50.3 and collector height of 0.42 m (Eltahir et al., 2012). Both evacuated glass shielded receiver and an unshielded receivers were tested in South Africa and peak thermal efficiencies obtained were 53.8 % and 52.2 % respectively (Brooks et al., 2006). Receiver efficiency is defined as the ratio of the average power absorbed by the working fluid to the average power incident on the receiver evaluated over a defined period under a steady state condition. The purpose of characterization tests in the case of Brooks and others was to measure the performance of steam generation system and the electric power generation system over a range of power loads and their inlet temperatures under steady conditions. 
Other types of solar collectors include:
Compound parabolic collectors: These are non-imaging concentrators which are capable of reflecting all the incident radiation within wide limits. They accept incoming radiation over relatively wide range of angles. Multiple internal reflections are utilized for concentration of solar flux
Linear Fresnel reflector: An array of mirror strips concentrate light onto a fixed receiver mounted on a linear tower. The array of the mirrors does not need to be in form of a parabola. Large absorbers are usually constructed and the absorber does not require moving.
Parabolic dish reflector: This is a point focus collector that tracks the sun in two axes. Solar flux is concentrated onto a receiver located at the focal point of the dish.
Heliostat field collector: This collector is used for high input of solar energy. Many flat mirrors known as heliostats that us altazimuth mounts are used to reflect incident direct solar radiation on to a common absorber.
[bookmark: _Toc424826129]1.6 Steam Storage System
A storage system is used for storing excess steam when the demand is less than the supply in solar power generating systems. In this study water was initially put in the storage system before charging of the steam storage system. During the charging phase the incoming steam from the collector raised the heat content and the temperature of the steam in the storage system. In this system when there is cloud cover and the solar power intensity reduces, the reduction of pressure in the storage system causes flashing of steam in the system and hence there is a continuous supply of power depending on the demand needs. The development of a thermal storage system and increase of operational temperature of a parabolic trough solar concentrator and consequently electricity generated reduces the cost of electricity and hence increasing its accessibility (Arnold, 2010). Energy storage and its conversion to electrical power is an important step in solar thermal technologies. The storage system enhances efficient use of solar thermal power from the sun and ensures optimization of solar energy (Earcan, 2006). There is a challenge of identifying and developing a new heat transfer and thermal storage fluids that would improve economics and operational characteristics for parabolic trough electric systems (Pacheo, 2002). Thermal storage is not a new concept and has been used for centuries. Energy storage can reduce time or rate of mismatch between energy supply and energy demand by load levelling. Johnson and Johnson system currently used in Sherman, Texas has a large flash tank system that provides energy storage (Solar Steam Power, 2011). The system uses solar energy collected by a field of parabolic trough collectors to produce steam for gauze bleaching process. The collector field is 1070 m2. The parabolic trough solar concentrator (PTSC) uses pressurized water from the collector field which is pumped through a throttle valve, reducing the pressure slightly and then into the flash boiler storage tank. Water is pumped from the bottom of the storage tank into the field to receive additional heating. When the pressure is needed, the pressure of the flash boiler is reduced slightly to the saturation pressure of water in the storage. The water in the tank then boils and is pushed through a throttle valve into the plant steam lines.
Storage systems consisting of a mixture of crushed rock, sand and caloria HT-43 heat transfer fluid and another one made of a 2.5Mh backed bend thermocline with binary molten salt and a quartzite rock sand as a filler material were demonstrated at Sandia National Laboratories (Sandia National Laboratory, 2004). In Berlin Island grid, a power plant producing 50 MW electric power was operated which had steam accumulators of 67 MW storage capacity (Beckmann & Gilli, 1984). 
The present study intends to design, fabricate, test and characterize a solar thermal storage system, a solar thermal turbine and generator, heat exchanger, a solar collector and test and characterize various thermal storage fluids.
[bookmark: _Toc310853539][bookmark: _Toc311179011][bookmark: _Toc311179892][bookmark: _Toc329605907][bookmark: _Toc424826130]1.7 Objectives
[bookmark: _Toc310853540][bookmark: _Toc311179012][bookmark: _Toc311179893][bookmark: _Toc329605908][bookmark: _Toc424826131]1.7.1 Main Objective
[bookmark: _Toc310853541][bookmark: _Toc311179013][bookmark: _Toc311179894][bookmark: _Toc329605909]To design, fabricate and characterize an appropriate solar thermal electricity generating system.
[bookmark: _Toc424826132][bookmark: _Toc310853538][bookmark: _Toc311179010][bookmark: _Toc311179891][bookmark: _Toc329605906]1.7.2 Specific Objectives
1. To design and characterize a solar thermal steam storage system.
2. To design and fabricate a solar thermal steam turbine.
3. To design and fabricate an appropriate electrical generator.
4. To perform thermal characterization of saline solutions, vegetable oils, used engine oil and unused engine oil and examine their suitability as heat transfer fluids in terms of amounts of heat absorbed and emitted by each. 
5. To study performance of a prototype parabolic trough solar collector using vegetable oils, used and unused engine oil and saline solutions. 
[bookmark: _Toc424826133]1.8 Statement of the Problem
Over dependence on fossil fuels to supply high voltage power has resulted to environmental pollution and global warming. Means to supply high voltage power from the sun besides ensuring reliability will ensure that environmental pollution and global warming are reduced. Solar flux is readily available and the technology to harness solar power is the limiting factor. Large scale fabrication of solar thermal power transducers will demystify production of solar power giving it more acceptances for use. In this study locally available materials such as black iron sheets will be used for fabrication of power production components such as collector, steam storage system, heat exchanger, turbine and some parts of the generator. This will reduce the amount of greenhouse gases accumulating in the atmosphere and reduce environmental pollution and global warming.
[bookmark: _Toc424826134]1.9 Justification 
The fabrication of turbine, generator and heat exchanger using locally available materials and also improving the efficiency of a parabolic trough solar concentrator provides a means of producing power at a lower cost. The improvement of the performance of the collector was achieved by use of an optical system of higher efficiency i.e. 0.92. The materials are locally available and hence there is potential of production of large scale power to provide electricity to remote areas that are off grid. Lack of technical knowledge on use of locally available materials has hindered the growth of this kind of undertaking. Besides ensuring energy security, this way of producing power shall prevent tons of carbon dioxide emissions annually reducing negative climatic changes and also reducing accumulation of greenhouse gases in the atmosphere. 


[bookmark: _Toc424826135]CHAPTER TWO
[bookmark: _Toc424826136]LITERATURE REVIEW
[bookmark: _Toc424826137]2.1 Introduction
In this section previous work related to heat exchanger, steam storage, solar collector and power generation is presented. The main equations and some design considerations as given by the scholars are given.
[bookmark: _Toc424826138]2.2 Heat Exchanger
In a study conducted by Valan and Sornakumart (Valan & Sornakumart, 2006, thermal design considerations in the design of the shell and tube heat exchanger includes determination of heat transfer area, number of tubes, tube length and diameter, tube lay out, number of shell and tube passes, type of heat exchanger, tube pitch, number of baffles, type and size and pressure drop. Tube and shell heat exchangers are typically used for high pressure application of 3.0 × 107 Nm-2 and temperatures greater than 260 oC (Srinivasa et al., 2014). Wang and Wen, 2008, observed that extension of design can be done by considering uncertainty distributions other than Gaussian where a simulation can be used to find additional area of heat exchanger that will compensate for uncertainties in theoretical heat transfer coefficients, tube wall thermal conductivity and the tube diameters. The technology was scalable and the cost came down significantly especially for plants producing around 10 MW (Kroger, 1988). Studies show that only 48.9 % of the available solar radiation was used for steam generation and that the rest is lost either as collector or thermal losses (Kalogirou, 2004). It was observed that the vibration analysis of shell and tube heat exchanger helps in achieving optimization in design by prevention of tube failure was shown to cause flow induced vibration as a result of increased size of the heat exchanger (Gawande et al., 2007). According to Vera Garcia et al., 2010, a manufacturer’s catalogue on heat exchanger contains several tested parameters known as catalogued working conditions which include condensation temperature or evaporation temperature depending on the case 
There are various types of heat exchangers that include: - double pipe exchanger, shell and tube exchanger, plate exchangers, plate fin exchangers, spiral heat exchangers, air cooled exchangers, direct contact exchangers, agitated vessels and fired heaters among others.
In a heat exchanger where two fluids flow and are separated by a thin wall of copper metal, the heat transfer fluid provides the heat that is absorbed by another fluid so that it vaporizes or increases its enthalpy. The other liquid‘s (duty fluid) energy is used to produce motion in a prime mover and consequent production of power. The first law of thermodynamics applies to heat exchanger design activities. For two fluids flowing in a heat exchanger the overall energy balance can be represented as shown in equation 2.1
…………………………………… (2.1)
Where  is the mass of the heat transfer fluid,
  is the specific heat capacity of the heat transfer fluid,
  is the inlet temperature of the heat transfer fluid,
  is the outlet heat transfer fluid after it has lost the heat to a liquid flowing in the shell side of the heat exchanger,
  is the inlet temperature of the water at ambient temperature heat transfer fluid,
  is the outlet temperature of heat transfer fluid after it has lost the heat the liquid flowing on the shell side of the heat exchanger. Less viscous fluid is more suitable for shell side due to larger passage area and higher pressure drop (Incopera et al., 2007). 
According to Kuppan, 2000, during the design of heat exchangers the basic equations applied relate the rate of heat transfer between the two fluids in the heat exchanger, overall heat transfer coefficient and heat transfer surface area the logarithmic temperature difference.  The logarithmic temperature difference of a heat transfer fluid is the logarithmic average of the temperature difference between the hot and the water at ambient temperature feeds at each end of the double pipe heat exchanger. From Kaka and Liu, 2000, the heat transfer rate can be obtained from the flow rates of one of the fluids, heat capacity and the required temperature change.
[bookmark: _Toc424826139]2.3 Effectiveness, ε
The heat exchanger effectiveness is a measure of the magnitude of the amount of heat that was actually transferred between the fluids of the heat exchanger. The effectiveness, ε; of a heat exchanger is given by Equation 2.2 (Shah & Senkuli, 2003). 
	 	……………………... (2.2)
Work on heat exchangers indicates that the increase in surface area and use of exotic material is cited as one of the factors that increase the cost of a heat exchanger (Saunders, 1988).
Heat absorbed by the water at ambient temperature fluid  is given by Equation 2.3;
=.  ……………. ………………………………............ (2.3)
Heat emitted by the hot fluid is given by Equation 2.4;
=.  ………………………………………………..…... (2.4)
The heat lost, is by Equation 2.5;
		………………………………………………………………. (2.5)	
The rate of heat transfer for the heat exchanger is given by Equation 2.6;
……………………………………………………..… (2.6)   
Where  is the amount of heat absorbed,  is the mass of water at ambient temperature water,  is the specific heat capacity of water at ambient temperature water, is the outlet temperature of water at ambient temperature water,  is the inlet temperature of water at ambient temperature water,  is the amount of heat emitted,  is the amount of heat emitted,  is the specific heat capacity of hot water, is the outlet temperature of hot water, is the inlet temperature of hot water,  is the mass flow rate of heat transfer fluid,  is the specific heat capacity,  is the inlet temperature and  is the outlet temperature of heat transfer fluid.
[bookmark: _Toc424826140]2.4 Number of Heat Transfer Units
The number of heat transfer units (NTU) and the heat capacity ratio of a heat exchanger are given by Equation 2.7 and 2.8 respectively (Kaka & Liu, 2000).
…………………………………………………………….... (2.7)
Where  is the smaller heat capacity rate,
 UA is the overall conductance, 
U is the overall heat transfer coefficient (Wm-2 0C-1),
Ω is the fluid heat capacity ratio given by Equation 2.8:-
	……………………………………………..………………..…… (2.8)
Where  is the smaller heat capacity rate,
  is the higher of the heat capacity rates.
The hot heat transfer fluid flows on the tube side of a heat exchanger while the water at ambient temperature heat transfer fluid flows on the shell side. The overall heat transfer coefficient is given by Equation 2.9 (Hewitt, 2002).
	 . ……………………………………………...…………...… (2.9)
Heat transfer coefficient, U is given by Equation 2.10:- 
U =  W/K………………………………………..……………....... (2.10)
Where A is the heat transmission surface area,
  is the logarithmic temperature difference.
Calculations of U obtained account for all other factors that affect thermal performance.
The magnitude of the heat flow rate is given by Equation 2.11
() =  () =  ………………... (2.11)
Where  and  is the water at ambient temperature and hot stream heat capacity rate respectively,  is the inlet temperature of the hot fluid flow and  is the out let temperature of the water at ambient temperature fluid flow respectively.
The logarithmic temperature difference is given by Equation 2.12 (Shah  & Sekuli, 2003);
 …………………………………….....… (2.12)	
Where T1,in is the hot fluid inlet temperature and  T2,out  is the hot fluid outlet temperature. The required heat transfer surface for design is given by Equation 2.13. (Kaka & Liu, 2000)
 	 ………………………………………………………...……… (2.13)
The mean temperature efficiency for the fluid transmitting heat to the water at ambient temperature fluid is given by Equation 2.14 (Saunders, 1988)
	………………………………………………….....… (2.14)
Energy efficiency of the heat exchanger is given by Equation 2.15 (Singh, 1989):
	………………………………………….... (2.15)
The difference in temperature efficiency and energy efficiency was as result of other losses that occurred during transmission of heat transfer fluid from one component to another.
[bookmark: _Toc424826141]2.5 Steam Storage System
Thermal energy storage systems help balance energy demand and supply. They increase the overall efficiency of the energy systems. The storage of thermal energy from renewable energy sources can replace energy from fossil fuels. In Europe it has been estimated that around 1.4 million GWh per year could be saved and 400 million tons of carbon dioxide emission be avoided by use of storage systems (Price & Kearney, 1999). The selection of a steam storage system is guided mainly by the inlet temperature and the out let temperature of the storage system. The required thickness of the material for use is determined by elastic analysis and by consideration of the allowable stress to withstand the pressure of operation and observation of safety (Maan, 2001). In a study by Bowels, 1966,  the main components of a steam storage were named as; a safety valve which  keeps the steam storage system from exceeding maximum allowed working pressure, a steam- pressure control valve which regulates the amount of steam entering the steam store and maintains constant pressure, a non-return valve  which is a combination of shut off and check valve that allows steam out of the tank but prevents back flow when the pressure drops, a steam flow meter which tracks the amount of steam produced by the system and a feed water control valve which moves up and down in response to water level.
Various studies show that the purpose of a performance test of a steam storage system is to find out the efficiency of the steam storage system and the evaporation ratio of the fluids (Wu et al., 2009) as shown Equations in 2.16 and 2.17 respectively.
 ………………………………………… (2.16)
  	………………....…... (2.17)
According TEMA, 1993, the tubular exchange manufacturers Association a steam storage system is tested at 130 % of the rated pressure. 
Experiments on Load levelling show that levelling is achieved by use of pressure maintaining valves. In these studies the pressure is set to be less than the highest control pressure to prevent interference of the surplus valve and is set high enough to maintain the pressure in the steam storage at a safe level (Rabl, 1985). 
The mean value of load was used to size the steam storage system because this prevents unnecessary oversizing of the storage system. During the sizing it is necessary to consider mean off peak load which is the load below maximum rating (Solar concentrators, 2011).According to a study on power overload, to find the mean value of overload and off peak load interrogation of patterns of load demands made on a chart to get the mean loads and the time over which they occur is done (Suhas, 1992). A steam storage system is required to meet a peak demand by releasing steam when required. Storing steam as a dry gas is not practical due to enormous storage volume required at normal pressures vessel ratings.
Steam capacity of a storage system is obtained from Equation 2.18 (Ganapathy, 1994):-
 ……….. (2.18)
The proportion of flash steam produced from a steam storage system is given by Equation 2.19 (Wang et al., 2008).
	Proportion of flash steam ……………………………….... (2.19)
Where and  are enthalpies of steam at the pressure  and.
The leaks and flaws in welding are observed during the test. Stiffening of the steel case is usually done to avoid collapse of vessel when pressure fall below atmospheric pressure. This is done for high pressure vessels in the excess of 1.0 Nm-2. Thermal energy storage based on sensible heat storage offer a storage capacity ranging from 10 -50 kWhand power efficiencies of 50 – 90 % depending on thermal insulation technology (Sandia Laboratories, 2004). The Luz trough plant which was used in Solar Energy (SEGS 1) included a direct two tank thermal energy system with three hours of fluid load storage capacity (NREL, 2000). The mass of saturated steam that can be produced by a steam storage system can be obtained from equation 2.20 (Ganapathy, 1994):
 =  (() - ())……………………………………......… (2.20)
Where  is the mass of steam,
  is the latent heat of vaporization of water
is the specific heat capacity of water,
 () is the temperature at an initial pressure and
 () is the temperature at a final pressure.
The mass of saturated steam obtained for charging process from pressure  to pressure  is given by Equation 2.21 (Wu et al., 2009).
 ………………………….… (2.21)
Where A, B and C are constants (Kuppan, 2000), whose values are: - A = 11.9, B = 3985, C= 234.1
  is the specific heat capacity of liquid phase,
  is the heat of vaporization.
  is the mass of liquid phase in vessel,
  is the mass of  steam during discharge,
  is the initial pressure at the discharge,
  is the final pressure at the discharge,
  is the pressure of saturated steam and  is the reference temperature of steam. 
Equation 2.20 and equation 2.21 represent two different approaches which are used to find the mass of discharged steam. They provide a basis of comparing the results obtained in the experimental work.
The amount of heat transferred during the discharge is given by Equation 2.22.
	 ………………………………………………………….....… (2.22)
Where Q is the rate of heat transferred (Js-1), 
mt-1 is the mass flow rate,
  is the specific heat capacity of water and dt is the change in the temperature of the fluid. The amount of steam is given by Equation 2.23.
	 ……………………………………………………...…………….. (2.23)
Where  is the mass of steam (kgs-1), q is the heat transfer and  is the enthalpy of evaporation of steam (Jkg-1). Evaporation energy for different steam pressures is determined by use of the steam tables which give the enthalpies of steam at various temperatures (Cecil, 2010). 
The efficiency of a system is given as shown in Equation 2.24.
	 …………………………………………………...… (2.24)
Evaporation ratio for a storage system is given by Equation 2.25 (Duffie & Beckman, 2005)
	Evaporation ratio =   ………………………….. (2.25)
The steam flow rate  is given in Equation 2.26 (Geyer, et al., 1991)
   …………………………………….. (2.26)
Where 	 is the steam flow rate (kgh-1),  is the capacity index factor/ valve flow rate coefficient = 100 m3h-1,  is the boiler pressure bar and  is the pressure drop ratio  . 
The pressure drop ratio is given as shown in Equation 2.27
   ………………………………………………………………….. (2.27)
[bookmark: _Toc424826142]2.6 Steam Turbine
There are two general types of steam turbines: - reaction turbines and impulse turbines. In a reaction turbine, rotation of the blades is as a result of reactive force of steam. The expansion of steam in the rotating blades causes reaction force that drives them. In the impulse turbine the thermal energy of steam is converted to kinetic energy in the turbine nozzle. The kinetic energy is converted to blade mechanical energy and transferred to the shaft and coupling and to the load. In the reaction turbine there is no nozzle to convert steam to mechanical energy. It has been shown that moving blades work to differential pressure of steam between the front and at behind of moving blades (Lamberson & Moll, 2002). This turbine is not a standalone but works on along with impulse turbine. Most of the commercial turbines are a combination of the two types of turbines. An extraction type turbine releases steam at various stages of the turbine and it is used for industrial heat process needs or the steam is sent to the boiler feed water heaters to improve overall cycle efficiency. The flow of steam from the turbine stages during extraction may be controlled or not. In US patent number US 3452132 A by Gilbert, 1969, super-heated steam at a temperature of 300 o C and a manifold pressure of 1.0 × 1010 Nm-2 was impinged asymmetrically on the yarn at an angle of 30oC and this was the angle that produced the best results. Small single stage turbines can have efficiencies as low as 50 % (NREL, 2006). According to Chenduran et al., 2004, about 90% of all the electricity produced in the United States of America is produced by use of steam turbines. An ideal steam turbine is considered to undergo an isentropic process in which the entropy of steam entering the turbine is equal to the entropy of the steam leaving the turbine. It was observed that there is no steam turbine that is truly isentropic and the isentropic efficiencies range from 20 % to 90 % based on the application (API Standard 612, 1995).
In a study conducted by the World Bank in 2011, the thermodynamic cycle for the steam turbine is the Rankine cycle (World Bank, 2011). The cycle consists of a heat source such as a boiler that converts water to high pressure steam. 
The steam turbine isentropic efficiency is the ratio of power actually generated from the turbine to what would be generated from a perfect turbine with no internal losses using steam at the same inlet conditions and discharging at the same pressure. The electrical generating efficiency of a power plant is the ratio of net power to total heat input to the cycle. The steam turbine thermodynamic efficiency is a measure of how efficiently the turbine extracts the power from the steam itself and is useful in identifying the conditions of the steam as it exits from the turbine and in comparing the performance of different turbines.
From Ecoworld, 2000, the electrical efficiency of a turbine is given as shown in Equation 2.28 
 ………………..... (2.28)
Steam turbine thermodynamic efficiency is a measure of how efficiently the turbine extracts power from steam itself. A study conducted by Schetz & Fuhs, 1996,  showed that this efficiency ranges from 65 % for small turbines to 90 % for bigger commercial ones and that the centripetal force, F, on a turbine blade is given by Equation 2.29 
 	……………………………………………………….. (2.29)
Where  is the density of the material, 
A is the cross sectional area of the blade, 
ω is the angular velocity of the rotating blade, 
 is the radius of the rotor disc and
  is the distance between the center of the rotor disc and the tip of the blade.
In an earlier study it was found that the nominal stress  on the blade root is given by Equation 2.30    ( Lambertson & Moll, 2002)
 ………………………………………………………………...… (2.30)
Where F is the centripetal force and is the cross sectional area of the blade root
The turbine efficiency is given by Equation 2.31 (Jachen, 1996).
	 …………………..……... (2.31)	
The angular velocity  is given by Equation 2.32 (Fre’chette et al., 2004)
	 ………………………………………………...…………….. (2.32)
The efficiency of the turbine is given by Equation 2.33 (Stevenson & Williams, 2001)
	…………………………………………..…… (2.33)
Torque on the shaft is given by Equation 2.34 (Church, 1987)
		………………………………………..…..... (2.34)
In a study conducted on micro turbines, a micro turbine that was fabricated consisted of a stack of five wavers and was fabricated by micro electro mechanical system technology using photolithography and bonding process with the first second fourth and fifth layers containing plumbing and hydrostatic axial thrush bearings of turbine. The third wafer contained the turbines stator, rotor and hydrodynamic journal bearings (Byung, 2005). The configuration for a complete micro rankine power source consisted of a heat source, a cooling mechanism, MEM’s based micro rankine device and power electronic that was designed and fabricated. In such a study the device consisted of a steam driven turbine that entrained a liquid pump and an integrated generator along with a compact evaporator and a condenser (Fre’chette et al., 2004). In the study, there was a challenge in design of a turbine to cater for low power demand of 50 W while it had to operate at high supply pressure of 5.0 to 6.0 × 105 Nm-2. It was shown that to meet the  industrial demand, the study indicated that a high speed turbine and a generator of 45000 r.p.m and a  small blade span of 200×10-6 m which minimized the mass flow while achieving highest possible turbine performance were used (Satos et al., 2011).
2.7 Blade Path Design
A study conducted on successive expansion of steam showed that for steam turbines with a number of stages, successive expansion processes in alternate stationary and rotating blades enable the conversion of thermal energy to mechanical energy (EEAR, 2008). Figure 2.1 shows the velocity triangles involved in blade path design. The velocities relative to the rotor blade are related to the stator velocities and to the wheel as shown in the figure. Absolute velocities are denoted by V and relative velocities by W. In the design transposition of these velocities and accompanying steam conditions are used. 
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[bookmark: _Toc424888731]Figure 2. 1: Components of steam velocity at inlet and at outlet of the stream tube
From Newton’s laws, the change of momentum by the fluid in a tangential direction and the force exerted on the fluid are equal. It was shown that when the flow is assumed steady and the velocity components assumed constant within the stream tube in the upstream and downstream the force on the fluid is given by Equation 2.35 (Jachen, 1996)
 ……………………………………………...……..…… (2.35)
Where F is the force,
  is the rate of fluid flow,
  and  are the components of velocity and 
g is the gravitational field strength. 
A study showed that considering that the stream tube entering and leaving radii are the same, the power developed by the moving blade is given by Equation 2.36 (Fre’chette et al., 1991).  
           …………………………………………………..…… (2.36)
Where r is the radius and  is the angular velocity.
In a study on turbine design, thermodynamic interactions within the turbine are evaluated by finding the values of enthalpy and the entropy of the steam. In the study, the case of a turbine with many stages, the thermodynamic interactions are determined for all the stages and enthalpy at the wheel and the nozzle are quantified at the pressures of operation (Jachens, 1996).
The importance of rotor balancing was studied and it revealed that the rotor balancing over the design operating range during assembly is an important undertaking to ensure rotations are kept to a minimum (Barret et al., 1986). Further study showed that when a rotor is balanced the critical speed and the natural frequency of vibration of the rotor coincide with that of stator producing a state of balance for the whole assembly (Bethel et al., 1993). 
[bookmark: _Toc424826143]2.8 Generator
A study on selection of a prime mover for a generator showed that the selection of suitable size of the prime mover for an a.c generator is governed by electrical power output supplied to the load and efficiency of the a.c generator. The drive in put for the generator is given by Equation 2.37 (Valan & Sornakumart, 2006)
  	………………………………………..……. (2.37)
here kW the drive input is the prime mover rating in kilowatts, kW the output is the electrical power supplied and η is the efficiency.
Bowel, 1966, showed that the kVA for a three phase power supply is given by Equation 2.38 (Bowel, 1996). 
  ……………………...…………… (2.38)
Where p.f is the power factor. 
It was shown that three phase power provides more power for the same current than a single phase circuit. They are used in power distribution systems due to the following reasons; they produce higher power transmission for the same electric current, less copper is required for the same power transmission and that safe or lower voltages transmitted due to the multiple phases and that the input power is produced by the prime mover (Stevenson, 2001). This is higher than the electrical output of single phase a.c generator. It was shown that the efficiency of the generator is given by Equation 2.39 (Zarza et al., 2001).
 ………………………………………………...… (2.39)
According to a study on power systems by Leyzerovich, 2005, a generator must rotate at constant synchronous speed with respect to the frequency of the source of power. In this work the most common speeds are 3000 rpm for 50 Hz systems, and 3600 rpm for 60 Hz systems installations with high speed system output as is found in nuclear power stations.
[bookmark: _Toc310188489][bookmark: _Toc310188720][bookmark: _Toc310188811][bookmark: _Toc310766020][bookmark: _Toc310766428][bookmark: _Toc310766665][bookmark: _Toc311134166][bookmark: _Toc424826144]2.9 Solar radiation geometry
In order to establish the beam energy falling on a surface of any orientation, the value of beam flux coming from the direction of the sun to the collector is converted to an equivalent value corresponding to the normal direction to the surface. There are relations that make this conversion possible. Supposeis the angle between an incident beam of flux  Ibn and the normal to a plane surface. Then the equivalent flux normal to the surface is given by  The angle is related through a general equation to latitude  zenith angle declination δ, surface azimuth angle  , hour angle ω and+ slope   as given in Equation 2.40 (Duffie & Beckmann , 2005).
	     
                                 
                 …………………………………......(2.40)	
For a horizontal surface β = 0 and Equation 2.39 becomes Equation 2.41:    
…………………………………. (2.41)
Figure 2.2 shows the relationship between the angles and the sun.
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[bookmark: _Toc424888732]Figure 2. 2: Relationship between various sun collector angles 

The hour angle corresponding to sunrise or sunset (ωs) on a horizontal surface is given by Equation 2.42, (Twidel, 1986), for = 0

 ………………………..….……..… (2.42)
The hour angle as bt Twindwel 1986 is given in Equation 2.43 as 

………………………………………..………... (2.43)
From Equation 2.43, ωs is positive in the morning and negative in the afternoon. 15o of hour angle is equivalent to 1 hour. The time used for calculating the hour angle ω is the local apparent time. This is obtained from the standard time observed on a clock by applying two corrections. The first correction arises because of the difference between the longitude of a location and the meridian on which the standard time is based. It has a correction of 4 minutes for every degree difference in longitude. The second correction, called the equation of time, arises as a result of the earth’s orbit and rate of rotation subject to small fluctuations. 
[bookmark: _Toc284436639][bookmark: _Toc284436710][bookmark: _Toc310188490][bookmark: _Toc310188721][bookmark: _Toc310188812][bookmark: _Toc310766021][bookmark: _Toc310766429][bookmark: _Toc310766666][bookmark: _Toc311134167][bookmark: _Toc424826145]2.10 Solar radiation on tilted PTSC surface
The ratio of beam radiation falling on a tilted surface to that falling on a horizontal surface  is given in  Equation 2.44 (Rai, 1987) as.

…………………..…. (2.44)
Where and  are shown in Equations 2.45 and 2.46 respectively
		…………..…...…… (2.45)
		…………………………………………….…………….………. (2.46)

The solar flux  falling on a tilted surface at any instant consists of both beam and diffuse radiations as shown in Equation 2.47 (Kaligirou, 1997) as.
	……………………………….....………… (2.47)
where 
   is the beam radiation,  represents diffuse radiation and IT represents total radiation on a surface:
The tilt factor for diffuse radiation is given by Equation 2.48;
	……………………………………..…………………... (2.48)

The radiation shape factor for a tilted surface with respect to the sky tilt factor for diffuse radiation is obtained using Equation 2.49

	 …………………………………………...………….… (2.49)


Ratio of the flux on a tilted surface,  at any instant to that on a horizontal surface,  is given by Equation 2.50
	……………………………………...…...……. (2.50)
[bookmark: _Toc284436640][bookmark: _Toc284436711][bookmark: _Toc310188491][bookmark: _Toc310188722][bookmark: _Toc310188813][bookmark: _Toc310766022][bookmark: _Toc310766430][bookmark: _Toc310766667][bookmark: _Toc311134168][bookmark: _Toc424826146]2.11 Parabolic trough collector and Nomenclature
A section of a linear parabolic concentrator showing major dimensions is shown in Figure 2.3. The principal focus lies on an axis along the parabola. This is where the rays incident on the optical system are concentrated to heat the heat transfer fluid The principal focus may be projected out of the parabola if it is insulated against heat losses by covering it with an envelope of evacuated glass. The vacuum is achieved by mechanical removal of air by suction on a sealed treated glass envelop that is eventually sealed at both ends.
 In figure 2.3, a, is the aperture and f  is the focal length. If a radiation beam from the sun’s disk is incident on the reflector at point B on the rim where radius is maximum at rr , the angle ør is the rim angle which is given in  Equation 2.51.
 The most important parts of a parabolic trough solar concentrator can be summarized as shown in Figure 2.3.
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[bookmark: _Toc424888733][bookmark: _Toc276212552]Figure 2. 3: Main dimensions of a parabolic trough solar concentrator
		
……………………………………..………………… (2.51)                                                                  
. A study on solar concentration on receiver showed that not all rays are brought to receiver by the optical system because some are lost at the edges and others are scattered by irregularities on the optical system (Algoul et al., 2005).
Testing of the parabolic trough collector was by Duffie and Beckman, 2005, done using a standard testing and rating practice i.e. ASHRAE 9377 provides an equitable basis for comparing efficiencies of different types of collectors and an essential basis for design and selections of equipment. Procedures to use as described here have been widely used and were initially proposed by the National Bureau of Standards (NBS) and the American Society of Heating Refrigerating and Air Conditioning Engineers (ASHRAE). An incident beam of solar radiation is a cone as shown in Figure 2.4
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[bookmark: _Toc424888734]Figure 2. 4: Reflection of a beam of the sun at collector angle

The efficiency of the solar collector, ηi  is given by Equation 2.52 (Duffie & Beckman, 2005).
	………………………………………….……… (2.52)
where qu is the useful gain in heat,
  is the mass flow rate, 
IT is the beam radiation intensity,
 AC is the collector area,
 cp is the specific heat capacity of heat transfer fluid,
 T2 is the outlet temperature of heat transfer fluid, 
T1 is the inlet temperature of heat transfer fluid.
The data used was recorded under steady state conditions. 
It was shown that parabolic trough solar collectors are the preferred type of collectors used for steam generation due to their ability to work at high temperatures with high efficiencies (Bakos et al., 2001). Heat transfer runs through the tube in the line focus absorbing concentrated sunlight in the collector with an efficiency of 60 – 80 % (Umar et al., 2013). 
An energy balance equation provides heat gain per unit collector length L as shown in Equation 2.53 (Duffie & Beckman, 2005). 
…………………………...… (2.53)
Do represents external diameter of absorber, 
Aa represents area of aperture, 
 represents solar flux intensity,
  represents reflectance,
  represents absorptance, 
 represents transmittance,
 L represents length, 
Ul represents heat loss coefficient, 
Tm represents mean temperature of heat transfer fluid, and 
𝛾 represents intercept factor.
The heat gain qu is given by  Equation 2.54 (Gillet and Moon, 1985).
	ρ……………………………...…(2.54)
The collector efficiency factor, can be obtained from equation 2.54.  It refers to the efficiency with which thermal heat is being absorbed, 
where,  is the solar beam intensity,
  is the aperture area,
 L is the length of collector, S is the absorbed radiation, 
 is the temperature difference,
  is the absorptance transmittance product,
  is the heat loss coefficient,
  is the reflectance and 
γ is the intercept factor.
Equation 2.53 and 2.54 represent the same physical quantity that is being obtained in the two ways given by the equations.
The collector heat removal factor FR is defined as the ratio of the actual heat gain of collector to the gain if collector surface were at inlet temperature of the heat transfer fluid which is given by Equation 2.55 (Duffie & Beckman, 2005).
	 …………………………….……………………... (2.55)
where  is the mass flow rate of heat transfer fluid,
  is the specific heat capacity of heat transfer fluid,
  is the heat removal factor of collector, 
Ul the heat loss coefficient,

  is the receiver tube outer diameter,
  is collector efficiency factor,
 S is absorbed solar radiation energy. 
In a study by Duffie and Beckman, 2005 and Rai, 1987, to determine the heat gain, collector flow factor, collector efficiency and optical efficiency, Equations 2.56, 2.57, 2.58 and 2.59 show the variables respectively. 
The total heat gain is given by Equation 2.56			
…………………………………..…………… (2.56)
The collector flow factor   F′′ is given by Equation 2.57 (Duffie & Beckman, 2005).
 ……………………………...….… (2.57)
Collector efficiency and the optical efficiencies are given by Equation 2.58 and 2.59 respectively (Rai, 1987).
	…………………………………………………...………… (2.58)
Optical efficiency  is given by Equation 2.59.

		…………………………………….……………………….. (2.59)     
where  is the reflectance loss for the material under consideration which was evaluated using radiation tables (Dunkle & Devovosky, 1961). It can be determined experimentally. is the absorptance- transmittance product of the collector receiver and cover respectively and the   is the intercept factor is the amount of the solar flux reaching the absorber. For parabolic trough system, the normal distribution curve for intercept factor can be expressed by use of Equation 2.60 (Rai, 1987).

	……………………………………………………….…… (2.60)
The value of h is obtained from Equation 2.61
	 =  …………..............................................................… (2.61)
is the highest amount of flux reaching the absorber or the maximum flux density,  is the distance from the center of the zone of convergence of the solar flux accessing the absorber, d is the half – width (aperture) of concentrator, h is the normal flux distribution coefficient and  represents the standard deviation of the normal distribution curve.
For parabolic trough concentrator which is being tracked, the distribution function is obtained from Equation 2.62 and 2.63 (Algou et al., 2005). 

 …………………………………………………..…….... (2.62)
and

	   ………………………………………..………………...….. (2.63)  
where I is the radiative flux density at radial position from axis r/R,  r is the radius in focal plane from axis and R  is the concentrator rim radius
The intercept factor γ is given by Equation 2.64 (Kalogirou, 1997). This physical quantity provides the fraction of solar flux that actually coincides with the receiver for solar thermal extraction.

	……………………………………… (2.64)

Integration between the given limits in Equation 2.64 gives equation 2.65.              	……………………………………………………..………. (2.65)
The variations in objectives, summarized methodology, results obtained in related studies are as presented as follows: Solar thermal parabolic trough collectors can be used to provide heat for desalination, cooling electricity generation and thermal processing even up to 200 oC with pressurized water which has low radiative and convective losses (Kruger, 2008). In California, Mojave desert nine solar electricity generating systems (SEGS I – IX) have a total peak power output of 354 MW which is supplied to the grid. In this project, synthetic oil is used as the heat transfer fluid that is heated from 290 oC to 311 oC in the collectors and superheated steam of 1.0  Nm-2 at 370 oC is produced (Kearney & Cohen, 1997). 
Organic oil based heat transfer fluids, air, water and molten salts have been used for transferring heat in solar concentrating plants. The inorganic salts maintain stability at high temperatures, but solidify easily at temperatures of 230 oC (Sarada K., 2012). Graphite is preferred for improving the thermal properties of a storage system because it has high thermal conductivity, good process ability and chemical inertness to provide storage of solar heat for high temperature applications such as process heat and solar thermal power (Rogelio et al., 2014). In study by Laing et al., 2006, on concrete it was found out that the advantage of concrete storage is low cost, high strength, easy to handle, readily availability and offers favorable sensible heat storage. More research on the same revealed that high temperature concrete is suitable for solar thermal power plants (Hurtado and Kast, 1984). It was shown that in solar power generation using heat transfer fluids the organic based heat transfer fluids breakdown temperature is currently 400 oC (Fathollahneyad et al., 1993). 
In a study conducted by Slocum et al., 2011, and other scholars, a concentrated solar power plant with integral storage was constructed where heliostat mirrors were mounted to direct sunlight into a volumetric absorption molten salt receiver either near the base of the hill where sunlight could directly penetrate the salt or at the top of the hill where the light was directed off the lid of the receiver before it entered the salts. In most solar power applications the concentration ratio ranges from 30 to 80 depending on concentrator and the heat transfer fluid can reach a temperature of 400 oC that depends on the concentration ratio, solar intensity, heat transfer flow rate among other parameters (Mohammad et al., 2013). It was found that one achievement by the parabolic trough concentrator is the 80 MW solar thermal electric power plants set up by Luz in California with the following dimensions and characteristics:- Aperture width: 5.76 m, length: 95.2 m, curved reflecting surface of glass mirror area: 224 m2,  reflectivity: 0.94, glass covers transmitivity: 0.965, outer absorber tube diameter: 0.003 m, tube surface absorptivity: 0.97, tube surface emissivity: 0.15, optical efficiency: 0.772, peak collection efficiency: 0.68 and annual collection efficiency:0.53 (Suhas, 1991). 
The Euro trough model 150 had the following characteristics: Focal length; 1.71 m, absorber radius; 0.035 m, aperture width; 5.77 m, aperture area; 817.5 m2, collector length: 148.5 m, number of glass facets: 336, mirror reflectivity: 0.94 and weight of steel structures, 18.5 kg. 
Another Euro trough model collector consists of 12 m long collector modules. Nine commercial solar electric generating systems (SEGS), designed, constructed and operated by Luz international operate in Mojave Desert of Southern California. (World Bank, 2010). The largest solar power plants in the world are 	Andasol 1 to 3 located in Spain.
In the collector designs that  have been used in the plant described above, reflectors are made of back silvered glass, low iron float glass panels which are shaped over parabolic forms, metallic and lacquer protective coatings are applied to the back of the silvered surface and a measurable degradation of the reflective surface has been observed, the glass is mounted on truss structures, with the position of large arrays of modules adjusted by the hydraulic drive motors, receivers are 0.07 m diameter steel tubes and 0.003 m in diameter with cermet selective surfaces surrounded by a vacuum glass jacket, which is achieved by removing air around the receiver and sealing the ends of the receiver, the surfaces have an absorptance of 0.96 and emittance of 0.19 at 380 oC, reflectance of mirrors is 0.94 when clean and the total mirror area is 1.35 x 106 m2. Cleaning by use of a machine is done every two weeks. Synthetic heat transfer fluid is utilized (NREL, 2008). In order to improve solar thermal collection liquid metals have been explored to increase temperatures of operation of parabolic trough concentrators. However they are risky since most react with moisture. A study by NREL, 2009, showed that the current operational temperatures of 785 oC for Sodium – Potassium at atmospheric pressure can be increased to temperatures exceeding 
1100 oC with moderate pressurization 
It was shown that the conditions of operation for these concentrators are such that the operating temperatures are higher; edge effects are more significant, conduction terms are quite high and radiation flux on receivers is also quite high compared to flat plate collectors (NREL, 1999). There may be no obvious general method of estimating thermal loses. However generalized analysis of a focusing collector system is very similar to that of flat plate collectors (Close, 1988).
The variations of objectives, approaches to arriving at physical parameters and findings from various power generation projects around the world have been presented.
In summary from the literature review, studies have been carried out on design considerations of steam storage, heat exchanger, steam turbine and generator designs and fabrication considerations for power production. Various performance parameters have been investigated such as efficiency and the technologies involved were presented. The gaps identified from the studies include inefficient solar thermal collection and storage technologies, need for alternative heat transfer fluids, need for availability of heat transfer fluids with a higher temperature limit of the power cycle and that there was need to lower the cost of kWh by generating more green power to mitigate global environmental pollution and climatic change.
The new knowledge therefore expected is based on the study of alternative heat transfer fluids and steam storage and heat exchanger power generation technology that will be expected to lower the cost of power when used on a large scale. Local technology and materials studies are presented in this work
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[bookmark: _Toc424826149]3.1 Introduction
In this section the materials and methods that were used in obtaining data are described. The design and characterization of a solar thermal storage system for storing steam,  design and fabrication of a solar thermal steam turbine,  design and fabrication of a locally made electrical generator, a study of performance of a prototype parabolic trough solar collector using vegetable oils, used and unused engine oil and saline solutions and  performance thermal characterization of saline solutions, vegetable oils, used engine oil and unused engine oil and examination of their suitability as heat transfer fluids was done.
A vegetable oil is a triglyceride extracted from a plant (Sauro, et al., 2103). It can be extracted from a seed or form a nut. In this study vegetable oil 1 was extracted form a seed, refined and sold in the local market. Vegetable oil 2 was an extract form a nut and was refined and sold in a local market. Vegetable oil 1 is an extract from a nut (O’Brien, 1988). In an oil refining study it was observed that vegetable oil 2 had a thermal conductivity of 0.1564 Wm-1K-1 and a specific heat capacity of 2.857 KJkg-1oC at 300 oC (Chempro Technovation, 2013).
Various test parameters pertaining to each of the study components were measured as described. The measuring instruments that were used were: - a digital multimeter, a Bourdon tube gauge, a digital thermometer, a digital water flow meter and a solar power intensity meter. 
[bookmark: _Toc424826150]3.2 General Fabrication Procedures 
The following processes were undertaken during fabrication of solar thermal components; laying out, cutting, bending, forming and welding. During the laying out, measurements and markings along which cutting and welding was done, were made on the black sheets. A scriber was used for drawing lines on the sheet metal. A flat steel square was used for marking parallel lines. A protractor was used for drawing angles other than 45° and 90°. To mark the beginning and end of a line a prick punch was used. Dividers were used to scribe arches for small circles for temperature and pressure sensor terminals. Trammel points were used to scribe circles of the cylindrical parts of the components. 
To cut along the marked lines of cylindrical sheets, compound lever shears and oxy fuel torch were used; chisels were used for smaller cuts. Straight snips were used to cut along straight lines. The solid punch was used to cut the small diameter holes for the temperature sensor probes. The cylindrical and hemispherical shapes were formed using the slip roll forming machine and drill presses. The cut pieces were joined by welding. The welding machine was adjusted for metal thickness and electrode selected and used. The final assembly was made using some manual hammering, welding, riveting, threading and fastening.
The selection of materials which were used for fabrication of the steam storage system, heat exchanger and the turbine was guided by American iron and steel guidelines (AISI, 2001), American Society of Mechanical Engineers (ASME, 2002b), Tubular exchangers manufacturers association (TEMA, 1993), American petroleum institute 612 (API, 1995), steam plant calculations manual (Ganapathy, 1994), Thermodynamics of steam engine and other heat engines (Cecil, 2011), Physical data book in SI units (Hanssan, 1972), Heat Exchanger Hand Book (Hewitt, 2002). Fundamentals of Heat and Mass Transfer (Incopera, 2007), Steam turbines – their construction, Selection and Operation (Jachen, 1996) and Theory and design of plate and shell structures (Maan, 1994). The TEMA, API, and manuals provided guidance for the design specification ranges regarding the stress, modulus of elasticity, pressures of operation and temperature were provided. The Physical data book provided the values of specific heat capacities and other physical quantities regarding the materials that were used in this study. Thermodynamics of steam engines provided the specific enthalpies of steam with regard to temperature, density and pressure.
[bookmark: _Toc424826151]3.3 Measuring Apparatus 
The apparatus that were used in this study were:- 
A digital multimeter model MY – 64. The brand name is Oem digital multimeter made in China. It had an accuracy of 0.5  1. Power output from the generator was determined using the readings of voltage and current that would be displayed by the meter. The current corresponding to the voltage was measured for every change in current. 
A Bourdon tube gauge shown was used for pressure measurement; It consisted of a formed tube with one fixed end and the other end free to deflect under pressure. This gauge had an accuracy of  0.25 %. 
[image: ]
[bookmark: _Toc424888767]Figure 3. 1: Bourdon tube gauge

A Digital thermometer. The digital thermometer was used for measuring temperature. The probes were made of Nickel – Chromium alloy and Nickel metals. During calibration the fixed points of ice i.e melting point of ice of 0 0C and boiling point of 100 oC were used to find the voltage increase per each degree of temperature rise. The accuracy was found to be 1 %   1. 
A Solar power intensity meter model BTU W/m2 auto tester; the radiation energy tester auto range had four buttons, two of which were to enable display of solar power intensity in terms of BTU units and in W/m2. The other two were for setting it. It would be placed at the plane of the solar concentrator to measure the direct beam radiation intercepted by the collector. The accuracy of the meter was  10 W/m2. Figure 3.2 shows solar power intensity measurement meter which was used in this study.

[image: http://i00.i.aliimg.com/wsphoto/v0/582862330/Solar-Power-font-b-Meter-b-font-light-intensity-measurement-radiation-font-b-BTU-b-font.jpg]
[bookmark: _Toc424888768]Figure 3. 2: Solar power intensity meter
A Digital water flow meter. The solar power intensity meter was manufactured by India mart manufacturers of India. It was made of aluminium and nylon housing. It would display instantaneous flow rate. There were reset buttons to enable measurement of different flows. The accuracy of the readings displayed was   1%. Figure 3.3 shows the digital flow meter that was used in measurement of liquid flow rate.
[image: G2A turbine flowmeter]
[bookmark: _Toc424888769]Figure 3. 3: Digital water flow meter

[bookmark: _Toc424826152]3.4 Steam Storage System 
[bookmark: _Toc424826153]3.4.1 Introduction
In this section design, fabrication and testing of the steam storage system is presented. The component was designed using auto cad. The component was used in solar thermal harvesting using the following heat transfer liquids:- water, Vegetable oil 2, vegetable oil 1, used engine oil, unused engine oil, 2 M, 4 M and 6 M sodium chloride solutions. The testing of the named component was carried out using the named heat transfer fluids which heated water to steam so that it would be possible to assess their suitability as solar thermal storage fluids during the collection of solar thermal energy. Figure 3.4 shows the cross section of the steam storage system. The pressure gauges Po and Pi and the digital thermometers To and Ti that were fixed on entry and exit of the heat transfer fluid into and out of the steam storage system were used to take the pressure and temperature of the heat transfer fluids respectively. The heat transfer fluids were put in the storage system each on its turn and were heated. The thermostat was used to set the temperatures of the heat transfer fluids. The saline solutions were tested in the temperatures of 100 oC, 150 oC, 200 oC, 250 oC and 290 oC. The used engine oil was tested in the range of 100 oC, 150 oC, and 200 oC. The unused engine oil was tested in the range of 100 oC, 150oC, 200 oC, 250 oC. Water was tested in the range of 100 oC, 150oC, 200 oC, 250 oC and 290 oC. Vegetable oil 1 was tested in the range of 100 oC to 135 oC and the vegetable oil 2 was tested in the range of 100 oC and 125 oC. Plate 7 on appendix A shows the thermostat and the electrical switch which were used in this test. On being heated they were passed through the heat exchanger and the water which flowed on the shell side turned into steam. The thermostat maintained the temperature of the heat transfer fluid at the set temperature during the test. The hot heat transfer fluid heated water which flowed on the shell side of the heat exchanger to make steam. A three dimensional auto Cad diagram of the steam storage system is presented in appendix P.3. 
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[bookmark: _Toc424888770]Figure 3. 4: Main parts of the steam storage system
The steam storage system was used in the steam generation system where the steam could be stored during sunshine duration and the excess stored for balancing the load demand during peak demand hours. The peak demand point was the maximum discharge of the steam storage system that would be set at 1.0  Nm-2 and 60 kgs-1. It was determined by adjusting the steam exit valve of the storage system to the maximum of discharge of 60 kgs-1. The essence of fabrication of a steam storage system was to test supply of steam reliability by release of flash steam when the demand was greater than the ability to supply. It could accept steam when the demand was low. Low demand was arrived at by adjusting the discharge valve to minimum corresponding to 3 kgs-1 steam discharge at a pressure of 1.0 Nm-2. Heat transfer fluids flow rates, steam flow rates, temperatures of fluids, heat transfer fluids’ specific heat capacity and density were measured and used in the designing the steam storage system. A design trial value of steam mass flow rate which was used was 9.0 kgs-1 at a temperature of 300 oC and a pressure of 1.0 Nm-2 for the water/steam storage mixture. During the testing the steam was being provided by a 0.02 m3 boiler powered by 6 Kw electrical heater.  During the solar thermal collection the steam was provided by the sun flux incident on the collector plane.  
[bookmark: _Toc424826154]3.4.2 Design and Fabrication of steam storage system
The design pressure storage system that was designed and fabricated was between 1.0× Nm-2 to 1.2 × Nm-2. It operated at a minimum inlet temperature of 25o C and a maximum outlet temperature of 380 oC for the heat transfer fluids that were used. Two black sheets of thickness 0.005 m for inner casing and the same for the outer surface were cut out according to the auto cad design.    Other dimensions of the storage system were; External radius was 0.45 m, internal radius was 0.35 m, length of storage volume was 0.68 m, inlet hole diameter was 0.03 m and outlet hole diameter was 0.026 m. The black sheets were bent and cut by use of dimensions on the Auto Cad lay outs. The inlets and the outlets were made from steel pipe nipples that were secured on the inside using back nuts.  Figure P.1 in the appendix shows the design of the steam storage system that was used. The metal sheets were shaped using shears and drill presses. They were cut into desired sizes using oxy fuel torch and its parts were ground to shape for fitting together. The various pieces of storage system were fitted and tack welded together using electric arc welding equipment. Some cutting was also done using chiseling and band saws that had hardened blades. Bending was done using manual hammering. The whole assembly was done by welding, riveting, threading, fastening and bending inform of crimped seam.
To prevent warping, the welded parts were covered with sand during cooling and straightening operations which were carried out after welding. Straightening was carried out using oxy-acetylene flame. The heat was selectively applied to the black sheets in a slow, linear sweep.
Annealing was carried out to reduce residual stress on the welded parts. Storage system breather valve joints and flow curves were prepared by cutting and finishing. Slots for temperature sensors and pressure gauges were prepared by drilling the holes of 0.001 m into the sides of the storage system.
The required thickness of the black sheet was determined by elastic analysis 
(Maan, 2011), considering allowable stress of [image: \sigma];  2.0 ×  Nm-2, pressure p; 1.0 × Nm-2, radius, a radius of a; 1.27 m, elastic modulus E;  1.7×  Nm-2 and poisons ratio  0.5 
Maximum moment, M was obtained using Equation 3.1 (Baker, et al., 1994).
……………………………………………………...…………….. (3.1)
Thickness, t, of the plate was obtained using Equation 3.3 (Maan, 2011).
……………………………………………………………...…...….. (3.2)
The required thickness of the curved shell, estimated to be spherical was obtained using Equation 3.3 (Maan, 2011).
 		………………………………………..……………………………... (3.3)
The longitudinal bending stress of the curved storage tank was obtained using Equation 3.4:-
= ……………………………………………………..……………….. (3.4)
The longitudinal stress,  for the hemispherical part was obtained using Equation 3.5
(Goulds, 1998).
	……………………………………………………………… (3.5)
 The buckling of cylindrical structure under lateral and axial pressure in elastic range was found using Equation 3.6 (Kollar & Dalacska, 1992).
………………………………………………………..……..… (3.6)
The optimum insulation at maximum heat flux was determined using Equation 3.7 
(Jawad, et al., 2003).
	………………………..…  (3.7)
Insulation beyond critical value increases the heat loss instead of reducing it. Equation 3.7 was solved for   at which    was minimum to obtain
   at maximum heat flux: Where
 Critical radius of insulation,  average heat transfer resistant,  thermal conductivity,  heat flux,  Biot number,  outside area,  inside area,  heat loss coefficient.
Equation 3.8 by Kalogirou, 1997, was used to estimate total mass of saturated steam,  which was stored in the fabricated steam storage system.
…………………………………..……… (3.8)
Where  are Antoine equation constants,  specific heat capacity of liquid phase,  pressure at beginning of discharge process,  pressure at end of discharge process and  heat of vaporization, 	pressure and  reference temperature of operation. 
[bookmark: _Toc424826155]3.4.3 Measurement of Mass Flow Rate 
The digital mass flow rate meter was calibrated against the mass flow rate of the fluid when connected to the flow circuit. The flow rate was quantified by diverting the water in the flow circuit into a twenty liters container and the time taken to fill the container was measured using a stop watch. The amount of liquid flow per second was then calculated. The mass flow rate of the heat transfer fluids was measured using a digital flow meter that displayed the mass of the fluid passing the meter at any time. Measurement of the mass flow rate of water which was flowing on the shell side of the heat exchanger was also measured.
[bookmark: _Toc424826156]3.4.4 Measurement of Pressure
The bourdon pressure gauges were calibrated against a mercury manometer. The pressure of the steam at the inlet and outlet of the steam storage system was measured using the tube bourdon pressure gauge. Also the outlet and inlet pressures of the heat exchanger and turbine were measured by reading the pressures shown on the pressure gauge (Plate 4). The pressures of the heat transfer fluids and the water before turning to steam was measured using a U – tube manometer. Mercury was used as the liquid in tube so that a shorter tube was used.
[bookmark: _Toc424826157]3.4.5 Measurement of Power Output
The power output produced during the testing and during the solar thermal collection was obtained by reading and recording the values of voltage and current displayed by the multimeter and then magnitude of power was obtained by use Equation 3.59.  The multimeter probes would be placed at the output terminals of the three phase generator. The values of the alternating current and the corresponding voltage were recorded for each of the heat transfer fluids during and the testing and during the solar thermal collection. The testing was repeated three times and a value for each of the heat transfer fluids was determined (Appendix 1).  
 3.4.6 Measurement of Efficiency
The efficiency of the steam storage system was measured by determining the heat content of heat transfer fluids before entering the steam storage system and the heat content on exiting the steam storage system. The difference in the heat contents expressed as a ratio of heat in the heat transfer fluid before entering the storage system was expressed as a percentage. The mass of condensed steam was measured using an electronic beam balance shown in Figure 3.5.
[image: http://www.exporting-india.co.in/Digital%20Balance.jpg]
[bookmark: _Toc424888771]Figure 3. 5: The Electronic balance used in the study.

The accuracy of the beam balance was 0.0001 kg. It was manually calibrated by comparing the calibration mass against its value on a triple beam balance. It was reset by pressing down the reset buttons simultaneously for one second. Mass flow rate for the hot heat transfer fluid was determined by collection of the fluid in an insulated metallic container of mass 5 kg and time period for the collection would be recorded before and after the entry into the storage system. The temperature difference was obtained from readings of digital thermometers installed at the entrance and exit of the steam storage system and was used in the evaluation of the heat absorbed and heat emitted by the heat transfer fluid. The probes of the digital thermometers were drilled into the pipe system so that they were in contact with the liquid being measured.
[bookmark: _Toc424826158]3.4.7 Measurement of Temperature
Mercury in glass thermometer graduated at 0.05 oC intervals was used to calibrate the digital thermometers which were used as temperature sensors. These temperature were readily available and provided an accuracy of ±0.01 oC. During installation good thermal contact between fluid and terminals of the digital thermometers was ensured by sinking their contacts deep inside the liquid flow pipe through the 0.001 m holes that were drilled in the piping system. The temperature values were read directly from the digital thermometers. They were placed before and after the liquid entry into the storage system, heat exchanger and the collector. They were also used to measure the temperature of the fluid entering the turbine and the one leaving.
[bookmark: _Toc424826159]3.4.8 Measurement of Mass of Steam flow rate
The amount of steam obtained from the steam storage system was obtained from condensing the steam in a container of known mass and the time period when it was collected was measured. The mass of the copper calorimeter and jacket and the condensed steam was measured using a beam balance. Water at ambient temperature water of known mass was put into the copper calorimeter for condensing the steam. The steam was fed into the water in the calorimeter for 30 s. The temperature difference was obtained by reading the values of the digital thermometer at steam entry into calorimeter and after cooling of calorimeter and its contents to room temperature. Lagging of the steam storage system was done using cotton wool to minimize heat losses from the system. Plate 1 shows the steam storage system before lagging. The mass flow rate of steam generated by the water on the shell side of the heat exchanger was also measured. During coupling of the steam storage system and the heat exchanger, the steam which was formed by water on the shell side of the heat exchanger changing into steam after absorbing heat from the heat transfer fluids which flowed in the tube side of the heat exchanger was also measured. The steam trapped in the calorimeter with water at ambient temperature water was measured within the time of collection to find the steam flow rate (Plate 13). The time interval was measured using a stop watch. 
The mass of saturated steam,  produced was evaluated by use of Equation 3.9:
 =  (() - ())…………………………………………… (3.9)
Where  is the enthalpy of the water at evaporation,  is the mass of water,  is the specific heat capacity of the liquid at saturation temperature,  and  are the initial and final pressures at the saturation temperatures.
The amount of heat that was transferred during the discharge was quantified by use of Equation 3.10.
	 ………………………………………………….…………… (3.10)
Where is the rate of heat transferred (J/s), m/t is the mass flow rate  is the specific heat capacity of water and dt is the change in the temperature of the fluid. The amount of steam obtained was determined by use of Equation 3.11.
	 ……………………………………………………….…………… (3.11)
Where  the mass of steam (kgs-1), q is is the heat transfer and  is the enthalpy of evaporation of steam (Jkg-1). Evaporation energy for different steam pressures was found using the steam tables (Cecil, 2010). The heat transfer fluid flowed at constant rate for different temperatures and pressures. 
[bookmark: _Toc424826160]3.4.9 Measurement of Heat Absorbed and Emitted 
The heat absorbed or emitted by the heat transfer fluid was obtained from the measurement of the mass of heat transfer fluid, inlet and outlet temperatures of the heat exchanger and specific heat capacities of the heat transfer fluids using Equation 3.10. This was done for the heat transfer fluids passing through steam storage system, heat exchanger and the collector each on its own. The amounts of heat absorbed and emitted for water were obtained and compared well to those found in steam tables (Cecil, 2011). 
[bookmark: _Toc424826161]3.4.10 Testing of the Steam Storage system
The testing of the steam storage was carried out using international boiler and pressure vessel code guidelines (ASME, 2002b) and American Society of Mechanical Engineers guidelines (ASME) pressure vessel code – alternate rules (ASME, 2002) with and adaptation of locally available materials. The steam storage system was tested at a pressure of 1.5 Nm-2 which was 130 % testing pressure required by the ASME standards. The material used for the pressure vessel fabrication was of the standards of SA516 Grade 70 PVQ. The steam storage system experiments during its cycles of charging and discharging were carried out. Figure 3.6 shows the testing loop that was used during the testing. During the charging the steam storage exit valve was closed and at the same time the valve supplying the steam to the storage system was open. The steam storage system was three quarter way filled with water before charging could start. Incoming steam from the boiler first heated the water in the steam storage system. 
The boiler steam valve would be set at 1.0. The pressure control exit valve was closed when the pressure in the steam storage system was building up to the set level and steam charging began.  
The valve was set to open at intervals of 1.0 and increasing up to1.0  for each experiment. During the discharge process the steam from the storage system flowed in to the turbine and power would be produced by the generator. 
The following measurements were taken: temperatures of inlet and outlet steam, inlet and outlet pressure from the steam storage system, mass flow rates of both water and the heat transfer fluid and period of time for the collection of steam. Plate 7 on appendix A 
[bookmark: _Toc396417846][bookmark: _Toc396418719][bookmark: _Toc397679744]shows the power source and the thermostat which were used during the testing. Plate 2 also shows the steam storage testing loop used. The power source provided electricity for the heater to make steam while the thermostat was used to set temperatures of the heat transfer fluids during testing.  During solar thermal collection the heater and the thermostat were removed. The sun provided the power to heat the heat transfer fluids which in turn heated water into steam.

[image: ]




[bookmark: _Toc424888772]Figure 3. 6: Steam storage testing loop
[bookmark: _Toc424826162] 3.4.11 Sizing of Steam Storage system
The sizing of the prototype steam storage system was undertaken by estimation of the following design parameters; Maximum continuous rating of 40 kgs-1, pressure between 1.0  Nm-2 to 1.0  Nm-2, Maximum instantaneous demand which corresponded to maximum steam exit valve adjustment, the mean value of overload steam flow rate, mean off peak load steam flow rate which corresponded to minimum steam exit valve adjustment, steam storage capacity and proportion of flashing steam. The maximum instantaneous demand, mean value of overload and the off peak load were measured by use steam inlet and steam outlet valves of the storage system. The steam storage capacity was obtained by use of equation 3.12 (Duffie & Beckman, 2005).
…… (3.12)

[bookmark: _Toc424826163]3.4.12 Estimation of mean overload and off peak outputs of the storage system
The steam storage system was operated at pressures in the range of 1.0  and 9.0 and solar power intensities in the range of 700 Wm-2 and 1100 Wm-2. The maximum discharge rate, the time cycle over which it occurred and the length of time the discharge occupied were determined. To measure the maximum instantaneous demand the steam exit valve to the turbine was adjusted to its maximum steam discharge. The rate of the steam discharge was measured and recorded. The amount of discharged steam was measured as described in section 3.4.8.
To determine the maximum continuous rating of the steam storage system for the pressures of operation between 1.0  and 9.0 and the solar intensities of range of 700 Wm-2 and 1100 Wm-2 the steam mass flow rate was monitored and the values recorded for any changes of pressure and solar power intensities.  The amount of flash steam was determined using equation 3.16. The discharge which was the highest after full charge was recorded with the steam storage exit control valve at maximum discharge. The lowest steam discharge when the steam exit valve was adjusted to minimum discharge was also determined.
3.4.13 Charging and Discharge Process
The testing of the steam storage system set up was done as shown in plate 2. The steam storage system was three quarter way filled with water. The steam from the 0.02 m3 capacity boiler was fed into the steam storage system during testing. The steam control valve was opened and steam allowed into the steam storage at different pressures in the range of 1.0  and 9.0and temperatures in the range of 100 oC and 300 oC. The rate of steam supply and the corresponding power output from the generator was recorded. It was observed when pressure in the steam storage system increased beyond 3.0  after 20 minutes the boiler pressure remained constant and the supply of steam was constant despite decrease in solar power intensity. This was attributed to the fact that the water in the steam storage system was under pressure and pressure drop in the storage system caused flashing of steam. The steam pressure valves were set to allow accumulation of pressure in the steam storage system as the charging took place. During this time the steam discharge was allowed at the same time with minimum exit valve adjustment. The steam storage exit valve was set at a mean discharge rate of 18.5 kgh-1 and the non-return valve prevented any back flow of steam once it entered the steam storage system. The rate of steam charging was greater than the rate steam discharge during the day. During the steam discharge, the exhaust valve was opened to release the steam to the turbine and during charging it was closed or adjusted to minimum steam discharge to allow accumulation of steam into the steam storage system. The steam pressure control valve regulated the amount of steam entering the storage system. 
During overcast and at times when the solar intensity reduced, flashing of steam would take place and the pressure remained at the set point. The non-return valve allowed the steam to proceed into the steam storage system but prevented back flow of the steam from the steam storage system when pressure in the steam storage dropped. The feed water was manually controlled. The mass flow rate of the water at ambient temperature fluid was read from the automatic flow meter and amount of condensed steam was determined by trapping steam in 0.02 kg of water at ambient temperature which was contained in a calorimeter of mass 5 kg within 30 s. The difference between the original mass of the trapped steam and contents of container and the final mass of container and contents provided the mass of steam within 30 s which was measured using a stopwatch. The steam storage efficiency was determined from calculating heat content in steam output by use of the steam tables (Cecil, 2010) and finding the heat content in fluid exiting from turbine expressed as a percentage of the original heat contetnt. The evaporation ratio was determined by measuring the heat quantity of steam generated in 60 s as a ratio of heat from collector input which was expressed as a percentage.
Load levelling was done by the help of the manual steam control valve which was fitted on the steam storage system outlet; it was set to produce steam per unit time when the solar power intensity was of range 950 Wm-2 and 1100 Wm-2. The exit pressures and the corresponding power output values were recorded.
Thermal losses of the storage system were determined when discharge was taking place and the rate of change in temperature was found. This was done at night when there was no heat supply form the sun. The temperatures were recorded at intervals of one hour. During testing of thermal losses the temperatures of inlet and outlet temperatures of the heat transfer fluids were measured. These were used to find the amount of heat lost or gained by the steam storage system. Approximation of the content of saturated steam /water mixture inside the storage system was done by use of heat transfer mass flow rates. This process was repeated for the steam storage system and heat exchanger coupled system. During solar thermal collection the storage system and heat exchanger coupled system was connected to the solar thermal collection loop as shown in Plate 13. 
The measurements of heat transfer fluid mass flow rate and temperature for the determination of the thermal losses of the storage system were done when charging and discharging was taking place. 
[bookmark: _Toc424826164]3.4.14 Measurement of steam entry and Steam exit Pressure
The entry pressure and exit pressure were measured by use of a bourdon tube pressure gauge that was positioned at the entry and exit of the turbine inlet and outlet respectively. The turbine outlet was providing the exit for the steam – water mixture that was passing to the turbine blades. It represented expanded steam from which kinetic energy of the steam had been extracted to turn the blades. The testing loop for the steam store was as shown in plate 2 of Appendix A.
[bookmark: _Toc424826165]3.4.15 Measurement of efficiency and evaporation ratio
The measurement of the efficiency of the steam storage system was carried out by quantifying the amount of heat output content and the heat input content of the heat transfer fluids expressed as percentage as shown  in Equation 3.13.
	 …………………………………………...………… (3.13)
To find the evaporation ratio, the heat in steam output and the heat supplied by the electrical heater during testing or heat supplied by the collector during solar thermal collection was quantified. The values obtained were used in Equation 3.14.
	Evaporation ratio =  ……………………….... (3.14)
The steam flow rate was obtained by use of Equation 3.15 (Barret et al., 1986).
  …………………………………...… (3.15)
Where 	 is the steam flow rate (kgh-1),  is the capacity index factor/ valve flow rate coefficient = 100 m3h-1,  is the boiler pressure bar and  is the pressure drop ratio  . The pressure drop ratio was obtained from Equation 3.16.
 ………………………………………………………………….. (3.16)
[bookmark: _Toc424826166]3.4.16 Measurement of proportion of flash steam
The proportion of flash steam, Sf, was determined by setting the charging pressure by use of pressure control valve and the discharge pressure was measured using the pressure gauge. Equation 3.17 was used to calculate the proportion of flash steam (Church, 1987).
 ………………………………………………………..(3.17)
Where  are heat coefficients at pressure P1 and P2 respectively. Steam tables were used in the evaluation of the proportion of flash steam. The heat coefficients of steam at various temperatures was obtained from steam tables (Cecil, 2010).
[bookmark: _Toc424826167]3.4.17 Measurement of Physical parameters.
The physical properties that were studied and approximated were axial strain, axial stress, modulus of elasticity load and thickness. The axial strain was measured at a pressure of 1.0  106 Nm-2. Two lines of thickness 0.001 m and 0.01 m apart were drawn axially on the steam storage system when there was no steam. Then steam was put in the storage system until the pressure gauge read a pressure of 1.0  106 Nm-2. The distance between the two lines was measured again using a Vernier scale and the axial strain was determined as the ratio of change in length to original length. The percentage strain was obtained for various parts of the storage system. This was done by repeating the procedure above on different parts of the storage system and calculating the percentage. 
The modulus of elasticity was measured by putting the steam in the steam storage system up to  a set pressure of 1.0  106 Nm-2 which was the maximum pressure of operation for the design. The force produced by the steam was obtained from equation 3.18
	…………………………………………………………………….3.18
The area of the steam storage under the impact was measured.
The stress was measured in terms of pressure. The stress magnitudes tested were 1.0  105 Nm-2, 2.0  105 Nm-2, 3.0  105 Nm-2, 4.0  105 Nm-2, 5.0  105 Nm-2, 5.0  105 Nm-2, 
6.0  105 Nm-2, 7.0  105 Nm-2, 8.0  105 Nm-2 and 9.0  105 Nm-2.
The modulus of elasticity was obtained by use of Equation 3.19
 	 ……………………………………………………………………. (3.19)
Where E is the modulus of elasticity, is the stress and  strain. The loading was done in terms of pressure. The pressure control valve was adjusted to the pressures shown and the change in the distance between the axial lines was measured. 
[bookmark: _Toc424826168]3.5 Heat Exchanger
A heat exchanger was designed for use in transmitting the heat from heat transfer fluids to water. This was because the heat transfer fluids could not be fed directly into the turbine. The material which was used for separating the hot heat transfer fluid and the water was copper. Copper is a good conductor of heat and hence it conducted heat from the hot heat transfer fluids to water.
[bookmark: _Toc424826169]3.5.1 Introduction
The purpose for designing a heat exchanger was to extract heat from the heat transfer fluids. The rates of heat transfer were determined to examine the heat transfer fluids suitability for use in production of power that can be used by areas which are hindered from connection to the grid. The shell and coiled tube heat exchanger was considered for design and fabrication since it gives a large surface area in a small volume, provides a good shape for pressure operation, uses well established fabrication techniques and can be constructed from a wide range of materials.
In the design of the coiled tube and shell tube exchanger the following was put to account; duty was defined for the heat exchanger in terms of heat transfer rate, rates of fluid flows and their temperatures, specific heat for the heat transfer fluids and density. A trial value of overall heat transfer coefficient, U of 350 Wm-2oC was used, the mean temperature difference was calculated, the heat transfer surface area was calculated and the least area was obtained by minimization, the heat exchanger lay out was made on auto cad, the calculated overall heat transfer coefficient was compared with the trial value and found to be 361.7 Wm-2oC, the heat exchanger pressure drop was calculated and the smallest area that was giving the above was obtained. The tube used for the heat exchanger was made of copper as shown in Plate 3. Figure P.2 of the appendix shows the design that was used for the heat exchanger fabrication.
Tube and shell heat exchanger was designed using Auto Cad and fabricated since it provides a large ratio of heat transfer area of volume and weight compared to other types of heat exchangers (Incopera, 2007). Fabrication guidelines for the process are presented in section 3.2. To make the shell, a 0.005 m black sheet was machined and rolled. The design equations that guided the 0.09 m3 shell volume capacity was determined by considering overall heat transfer coefficient among other factors. Figure 3.7 and 3.8 respectively show the coiled tube parameters of heat exchanger and the arrangement of the inlet and outlet flows of fluids.

Figure 3. 7: Coiled tube parameters.A1
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[bookmark: _Toc424888774]Figure 3. 8: Flow of fluids in the coiled tube heat exchanger

 Figure 3.7 gives the following parameters;  , is the temperature of the liquid surrounding the tube, ro and ri  is the outer and inner radii of the tube,  , is the temperature of fluid surrounding the tube on the out let side.  and  are the inner and outer heat transfer surface areas respectively. , the overall heat transfer coefficient for the outer surface area was obtained using Equation 3.20 (Maan, 2004).
……………………………...……… (3.20)
For the inner surface the corresponding heat transfer coefficient  was obtained using Equation 3.21:- 
	………………………………..……. (3.21)
The design equation was solved by defining mean temperature difference and the design area was obtained using Equation 3.22 (Collier, 1994).
 ……………………………………………………..………. (3.22)
Where  – Heat exchanger, - area of heat transfer,  – heat loss coefficient, MTD mean temperature difference for counter current cooling. The mean temperature difference was obtained using Equation 3.23 (Saunders, 1998).

……………………………………….………… (3.23)
Where Ti is the inlet temperature of the hot fluid, to is the outlet temperature of the water at ambient temperature fluid, To is the outlet temperature of the hot fluid and ti is the inlet temperature of the water at ambient temperature fluid.
The heat exchanger was designed to operate at a temperature of 350 o C, at a heat transfer rate of 85.0 J s-1 kg-1, with a steam flow rate of 12.0 kgs-1. The trial value of overall heat coefficient was 350 W/ m2oC. For the purpose of design the mean temperature difference was calculated. The heat exchanger surface area which was the smallest area that could be used for the heat transfer for the duty defined was determined. The pressure drop on the tube side and the pressure drop on the shell side was also determined.
To make the shell, its lay out on auto cad was marked on the black sheets and cut out. The design equations that guided the 0.0098 m3 shell volume capacity was determined by considering overall heat transfer coefficient. A coiled copper tube which was 5 m in length and 0.013 m in diameter was fixed in the shell of the heat exchanger. The tube was supported by 0.05 m m galvanized cast iron bars that acted as baffles. The shell side fluid was water and the tube side fluid was heat transfer fluids. The shell was circular in cross-section and was made by machining, rolling and bending 0.015 m  thick black sheet into a cylindrical structure and the longitudinal joint was welded. The top and bottom parts of the heat exchanger consisted of hemispherical parts of radius 0.028 m. 
[bookmark: _Toc424826170]3.5.2 Heat Exchanger Testing
The American Tubular Exchanger Manufacturers Association (TEMA) standards (TEMA, 1993) were applied. In these standards the design and manufacturing tolerances, corrosion allowances, recommended design stresses for materials of construction and the pressure code for the shell were used. During the testing of the heat exchanger, the steam temperatures with a range of 100 °C, 150 °C , 200 °C,250 °C  and 300 °C was fed to the heat exchanger from a boiler. The temperatures were set using a thermostat.  Water at ambient temperature flowed on the shell side of the heat exchanger and on absorbing the heat it would turn to steam. The steam produced was fed into the turbine where mechanical energy of rotation was generated that was transformed to electrical power in the generator.
The testing loop shown in Figure 3.9 was used in testing of the heat exchanger. Plate 7 shows the power source and the thermostat used during the testing.
[image: ]
[bookmark: _Toc424888775]Figure 3. 9: Heat exchanger testing loop
The system was allowed to reach steady state i.e. state where the mass flow rate, pressure, and steam discharge were constant. The readings of pressure and temperature were taken three times at different intervals to ensure that steady state had been achieved whereby the readings obtained for the parameters varied by less than 1 %. Plate 7 shows the power source and the thermostat that were used during the testing. The power source provided electricity for the heater to make steam while the thermostat was used to set temperatures of various tests. The pressure control valve was used to set pressures between 1.0 ×  Nm-2 and 1.0 ×  Nm-2. After the testing the coiled heat exchanger was used in solar thermal collection.
[bookmark: _Toc424826171]3.5.3 Heat Absorbed and Heat Emitted
Heat absorbed by the water at ambient temperature fluid  was obtained using Equation 3.24:-
=.  …………………………………….……………... (3.24)
Heat emitted by the hot fluid was obtained using Equation 3.25:-
=.    …………………………………………..……... (3.25)
Heat transfer coefficient, U was obtained using Equation 3.26:- 
U =  W/K  …………………………………………..……………..(3.26)
Where A is the heat transmission surface area,  is the temperature difference. 
The energy balance equation for the two fluid heat exchanger was obtained using Equation 3.27:- 
	  ……………...………… (3.27)
It was assumed that the overall heat transfer coefficient (U), the isobaric specific heat of fluid and () were constant.
Heat losses were assumed negligible and that flow rates of the fluids were constant. 
The rate of heat transfer for the heat exchanger was obtained by use of Equation 3.28 
	……………………………………………......……. (3.28)
The rate of heat produced by the heat transfer fluid,, was obtained by use of Equation 3.29
	……………………………………………...….. (3.29)
 Where  and was the inlet and outlet temperatures of the hot heat transfer fluid,  was the hot heat transfer mass flow rate and was the specific heat capacity of the hot fluid.
The rate of heat absorption, by the water at ambient temperature fluid that converted to steam was obtained by use of Equation 3.30.
………………………..…………………………. (3.30)
Where  was the mass flow rate of the stream of water at ambient temperature fluid flow, was the specific heat capacity of the water at ambient temperature flow fluid and  and  are the inlet and outlet temperatures of the water at ambient temperature fluid flow respectively.
The rate of heat loss was obtained by use of Equation 3.31
		…………………………………………………...………… (3.31)
The overall heat loss coefficient, U, was obtained by use of Equation 3.32
() =  () = ……………….... (3.32)
Where  and  is the water at ambient temperature and hot stream heat capacity rate respectively,  is the inlet temperature of the hot fluid flow and  is the out let temperature of the water at ambient temperature fluid flow respectively.
The highest temperature rise was taken as the difference between the temperatures of the two entering streams. The highest temperature rise was obtained with the fluid with the least capacitance by use of Equation 3.33.
 ……………………………………………..…………………..(3.33)
Q is the quantity of heat, U is the heat transfer coefficient, A was the heat transfer area and  is the total temperature difference or the overall driving force for the process.
[bookmark: _Toc424826172]3.5.4 Measurement of Mass Flow Rate
Mass flow rate of the tube flow of the heat exchanger was measured by collecting the hot fluid flowing into a 5 kg copper container. A beam balance was used to find the mass of the heat transfer fluid. The period within which the fluid was collected was measured using a stop watch. The mass flow rate on the shell side was measured using of a digital flow meter which showed the flow rate. The volume control valve was adjusted to allow more water at ambient temperature water to flow during high demand i.e when valve was adjusted to maximum discharge and a limited amount to flow during off peak demand (minimum valve discharge adjustment). High demand was estimated by opening the exit valve to a maximum discharge of 50 kgh-1 while the off peak was estimated by adjusting the valve to a discharge 10 kgh-1 of steam. On absorbing heat from the hot fluid flowing in the tube side the water in the shell side of the heat exchanger changed into steam. 
[bookmark: _Toc424826173]3.5.5 Measurement of Power Output
When heat transfer fluids from the collector passed through the tube side of the heat exchanger the water on the shell side of the heat exchanger absorbed heat and turned into steam. The steam pressure built up in the heat exchanger when the heat exchanger steam exit valve was closed.  The steam from the shell side of the heat exchanger flowed in to the turbine when the exit valve was open. The multimeter probes were put on the output terminals of the generator and values of voltage and current were read directly from the multimeter. The power output was obtained from Equation 3.59.
[bookmark: _Toc424826174]3.5.6 Measurement of Efficiency
The efficiency of the heat exchanger was determined in terms of the amount of heat extracted by the water at ambient temperature water from the hot fluid flow and the initial amount of heat for the hot fluid before entry into the heat exchanger expressed as a percentage. The total amount of heat absorbed by the water in the water at ambient temperature flow stream was calculated from mass flow rate of the water at ambient temperature flow, temperature change and specific heat capacities of the heat transfer fluids. The mass flow rate of the hot fluid was also determined and the temperature drop was determined from the digital thermometers located at the entry and exit of fluid to and from the heat exchanger. Equations 3.28 and 3.29 were used to determine the amounts of heat.
The mean temperature efficiency for the fluid transmitting heat to the water at ambient temperature fluid was obtained by use of Equation 3.34
	  …………………………………………………….. (3.34)
Energy efficiency of the heat exchanger was obtained by use of Equation 3.35
	  ……………………………………...…... (3.35)
[bookmark: _Toc424826175]3.5.7 Measurement of Temperature 
The temperature of heat transfer fluid was measured before it entered the heat exchanger and on leaving the heat exchanger. The pressure of the heat absorbing liquid in the heat absorber was also measured. The temperature of the steam leaving the heat exchanger and going into the steam turbine was measured. The temperature and pressure of the fluid from the turbine was measured by checking the readings on the digital thermometer and the pressure gauges.
[bookmark: _Toc424826176]3.5.8 Measurement of heat exchanger effectiveness
The heat exchanger effectiveness was a measure of magnitude of amount of heat that was actually transferred between the heat transfer liquid and the liquid transporting the heat to the turbine and the generator. The actual energy change for the heat transfer fluid was obtained using Equation 3.29.  The heat exchanger effectiveness was obtained by use of Equation 3.36
	ε  = ……………………………………….(3.36)
[bookmark: _Toc424826177]3.5.9 Number of heat transfer units
The number of heat transfer units can be used as a measure of size of heat exchanger. The number of heat transfer units was evaluated from Equation 3.37 (Srinivasa, 2014).
		…………………………………………………………..…. (3.37)
Where is the smaller heat capacity rate, UA is the overall conductance, A is the total heat transfer surface area (m2) and U is the overall heat transfer coefficient (W/m2 0C). The overall conductance was determined from the values of overall heat transfer coefficient for the different heat transfer fluids and the heat transfer area.
The fluid heat capacity ratio, ω, was obtained by use of Equation 3.38(Vera, 2010)
	  ……………………………………………………….……....... (3.38)
Where is the lower heat capacity of the two streams and   higher heat capacity. In the inner copper tube of the heat exchanger, hot heat transfer liquid temperature was reduced by the water at ambient temperature fluid flowing in its surrounding and the overall heat transfer coefficient involved was obtained by use of Equation 3.39.
	 . ………………………………………………………...…. (3.39)
The calculations of U obtained accounted for all other factors that affected thermal performance.
[bookmark: _Toc424826178]3.5.10 Measurement of Steam Output
The shell side of the heat exchanger produced steam that would proceed to the turbine for energy conversion. The steam formed from the shell side was trapped in a 5 kg copper container with 2 kg mass of water at ambient temperature water. The mass of the steam was calculated per unit time of collection. During steam collection the steam outlet control valve was closed and the temperature and pressure were read and recorded.
In testing the heat exchanger the boiler pressures was set up between pressures of 1.0 Nm-2 and 1.0 and the inlet temperatures were set using a thermostat. The heat transfer fluid was allowed to circulate for twenty minutes to obtain a steady state operating conditions whereby:-	
 was held constant. Where  was the mass of the flowing heat transfer fluid, T was the temperature of operation and  was the ambient temperature. To ensure a constant mass flow rate, a constant amount of fluid was supplied to the heat exchanger. This was made possible by adjusting the volume control valve of inlet flow. The thermostat would be set at the desired test temperatures to ensure a constant temperature for a particular flow rate. The temperature range was set between 100 oC to 300 oC.
Non return valve would close down when the steam flow reduced in the heat exchanger. The volume control valves were used to regulate the amount of water at ambient temperature water flowing into the shell side of the heat exchanger and the boiler feed pipe.
The inlet and out let temperatures of heat transfer fluids was measured. The quantities that were determined to find the percentage of losses or gains were; magnitude of heat emitted from hot liquid and magnitude of heat absorbed by the water at ambient temperature liquid, mass flow rates of hot and water at ambient temperature fluids respectively, inlet and outlet enthalpies of hot fluids respectively, inlet and outlet enthalpies of water at ambient temperature fluids respectively, inlet and outlet temperatures of hot fluid, inlet and outlet temperatures of the water at ambient temperature fluid, and specific heats of water at ambient temperature and hot fluids. The temperature efficiency of the streams was determined by finding the temperature changes in each of the fluid stream and was compared with the maximum temperature difference between the two fluid streams. Temperature efficiencies were also obtained from the temperature measurements taken. The heat lost and the heats gained were evaluated using the measurements obtained above.
[bookmark: _Toc424826179]3.5.11 Testing of Coupled Steam Storage and Heat Exchanger 
Before the start of the charging process, five liters of water were put in the steam storage tank and 0.003 m3 of water were put on the shell side of the heat exchanger and the system was coupled as shown in figure 3.10. The steam outlet valve of the steam storage system was closed to enable charging that was taking place as a result of the steam that was flowing from the heat exchanger. The steam storage system and the heat exchanger were being charged simultaneously by the boiler. When the pressure was set at 2.0  Nm-2, it took half an hour for the pressure of the system to be constant at the set pressure. The rate of steam discharge of the boiler was 1.3 kgs-1. When discharging the feed water would be opened at intervals of five minutes and then closed. The continuous discharge rate for the steam was 1.1 kgs-1. Each of the heat transfer fluids was passed through the heat exchanger each turn. 
The coupled system was then charged using the solar collector as shown in plate 13 of appendix A. The temperature of inlet and outlet steam was measured using digital thermometer. The inlet and outlet pressures were estimated using tube bourdon gauge. The mass flow rate of water was measured using a digital water flow meter. The amount of power output was measured as shown in appendix A. Plate 15 of appendix A  shows the power source and the thermostat that were used during the testing. The power source provided electricity for the heater to make steam while the thermostat was used to set temperatures of various tests. The test temperatures used were 100 oC, 150 oC, 200 oC, 300 oC.
[image: ]
[bookmark: _Toc424888776]Figure 3. 10: Testing loop for the coupled heat exchanger and steam storage system
       
During the solar thermal collection using the steam storage and heat exchanger coupled system, the system was set up as shown in figure 3.10.
[bookmark: _Toc424826180]3.5.12 Investigating a Prototype Heat Exchanger for Steam Storage 
Heat Exchanger Storage System 
In order to investigate the coiled tube counter flow heat exchanger the following was done; the parameters as per the design of the storage system, were  defined as follows: - heat exchanger operational temperature of 350 o C, at a heat transfer rate of 85.0 [image: ] [image: ], with a steam flow rate of 12.0 kg[image: ] and a capacity of 0.01 m3 was used. The logarithmic temperature difference was evaluated using Equation 3.40
 [image: ]   …………………………………..…………………... (3.40)
Where [image: ] is the hot fluid inlet temperature, [image: ] is the hot fluid outlet temperature, [image: ] is the water at ambient temperature fluid inlet temperature and [image: ] is the water at ambient temperature fluid outlet temperature.
Heat transfer surface area was obtained using Equation 3.41
[image: ]  …………………………………………………..…………….(3.41)
Where Q is the magnitude of heat transferred, U is the overall heat transfer coefficient and [image: ] is the mean temperature difference. A was the smallest area that could be used for the heat transfer for the duty defined by optimization.  In the shell side water turned into steam on absorbing the heat from the heat transfer fluid that flowed in the copper coiled tube. 
[bookmark: _Toc424826181]3.5.13 Fabrication of Heat Exchanger
The design of the heat exchanger was done by use of Kerns method (Kuppan, 2000). To make the shell, its layout was made on AutoCAD 2010 software and its measurements were used to cut the black iron sheets. It consisted of two hemispheres which were welded to the cylindrical structure. The dimensions of the heat exchanger steam storage shell were:  External diameter of 0.47 m, internal diameter of 0.43 m, length of storage volume of 0.51 m, mass of 49.9 kg ,volume capacity of 0.018 m3, inner coiled copper tube’s external diameter and internal diameter was 0.013 m and 0.015 m respectively, length of coiled copper tube was 1.2 m, shell dome length was 0.019 m, heat transfer fluids inlet tube diameter and the outlet tube diameters were 0.002 m each respectively and the tube inlet and outlet diameters for water were 0.002 m and 0.015 m respectively. The diameter of the water outlet tube was smaller than that of the heat transfer fluids’ outlet tube to retain water in the shell for longer period of time. This enhanced the absorption of heat by the water from the heat transfer fluid to make steam. The copper coils spacing was 0.15 m.  During fabrication the coiled copper tube of length 1.2 m and diameter 0.013 m was positioned in the shell side. 
The tube was supported by 0.05 m × 0.028 m galvanized cast iron bars that acted as baffles. They supported the coiled tubes in position and reduced the momentum of the coiled tubes under the influence of heat transfer fluid induced eddies. The shell side fluid was water and the tube fluid was heat transfer fluids. Two black iron sheets which were 0.5 m by 0.6 m and 0.015 m were laminated into one sheet using Loctite glue. It was folded into a circular cross-section and was made by machining, rolling and bending into a cylindrical structure and the longitudinal joint was welded. The shell dome was also welded on to the cylindrical structure. Bonnets with threaded connection for the side tube piping were fabricated by machining of seamless galvanized iron pipe. Insulation of the heat exchanger was done using 0.04 m of cotton wool. The heat transfer fluid flowed in the tube since it was at a higher pressure. 
The shell side pressure drop was obtained by use of Equation 3.42 (Singh, 1989).
[image: ]  ………………………………………………….…….. (3.42)
Where [image: ] is the friction factor for flow on the shell side of shell side as obtained from TEMA guide lines (TEMA, 1993), 
[image: ] is the mass velocity on the shell side,
 [image: ] is the inside diameter of the shell, 
[image: ] was the number of baffles,
 [image: ] was the density of the fluid flowing on the shell side of the heat exchanger,
 l was the tube length and 
D was the equivalent diameter.
The tube side pressure drop was obtained using Equation 3.43 (Stevenson and William, 2001)
[image: ]……………………………….…………………. (3.43)
Where NP was the number of passes.
The number of heat transfer units was obtained by use of Equation 3.36. The overall heat transfer conductance, UA was obtained as shown in Equation 3.32. Thermal conductivity of copper tube used was 26 Wm-1 K-1 (Hewitt, 2002).  Effectiveness of the heat exchanger was the measure of the amount of heat that was transferred between the hot fluid and the water at ambient temperature fluid which were normalized with the maximum possible enthalpy change, considering no losses. The effectiveness, of the heat exchanger was hence obtained by use of Equation 3.44
	 ……………………….………….. (3.44)
The steam formed exited from the shell through side outlet connection to the turbine. Heat transfer coefficients for the heat transfer fluids were calculated by use of values obtained from fluids coefficients tables (Medrano et al., 2010). Area of baffles was 0.0003 m2, Tube spacing was 0.05 m and the heat transfer fluid average velocity was 8.0 ms-1. Temperature efficiencies of the heat exchanger streams are an important measure of performance of a heat exchanger. The temperature efficiency of the hot stream was obtained by use of Equation 3.45 (Shah & Senkuli, 2003).
…………………………………………….……….... (3.45)
Where  was the efficiency of the hot fluid,
  was the outlet temperature of the fluid at ambient temperature stream,
  was the inlet temperature of the hot stream,
  was the inlet temperature of the hot stream and
  was the inlet temperature of the fluid at ambient temperature stream.
The temperature efficiency of the water at ambient temperature fluid was obtained using Equation 3.46 (TEMA, 1993);
……………………………..…………………........… (3.46)
Where [image: ] was the outlet temperature of the water at ambient temperature sream, [image: ] was the inlet temperature of water at ambient temperature stream, [image: ] was the outlet temperature of the hot stream and [image: ] was the inlet temperature of the hot stream.
[bookmark: _Toc424826182] 3.5.14 Heat Exchanger Steam Storage System Charging and Discharging
The heat exchanger steam storage system was charged during the day and was discharged on demand. It required three and half hours to be charged to a capacity of 3.26[image: ] kJ at a maximum temperature of 249.4 oC and a pressure of 7.2 [image: ] Nm-2 at solar irradiance of 1097 Wm-2. The safety valve was installed on the heat exchanger storage steam inlet tube to ensure that it does not exceed the set pressure. During charging 0.004 m3 of water at ambient temperature water was put in the shell and the steam exit valve to the turbine was closed. Hot heat transfer fluid from the solar collector flowed in the tube side of the heat exchanger and heated the water to steam. Steam pressure was allowed to build up to the set pressure after which the steam control discharge valve was opened. The steam was proceeding to the main storage system where it was pressurized further. When there was over cast weather and the heat exchanger storage was fully charged, discharge was producing lower pressure in the shell side. The pressure drop caused flashing of steam from the shell side and hence more steam would be discharged for the turbine thermal energy conversion. The sizing of the heat exchanger steam storage system was undertaken by consideration of the following design parameters: - Maximum continuous rating of 60 kg[image: ], the working pressure between 1.0 [image: ] and 1.0[image: ] [image: ], maximum instantaneous demand of 50 kg[image: ] and mean value of overload used to size the heat exchanger storage system was 30 kg[image: ]. The mean off peak load was approximated from the anticipated users of the power at 500 W load and used in off peak sizing calculation. The steam storage capacity was calculated using Equation 3.47.
 ………………………………………………...…………...… (3.47)
Where [image: ] was the steam storage capacity, [image: ]was the difference in enthalpy of water, [image: ] was the mas of water and [image: ] was the enthalpy of evaporation at lower pressure.
[bookmark: _Toc424826183]3.5.15 Coupled Heat Exchanger Storage System 
The testing loop shown in Figure 3.10 was used in testing of the heat exchanger storage system. Plate 4 also shows the heat exchanger performance testing. The system was allowed to reach steady state. The readings of pressure and temperature were taken three times at half hour intervals to ensure that steady state had been achieved whereby the readings obtained for the parameters varied by less than 1 %. TEMA guide lines (TEMA, 1993) were considered during the testing. In the testing of the heat exchanger storage system, the boiler was set at a pressure of 5.0 [image: ] Nm-2 and the inlet temperatures of operation was fixed using a thermostat to 300 oC. The heat transfer fluid was circulated for thirty minutes to obtain steady state operating conditions using Equation 3.48. 
 ……………………………………..…………………... (3.48)
Where   [image: ] was the rate of heat transfer,   [image: ] was the mass flow rate, T was the temperature of operation, [image: ] was the ambient temperature and [image: ] specific heat capacity of storage fluid. The thermostat was set at the inlet test temperatures of 150 oC, 200 oC, 250 oC, 250 oC and 300 oC to ensure a constant temperature for a particular flow rate. 
At steady state it was assumed that the rate of heat flow was constant for the heat exchanger storage system. This was done since insulation kept heat loses to a minimum. The steady position of the system ensured that variations and errors of measurements were minimum. Non return valve closed down when the steam flow stopped to flow in the heat exchanger storage system hence preventing back flow of steam to the parabolic solar collector during solar thermal collection. The inlet and outlet temperatures of heat transfer liquids were measured. The quantities that were used to find the percentage losses and gains were amount of heat emitted from hot liquid and amount of heat absorbed by the water at ambient temperature liquid. The following were also measured:  mass flow rates of hot and water at ambient temperature heat transfer fluids respectively, inlet and outlet enthalpies of the water at ambient temperature and hot fluids were calculated respectively, inlet and outlet temperatures of hot and water at ambient temperature fluids respectively, specific heats of water at ambient temperature and hot fluids and the steam flow rates and enthalpy of the steam produced.
 The characteristic properties of the heat exchanger storage system were obtained from the measurements that were taken from the set up. These were heat absorbed, heat emitted, inlet temperatures, outlet temperatures, inlet pressures and outlet pressures. The temperature efficiencies of the streams were obtained by measuring the temperature changes in each of the fluid stream which was compared with the maximum temperature difference between the two fluid streams. The heat lost and the heat gained was obtained by using the temperature measurements obtained. The heat exchanger was feeding the main steam storage system with steam that was supplied to the turbine for power generation. The heat transfer fluids flowed in the tube side of the exchanger and they heated the water on the shell side during charging and discharge. The steam exit valve allowed the steam to move into the turbine during discharge when it was opened.
[bookmark: _Toc424826184]3.5.16 Measurement of Physical Parameters
The approximation of the physical parameters such as strain, stress, modulus of elasticity, load and thickness were obtained as described in section 3.4.17
[bookmark: _Toc424826185]3.6 Turbine
The steam turbine extracted thermal energy from pressurized steam and transformed it into mechanical energy of rotating a shaft. The mechanical energy was in turn transformed into electrical power by a generator. Plate 11 of Appendix A shows the four pole magnet on the shaft.
[bookmark: _Toc424826186]3.6.1 Design and fabrication
Plate 6 shows the turbine after assembly. The turbine fabricated was a direct drive turbine with a single stage blade wheel system. The steam was expanded in a nozzle inside the turbine and the pressure remained constant as it passed over the blade row. The impulse concept was utilized since the blade height was 0.005 m.  Figure P.3 of the appendix shows the design of the turbine shaft and the blade. Euler’s turbine equation which is shown in Equation 3.49 was used in the blade design (Jachen, 1966)
V =  ……………………...…… (3.49)
Where h is enthalpy of steam, and  are velocity components, W is relative velocity, U is internal energy and g is the gravitational field strength. Plate 5 shows the turbine blades welded to the shaft. The blades were cut from a 0.015 m galvanized black sheet. The design layout was made by use of AutoCAD. The cutting was made using the layout marks that were made on the black sheet. Figure P.3 of the appendix shows the turbine shaft and blade design.
The mass of the shaft was 2.5 kg, radius of 0.02 m and a length of 0.5 m. The turbine was designed to produce a rotor speed of 2800 r.p.m. The steam turbine was connected to a single gear box coupled to a three phase generator. Fabricated turbine technical data was: Output: 500 W, Inlet pressure; 2.0 ×  Nm-2, 4 Pole generator. The blades were fabricated individually and attached to the wheel disc. The moving blade tips were riveted to a cover-band which acted as a labyrinth was fabricated and it braced the moving blades to reduce the vibration. The radial clearance was 0.1 m. The rotor was balanced both statically and dynamically after assembly of the blades. Each blade was balanced individually before assembly. In the static balancing the weight was displaced parallel to rotor axis until the blade balanced. In the dynamic balancing the mass axis was not coincidental with the rotational axis and hence the imbalances were corrected by removal of material from the rotor by drilling and milling and also by adding material to the light position by bolting and welding balance weight. The rotor was tested at a speed of 500 r.p.m. which  was then increased to 800 r.p.m., 1200 r.p.m., 1600 r.p.m., 2000 r.p.m., 2400 r.p.m., and 2800 r.p.m. Figure 3.11 shows the turbine blades riveted to the rotor.
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[bookmark: _Toc424888777]Figure 3. 11: Fabricated turbine blades and setting
The blades were made of galvanized black iron. The shaft was made of steel alloy. Its end contained an integral coupling gland seal and bearing area for the ball bearings. The steel alloy was used since it had a good creep resistance and withstood high temperature and had high fracture toughness.
The rotor was balanced dynamically at a low speed with weight adjustments made in two planes, one at each end of the rotor. Provision was made to vary screwed plugs in tapped holes. Four pedestals were fabricated from galvanized iron rods of diameter 1 mm and length 0.3 m. They supported the turbine via the bearings in a fixed axial relationship such that gland clearances were maintained. 
The bearings used were of 0.01 m with length – diameter ratio of 0.1. They were fixed on the shaft-line. They were made of mild-steel. The bores of bearings were elliptical to provide geometry for hydrodynamic lubrication. Circular bores were machined with shims in horizontal split. During operation, oil would be poured manually into the bearing via lead-in ports at two diametrically opposite points on the horizontal center line.
The rotating component consisted of a solid single piece integrally forged rotor shaft with hydrodynamic tilting pad bearings and flexible element couplings.
The rotor design depended on the flow path and the size of inlet which was 0.001 m. The nozzles were fabricated such that its cross-section varied from 0.008 m to 0.001 m and was put at an angle of 300 to the blade. The angle used compared well with US Patent number US 3452132 (Pitzl, 1969).  The nozzle end diameter was 0.001 m, so that the flow of steam through the nozzle was an adiabatic expansion. A control valve was threaded to the nozzle to control steam flow into the turbine.
The steam casing was made from 0.0025 m thick galvanized cast iron sheet. The half pieces were bolted together and rubber seals put in between the half cases to prevent leakage of steam from the steam chamber.
[bookmark: _Toc424826187]3.6.2 Estimation of Measurement of Rotor Speed
The angular velocity of the rotor or shaft was estimated from measurements of magnitude of how much the angle changed with time using a white line reference mark made on it. The larger the angular velocity the greater was the velocity of the rotor.
The speed of rotation of shaft as a design parameter was obtained from the product of number of generator pole pairs and rotational speed. The magnitude of change of angle was recorded.
[bookmark: _Toc424826188]3.6.3 Measurement of Blade Centripetal Force
The following measurements were made in order to find the centripetal forces on the blades: cross sectional area of the blade was measured by measuring the length and width of the blade using a tape measure, measurement of blade tip radius and radius of rotor disc using tape measure and measurement of angular velocity. The density of the material from which the blades was made from was confirmed by an experiment where the mass of a 0.0005 m2 was measured using a beam balance and its volume was determined using displacement method. Figure 3.12 shows the force which acts on the turbine wheel during operation.
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[bookmark: _Toc424888778]Figure 3. 12: Force acting on the wheel of the turbine

The blade centripetal force, F, was obtained by use of Equation 3.50
. …………………………………….……………….. (3.50)
Where is the density of the material the blade is made of (steel), A is the blade cross sectional area, ω is the angular velocity and  is the blade tip radius and  is the radius of the rotor disc. 
[bookmark: _Toc424826189]3.6.4 Measurement of Shaft Torque
The torque of the shaft was determined by obtaining the power of the turbine in watts and the rotational speed which were used as shown in Equation 3.51.			 
	……………………………………..……..… (3.51)
[bookmark: _Toc424826190]3.6.5 Estimation of Angular Velocity
A white line 0.01 m and 0.01m in thickness was marked on the shaft. A protractor was placed against it. At initial position angular displacement was zero and time lapse was also zero. A steam valve to produce steam which turned the blades on the shaft was opened fully and at the same time a stop watch was started and then stopped after five seconds. The steam valve was opened again and was closed after ten seconds. The angular velocities at these two positions were evaluated from the angular displacement observed. The angular acceleration was determined as the rate of change of angular displacement with time by use equation 3.49. In the five seconds the line turned through an angle evaluated by use of Equation 3.52.
 = 	…………………………………………………..…..(3.52)
Angular velocity, ω, was obtained by converting the rotations per minute to angular velocity by use of Equation 3.53
 ………………………………………………………...………(3.53)
Where rpm is the number of rotations per minute for the shaft. 
[bookmark: _Toc424826191]3.6.6 Measurement of Efficiency
Calculation of the enthalpy of steam at the turbine was done using the steam tables by Cecil, 2010. The isentropic efficiency of turbine was determined using equation 3.54 The ratio of the enthalpies under the conditions of pressure was used to calculate efficiency of the impulse turbine by use of Equation 3.54. 
  ………………………..…………………………………. (3.54)
Where  is the enthalpy of steam at turbine inlet,  is the specific enthalpy of steam at the turbine exhaust,  is the specific enthalpy of steam at turbine exhaust pressure after isentropic expansion. Electrical and a general efficiency of the turbine were obtained by determining the following quantities: Net electricity that was generated, the total energy input, the power output by the turbine and the power supplied to the turbine. These were used in Equation 3.55 and 3.56 to find the electrical efficiency and turbine efficiency respectively.
 …………….….. (3.55)
The turbine efficiency was obtained by use of Equation 3.56
……….(3.56)
[bookmark: _Toc424826192]3.6.7 Measurement of Frequency of Rotation
The frequency of rotation was obtained from the product of number of generator pole pairs and the rotational speed as 60 HZ. The magnet that was used for the generator fabrication was four pole magnetic by design. The frequency of rotation was obtained by use of Equation 3.57.
………………………..…………………...… (3.57)
The shaft was in form of a cylindrical rod of radius 0.02 m. Its moment of inertia I was obtained from: . Where M was the mass of the shaft and l was the length of the shaft that was 0.68 m. 
[bookmark: _Toc424826193]3.6.8 Testing of the Turbine 
The testing of the turbine was done using ASME PTC 6 2004 testing guidelines. The turbine was operated at a first pressure of 1.0  Nm-2 set by the steam valve and the first shaft output was determined. The steam was generated from a boiler powered by a 10 Kw electric heater. The thermostat was set at temperature of 300 0C. The turbine was afterwards set at a second pressure of 8.0  Nm-2 by use of the pressure control valve and the second shaft output was obtained. This was repeated for the following temperatures and pressures: 200 OC, 150 0C and 100 0C with pressures of 6.0  Nm-2, 5.0  Nm-2, 4.0  Nm-2 and 3.0  Nm-2 respectively. The following measurements were recorded: generator output as shown in Plate 7, turbine inlet steam pressure, turbine exit steam pressure, turbine exhaust steam pressure, maximum power at shaft, electrical power output per minute, electrical power supplied by heater.
The revolutions per minute of the shaft were 2800 r.p.m by design. The power output of the turbine was determined from measuring the output current and voltage of the generator and use of Equation 3.59. To find out how much torque (how much force it could generate per radius of arm length), the power output in watts was determined from readings of the generator current and voltage and the rotational speed of the rotor was calculated. The frequency of rotation of the turbine was obtained from the angular velocity of the disc, area of the disc, radius of the rotor disc, the distance between center of rotor disc and blade tip
The material that was used for fabrication of the shaft was carbon steel 40C8 with a tensile strength of 590.0  Nm-2 and yield strength 300.0  Nm-2 (EEAR, 2008). The efficiency of the turbine was calculated from power output by the turbine and power supplied to the turbine by the steam expressed as a percent. The power output and the power input were determined from of heat content.
The moving blades were fabricated individually and were attached to the wheel disc that was part of the rotating shaft. 
During rotor assembly balancing was done so that the rotor was well balanced over the operating range, the blade row was driven starting at the center and working out towards the shaft ends. The steam turbine casing was fabricated with a diameter of 0.25 m and a height of 0.05 m. This was due to considerations of steam pressures of 1.2   Nm-2, temperatures of 300 oC at a flow rate of 10 kgs-1 of steam. 
[bookmark: _Toc424826194]3.6.9 Measurement of Physical Parameters
The approximation of the physical parameters such as strain, stress, modulus of elasticity, load and thickness were obtained as described in section 3.4.17.
[bookmark: _Toc424826195]3.7 Generator
The rotation of a coil in magnetic field changes the magnetic flux through the coil and generates a voltage. In the prototype generator presented in this study the magnet providing the magnetic field was moving as the shaft rotated and the windings of copper coils were fixed.
[bookmark: _Toc424826196]3.7.1 Design and fabrication
The fabricated parts of the a.c generator consisted of static part (stator) and rotating part (rotor) which was driven by the prime mover (turbine). Plate 8 shows the positions of the stator and rotor in the generator. Production of a.c power needs an accurate speed control of the rotation of the rotor (Whitaker, 2006). The stator was made of copper coils while the rotating part was made of a four pole magnet fixed to the shaft. Plate 9 shows the stator windings. To make four poles of the magnet two 0.1 m by 0.03 m bar magnet were cut into two, machined and bonded to the shaft by use of Loctite glue with alternate poles adjacent to one another. Figure 3.13 shows the four pole magnet used on the rotor. Plate 10 shows the terminal leads of the 3 phase power generator.
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[bookmark: _Toc424888779]Figure 3. 13: Four pole magnet

The turbine shaft rotations of 2800 rotations per minute were matched to the generator by fixing the four pole magnet on the shaft to act as the rotor of the generator.
To cool the generator air was drawn from the outside directly into the bottom side of the generator and was discharged to the outside through a convection current that was built between the hot air in the generator and the water at ambient temperature air on the outside.
Technical data of the three phase power generator:- Span – 1- 7, Turns – 260, copper wire size – SWG 28, Connection – Top to bottom, Coils 6 × 2, Slots – 24. The span 1 -7 was for separating the three terminals. The turn bundles for the coils were 260. Metal to metal bond glue locally called locktite was used to fix the magnet to the rotor. The connections of the generator was such that brown was neutral, blue the live and the body was earth of the generator.
Insulated copper wires of 28 gauge, 5.0 m in length were used for the coil on laminated galvanized iron structure. A 4 pole magnetic was used to provide magnetic field. Three phase power was obtained by wye connection. Plate 11 shows the 4 –pole magnet on the shaft. The generator output frequency is given by Equation 3.58
 ……..….. (3.58)
A wye frame support at 1200 angle separation for stator with a permanent magnet mounted on a steel shaft was fabricated. The three power supplies terminals had a phase difference of 1200. Figure 3.14 shows the three wye phase power leads.
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[bookmark: _Toc424888780]Figure 3. 14: Three phase power terminals
When in operation the temperature inside the generator was maintained at 20 oC by the air that flowed in and out by convection. The generator was tested by supplying steam to the turbine  at temperature in the range of 100 °C and 270 °C and pressures in the range of 1.0   105 Nm-2 and 1.0   106 Nm-2 . The generator output was measured as described in section 3.7.3. below.
[bookmark: _Toc424826197]3.7.2 Measurement of Frequency
The frequency of the generator was evaluated from number of generator poles which were four and the rotational speed. The frequency of the generator was obtained as the product of the two. Equation 3.57 was used in approximation of the frequency. The physical quantities that were measured and used were the shaft speed and the number of magnetic poles was as per the design of the field magnet.
[bookmark: _Toc424826198]3.7.3 Measurement of Power Output
The electrical power of the generator was obtained by use of current and voltage measurements that were given by the multimeter. The multimeter probes would be connected to the terminals of the three phase generator.
Mechanical power in watts produced by the generator was obtained by use of Equation 3.59
 ……………………………………………………..……...……….(3.59)	
Where  is the speed in radians per second and T is the torque in newton meters.
[bookmark: _Toc424826199]3.7.4 Measurement of Efficiency
The efficiency of the generator was obtained by calculating the enthalpy of the fluid entering the turbine and the enthalpy of fluid leaving the turbine. The difference in the two enthalpies constituted the useful energy utilized in energy conversion to electric energy while the enthalpy at the input of the turbine constituted the energy input.
[bookmark: _Toc424826200]3.7.5 Measurement of Phase Power
The generator had six terminals for generation of electric power by design as shown in plate 10 of appendix A. The turbine was set at full steam discharge capacity and three multimeters were each connected to the sets of the terminals simultaneously and the values of the current and the voltage were recorded. To obtain the phase power output (KVA) Equation 3.59 was used.
[bookmark: _Toc424826201]3.7.6 Generator Test
During the test of the generator, the steam exit valve was opened and the turbine was allowed to run. The generator was tested to find its performance in terms of its efficiency of conversion of mechanical power to electrical power using solar thermal energy. The efficiency of the generator was obtained by determining the net electricity generated and the total energy input. The net electricity generated was obtained by use of measurement of the current and voltage outputs of the generator while the total energy input was determined by measuring the amount of electricity that was used in vaporizing the amount of water that was collected as steam. 
The output power for the generator was tested for the three phases. The frequency of rotation was plotted against the output power for both steam storage system and exchanger as standalone and when the two components are coupled.
Output frequency of the generator was obtained by use of the speed of the generator and the number of poles of the magnet by use of equation 3.58.	
The KVA which gave the power output for the generator was obtained by use of Equation 3.60
 …………………….…………………...……….... (3.60)
Where P.F is the power factor, V is the voltage and I is the current.

The kilowatts drive input was determined by use of Equation 3.61

KW drive input =  ………………………..……………… (3.61)
Where  is the efficiency.

Amperage, A for the generator was obtained by the measurements of potential drop, power and power factor which was determined by use of Equation 3.62. 
……………………………………………….………………. (3.62)
The cost of power using direct steam was determined by finding the cost of one watt of power when neglecting the cost of heat exchanger. While the cost of power using the rest of the heat transfer fluids was determined with the cost of heat exchanger being inclusive. Equation 3.60 was used to find the magnitude of power. 
3.8 Solar Collector
Parabolic trough technology is one of the main concentrating solar power commercially used today. The solar flux was concentrated at the linear focus of the parabolic trough where a pipe containing a heat transfer fluid was fixed. The heat was transported through the absorber to the heat exchanger. The steam produced was pressurized and stored in a steam storage system, where it was discharged into a turbine. The turbine converted the kinetic energy of steam to mechanical energy of shaft rotation. The shaft carried a four pole magnet that rotated in copper conducting wires. The cutting of the copper wires by magnetic flux lines of the magnet caused power to be generated in the three phase generator. The heat transfer fluids that passed through the absorber were; 6 M sodium chloride solution, 4 M sodium chloride solution, 2 M sodium chloride solution, used engine oil, Unused engine oil, Vegetable oil 1 and vegetable oil 2.
Figure P.4 of the appendix shows the Auto Cad design of the solar concentrator that was used in this study. The collector used in this study was designed and fabricated in a previous study (Kawira et al., 2012). The modifications that were done were use of copper receiver of internal diameter of 0.013 m compared to one of 0.005 m of the same material in the earlier study and use of an aluminium sheet of solar reflectance of 0.92 compared to aluminium reflector of reflectance of 0.9 used in the previous study. The design equation used was given by Equation 3.63
  ……………………………………………………………..…... (3.63)
Where x and y are Cartesian plane coordinates and p is the predetermined focal length.
The solar collector was made using angle iron metallic bars 0.0015m, 4.8 m in length and 2.4 m in width. The bars were shaped in parabolic bends with a focal axis at 0.04 cm from the bottom of the trough. Black sheets of dimensions 4.8 m by 2.4 m by 0.0015 m were folded and welded onto the angle iron beams. The parabolic concentrator was laminated with anodized aluminium sheets of reflectance 0.92 of dimensions 4.8 by 2.4 m by 0.001 m. The collector was of length 5.8 m and of aperture width of 1.2 m. The receiver was painted dull black with dull black paint and was suspended at the focal axis of the parabolic trough solar collector. The internal diameter of the receiver was 0.013 m. The collector was covered with a 0.004 m thick glass. The aperture width was 2.4 m. The following heat transfer fluids were passed through the collector each in turn; water, vegetable oil 1 and Vegetable oil 2, used engine oil, unused engine oil, 2M sodium chloride solution, 4M sodium chloride solution and 6 M sodium chloride solution. Figure P.4 of the appendix shows the solar collector design that was used.
[bookmark: _Toc424826202]3.8.1 Determination of concentration ratio
The geometrical concentration ratio, CR was determined by use of Equation 3.64               	CR   ……………………………………………….....…...……… (3.64)

The circular absorber tube area, Ar was obtained   from   =. Where d represents the outer diameter of the absorber tube  was the aperture area and l represents length of the absorber tube.  Rim angle  was obtained as 79.38 o by use of Equation 3.65. 

	 ……………………………………………..………. (3.65)
where f is  focal length of PTSC and a is the aperture of PTSC (parabolic trough solar collector). 
Optical properties of the concentrator were used to obtain absorbed radiation, S, per unit area of exposed aperture. For higher reflectance aluminium sheet, the absorbed solar radiation was obtained as 1036.4 Wm-2 by use Equation 3.66 (Kalogirou, 1997).

		…………………………………………………………..…. (3.66)

where, S is absorbed solar radiation; is the solar beam radiation normal to collector aperture. 
[bookmark: _Toc424826203]3.8.2 Measurement of Solar Irradiance
Solar irradiance was measured using the digital solar irradiance meter. The meter would be placed perpendicular to the plane of collector and the solar irradiance would be read when the reading stabilized. The characterization of the concentrator would be done when the variation of the solar irradiance did not exceed 50 Wm-2 (ASHRAE 93 -77). Plate 17 shows the solar irradiance meter in use for measurement of solar power intensity at the plane of the collector.
[bookmark: _Toc424826204]3.8.3 Tracking System
The tracking system consisted of a gear of a ratio of 1:50 which had a lever that was rotated anti clockwise while tracking the sun or anticlockwise while being reset in the evening. The lever was adjusted to ensure that the tracking pin did not cast a shadow. This meant that the lever was adjusted to align the collector to the normal solar beam from the sun. The pin was 0.004 m and diameter of 0.0015 m. Plate 14 and 16 shows manual gear tracker with the lever during the tracking. Plates 14 and Plate 16 show the tracker as was used for solar thermal power production.
[bookmark: _Toc424826205]3.8.4 Measurement of Absorptance/ Transmittance 
Figure 3.15 shows the apparatus that was used in the determination of absorptance and transmittance of the 0.004 m thick glass that was used as a cover for the concentrator. The 0.004 m piece of glass measuring 0.003 m by 0.002 m was placed in the sample space partition. The lamp was put on.  The light from the lamp through the glass sample was analyzed by the spectrometer which gave the value of the glass of absorptance and transmittance respectively.
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[bookmark: _Toc424888781]Figure 3. 15: Set up for determination of transmittance and absorptance
Figure 3.16 shows the set up that was used in determination of the reflectance of the aluminium sheet that was used in solar thermal collection. A small piece of the reflector was placed as shown in the figure and the lamp was put on. Direct rays from the lamp were blocked using the probe. The spectrometer gave a value of reflectance of the anodized aluminium that was used.
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[bookmark: _Toc284436661][bookmark: _Toc284436732][bookmark: _Toc424888782]Figure 3. 16: Setup for determination of reflectance
[bookmark: _Toc424826206]3.8.5 Treatment of absorber
The receiver tube was made of a cylindrical copper pipe of external diameter, Do= 0.0127 m when painted with black board paint of emissivity,  = 0.1 and solar absorptance of 0.94. The paint coat had to be kept thin so that there was minimum resistance to flow of heat through the coat and through mass of the pipe to the heat transfer fluid, which was water. Plate 18 shows the position of the receiver in the collector system.
The internal diameter of the absorber pipe Di was 0.0126 m and of effective length was 5.8 m .The collector was covered by glass of thickness 0.0004 m and whose transmitivity was 0.88. The cover reduced the rate of heat loss by conduction and convection, hence reducing the heat loss coefficient Ul. The transmittivity of the glass cover was obtained using the set up in figure 3.15.
This reduction was as a result of suppression of convections heat loss by interposition of a restriction of a long wave length thermal radiation in the collector chamber which was emitted back to the receiver. Plate 18 and 19 show the receiver position in the collector during the thermal collection for heat transfer fluids and the receiver at the focal axis of collector during thermal collection using salt solutions and the water respectively.
[bookmark: _Toc424826207]3.8.6 Absorber Efficiency
The efficiency of the absorber was obtained by computing the average power absorbed by the heat transfer fluids and the average power that was incident on the absorber. This was done over solar noon under steady state conditions of solar irradiance of  50 Wm-2 for irradiance of minimum value of 700 Wm-2 , a flow rate of  2.0 kgs-1, temperatures of 100 oC, 150 oC, 200 oC, 250 oC and 300 oC. 
[bookmark: _Toc310188512][bookmark: _Toc310188743][bookmark: _Toc310188834][bookmark: _Toc310766043][bookmark: _Toc310766451][bookmark: _Toc310766688][bookmark: _Toc424826208]3.8.7 Test installation and testing
[bookmark: _Toc284329430][bookmark: _Toc284329833][bookmark: _Toc283799166]The collector test was carried out in Juja, Kenya at latitude 1.1833 ° and 37.1167 ° in longitude. Collector mounting was done in a way not to obstruct the aperture of collector. An open mounting structure was made to allow free circulation of air. Closed loop testing was used involving gravity. The water reservoir was raised at a height of 1.5 m above the ground, control valves and other components were used to control fluid flow in the loop. Each of the heat transfer fluids i.e water, vegetable oil 1, vegetable oil 2, used engine oil, unused engine oil, 2 M sodium chloride solution, 4 M sodium chloride solution and 6 M sodium chloride solution were used each in turn. The carbon black pipe was used to lead the heat transfer fluid into and out of collector. The polypropylene pipe lead heat transfer fluid from the boiler to the heat exchanger since they are corrosion resistant during the testing.  The pipe lengths between inlet and outlet of collector were kept as short as possible to reduce heat losses to the surroundings. Solar thermal collection by use of polypropylene pipes was as shown in Plate 12.
The pipe bends (mixing devices) were introduced upstream after 0.2 m from the collector on its both ends. A bypass loop and a control valve were used to provide flow control. This also assisted in stabilizing the mass flow rate of heat transfer fluid. During the solar thermal collection galvanized iron pipes were used as shown in Plate 13. 
[bookmark: _Toc310188513][bookmark: _Toc310188744][bookmark: _Toc310188835][bookmark: _Toc310766044][bookmark: _Toc310766452][bookmark: _Toc310766689][bookmark: _Toc424826209]3.8.8 Steady state

The length required for steady state test period was determined from thermal capacity C (fluid thermal capacity per square meter) of collector and the thermal flow rate  of the heat transfer fluid through the collector. To ensure that a steady state was attained, the test period was made about four times the period defined by C/m (Gillet and Moon, 1985). Where refers to specific heat capacity of heat transfer fluid. The time taken to attain steady state was found to be ten minutes. Collector fluid capacity was determined by filling the absorber with each of the heat transfer fluids. The mass of the fluid it contained was measured to be 3.04 kg for water, 3.42 for sodium chloride solutions and an average of 2.48 kg for the heat transfer oils. The steady state period was determined as 10 minutes for water and the sodium chloride solutions and 12.5 minutes for the heat transfer oils. The mass flow rate was determined by use of the readings from the flow meter.
[bookmark: _Toc284436664][bookmark: _Toc284436735][bookmark: _Toc310188514][bookmark: _Toc310188745][bookmark: _Toc310188836][bookmark: _Toc310766045][bookmark: _Toc310766453][bookmark: _Toc310766690][bookmark: _Toc424826210]3.8.9 Temperature control
[bookmark: _Toc284436665][bookmark: _Toc284436736]To control temperatures during the testing period, calibrated temperature sensors were used. Mercury in glass thermometer graduated at 0.05 oC intervals was used to calibrate the digital thermometers which were used as temperature sensors. During installation good thermal contact between fluid and terminals of digital thermometer was ensured by sinking their contacts deep inside the liquid flow channel through the 0.001 m holes that were drilled on the carbon black pipe connectors. In order to prevent overheating of the bath during the testing the heat transfer fluid was pre-cooled before being fed to thermostatic bath by use of a fabricated heat exchanger. The water in the thermostat bath was removed after every ten minutes by siphon and fresh water at ambient temperature water added to enhance its cooling effect.
[bookmark: _Toc284436666][bookmark: _Toc284436737][bookmark: _Toc310188515][bookmark: _Toc310188746][bookmark: _Toc310188837][bookmark: _Toc310188928][bookmark: _Toc310766046][bookmark: _Toc310766454][bookmark: _Toc310766691][bookmark: _Toc424826211]3.8.10 Measurement of Inlet and Outlet Temperatures
Digital thermometers were fixed at the inlet and outlet pipes of the boiler, steam storage and heat exchanger during the tests. Temperature of heat transfer fluid at the inlet and out let was measured to an accuracy of 0.1oC. The surrounding air temperature was measured to an accuracy of ± 0.5 oC. The pressure tapping were installed normal to the flow. A hole of diameter 0.001 m on each side of mixing devices was made for the trappings. A smooth straight piece of pipe was incorporated before pressure tapping at inlet and outlet sections of components under test. Collector aperture area in reference was the transparent area of collector normal to incident solar flux. The heat transfer fluid would flow from bottom to the top of collector during testing. Before each day’s testing period was carried out, circulation of heat transfer fluid at a temperature of approximately 110 oC was done. 
[bookmark: _Toc310188517][bookmark: _Toc310188748][bookmark: _Toc310188839][bookmark: _Toc310766048][bookmark: _Toc310766456][bookmark: _Toc310766693][bookmark: _Toc424826212]3.8.11 Collector test variables
Testing of the heat transfer fluids was carried out at their operating temperatures around solar noon. These temperatures were in the range of 100 oC to 290 oC. The tests produced data that was used in characterization of the solar collector. Data points of at least 4 fluid inlet temperatures spaced evenly over the operating range of the collector were used. The inlet temperatures of the heat transfer fluids were varied depending on the nature of the heat transfer fluid. The test times were taken symmetrically about noon as follows:  11.00, 11.30, 12.30 and 1.00 p.m. The tests were made under steady state conditions. The test period for a steady state data point typically contained a time of approximately 10 minutes with a set fluid inlet temperature. A thermostat with a range of temperatures between 50 oC to 300 oC was used for setting the inlet temperatures of the heat transfer fluids during the testing.
[bookmark: _Toc310188518][bookmark: _Toc310188749][bookmark: _Toc310188840][bookmark: _Toc310766049][bookmark: _Toc310766457][bookmark: _Toc310766694][bookmark: _Toc424826213]3.8.12 Collector testing loop
[bookmark: _Toc276136859][bookmark: _Toc276212566][bookmark: _Toc276215296][bookmark: _Toc284434537][bookmark: _Toc284436148][bookmark: _Toc285457872][bookmark: _Toc286135901][bookmark: _Toc286339245]The collector testing was carried out at height of 3 m above the ground, on a building top. This was done to ensure economy of space usually utilized for agricultural activities. During the testing, the heat transfer fluids which were 6 M sodium chloride solution, 4 M sodium chloride solution, 2 M sodium chloride solution, used engine oil, unused engine oil, vegetable oil 1 and vegetable oil 2 were fed from the boiler at a set inlet temperature, and the following measurements were also taken: pressure drop across each component, mass flow rate and solar irradiance at the plane of the collector in the case of the solar thermal testing. These measurements were used in characterization where efficiencies, heat losses, heat loss coefficients and solar thermal steam pressures of different heat transfer fluids were obtained compared. The testing used was carried out using the National Bureau of Standards (NBS), the American Society of Heating, Refrigerating and Air Conditioning Engineers (ASHRAE) and American Society of Mechanical Engineers (ASME) guide lines. During the solar thermal collection the heat transfer fluid was heated by the solar flux as it passed through the collector. Figure 3.17 shows the collector testing loop for the solar collector. The heat transfer fluids were each used in characterization of the collector. Plate 19 shows the receiver at focal axis during solar thermal collection.
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[bookmark: _Toc424888783][bookmark: _Toc284436669][bookmark: _Toc284436740][bookmark: _Toc310188519][bookmark: _Toc310188750][bookmark: _Toc310188841][bookmark: _Toc310766050][bookmark: _Toc310766458][bookmark: _Toc310766695][bookmark: _Toc311033509]Figure 3. 17: Collector testing set up 

[bookmark: _Toc424826214]3.8.13 Production of steam
The solar collector was used to harness solar thermal energy with all the heat transfer fluids that were being tested as shown in Figure 3.18. The heat transfer fluid flow through absorber pipe was controlled by use of a volume control valve positioned at the inlet of the collector. The flow rate of the heat transfer fluid was measured using a digital flow rate meter. For water flow, a non-return valve at the mixing joint prevented the back flow of steam when temperatures reduced and the beam radiation at the collector reduced. T1 and T2 were digital thermometers that were used for measuring heat transfer fluid’s inlet and outlet temperatures respectively. The parabolic trough collector tracked the sun in a North-South orientation from the morning to the evening in this study. The steam pressure values obtained were directly read from pressure gauges placed at inlet and out let mixing joints of heat transfer liquid. The values of temperatures of steam obtained were recorded along the pressure drop values. The rate of heat delivered by heat transfer fluids was computed by using equation 3.67 (Twidel, 1986). 
	……………………………………….………………. (3.67)
where:  is the mass flow rate of heat transfer fluid,  is the heat rate delivery by the receiver and  K is the temperature difference and is the specific heat capacity of heat transfer liquid.
The solar power heat gain was determined by use of Equation 2.56. Thermal efficiency was calculated from the solar power intensity obtained from the power intensity meter and the heat gained by the heat transfer fluid. The parameters measured were: aperture area, receiver area, inlet temperature of the heat transfer fluid and the ambient temperature.
[bookmark: _Toc424826215]3.8.14 Measurement of Thermal Efficiency
To find the thermal efficiency of the collector temperatures of heat transfer liquids were measured during entry into the receiver and during exit using digital thermometers. The normal beam irradiance at the plane of the collector was measured using a solar irradiance meter. Equation 3.68 was used to find the thermal efficiency of the collector.
  …………………………………………………… (3.68)
Where Gbm is the component of normal beam irradiance in the plane of the collector, T1 and T2 is the inlet and outlet heat transfer receiver temperatures;  is the mass flow rate of heat transfer fluid and A is the aperture area of the concentrator.
[bookmark: _Toc424826216]3.9 Coupled Heat Exchanger and the Storage System
Figure 3.18 shows the set up that was used during solar thermal collection for each heat transfer fluid. 
[image: ]
[bookmark: _Toc424888784]Figure 3. 18: Solar thermal collection loop
In this study solar thermal collection was done using the steam storage system and it was also done without the steam storage system during generation of steam for power production. For the set ups with and without steam storage system the inlet and outlet temperature of steam was measured, the mass of steam produced and pressures of operation were also measured. During charging the steam exit valve at the heat exchanger would be closed and the non-return valve at the steam entry of the storage system would prevent the steam formed from returning to the reservoir when pressure reduced. Reduction in steam pressure would be caused by overcast sky and changes of weather. Steam generation would start when the set discharge pressure would be reached. The test discharge pressures ranged between 1.0  Nm-2 to 9.0  
Nm-2. In direct power production the set up in Figure 3.18 was used without the heat exchanger. The steam produced in the collector proceeded to the storage system for pressurization and then it was discharged to the turbine.  Water was used as the heat transfer fluid for direct power production.
[bookmark: _Toc424826217]3.9.1 Measurement of Steam Flow Rate
The steam flow rate of the water that was absorbing heat from the heat transfer liquids was measured by collecting the steam from the steam storage system and condensing it. Its mass was determined per unit time. The process was repeated three times and an average obtained.
[bookmark: _Toc424826218]3.9.2 Measurement of Power Output
Power output from the generator was obtained by use of measurements given by digital multimeter that showed the values of voltage and current for the heat transfer liquids. The multimeter was calibrated before use to ensure no errors in the readings obtained. Equation 3.59 shows how the values of the voltage and current were used for finding the power output of the generator. 
[bookmark: _Toc424826219]3.9.3 Measurement of Turbine Efficiencies
The amount of heat possessed in 2 kg of steam trapped in water at ambient temperature water before entry into the turbine and the heat possessed by the same amount of steam at exit of the turbine was determined using steam tables (Cecil, 2010).  The masses of steam and the temperatures before it entered the turbine and after leaving the turbine provided means for evaluation of the efficiencies. The mass of steam before entering the turbine was found by condensing 0.2 kg of steam in water at ambient temperature water in a 5 kg copper container. The mass of steam after it had lost heat in the turbine was determined by cooling the condensate then measuring its mass using a beam balance. The temperatures were measured using a digital thermometer and the time lapse was determined using a stop watch.
[bookmark: _Toc424826220]3.9.4 Measurement of Heat Emitted by Heat Transfer Fluids
The heat that was emitted by the heat transfer fluids was obtained by measuring the mass of the heat transfer fluid over 120 s and the flow rate obtained from the digital flow rate meter. The temperature at the beginning of the taking the flow meter reading and after were recorded for the heat transfer fluids as they flowed through the heat exchanger. The temperature, mass of the water absorbing the heat, and the duration of flow measured were determined.
[bookmark: _Toc424826221]3.9.5 Measurement of Pressure Drop
The pressure drop was measured using a U – tube manometer using mercury as the liquid in tube. The pressure due to steam would cause a head of column of mercury to be formed. The head of mercury column was measured using a meter rule. The pressure drop was then calculated using the density of mercury and the gravitational field strength. The U – tube would be positioned across the turbine. Other components whose pressure drop was determined were the collector and the coupled system.
When the system was in operation, as the kinetic energy of the steam was converted to energy of motion of turbine there was a pressure drop observed across the turbine. The pressure of the steam that was formed was higher before entry into the turbine compared to when it was coming out. The pressure drop ratio was calculated as the ratio of the difference in the entry and exit pressures and the initial or entry pressure.
[bookmark: _Toc424826222]3.9.6 Measurement of Efficiency of Generator
The efficiency of the generator was obtained as the ratio of the useful power that was obtained from the generator to the input power expressed as a percentage. Useful power was the product of voltage and the current that were read from the multimeter while the input power was obtained from the power developed by the shaft. The values of voltage and current provided the basis for determining power for the generator.
[bookmark: _Toc424826223]3.9.7 Measurement of Efficiency of Heat Transfer Fluids
The efficiency of the heat transfer fluids was found in terms of the amount of heat that was absorbed by the water to turn to steam and the initial amount of heat before entry into the heat exchanger. The heat emitted by the heat transfer fluids, heat absorbed by the water and the heat absorbed by the heat transfer fluid from the sun were determined. The masses and the temperatures of the heat transfer fluids and the water that turned to steam were also measured. The temperatures were measured using digital thermometers and the masses were measured using the beam balance. 
[bookmark: _Toc424826224]3.9.8 Measurement of the Efficiency of the Steam Storage
The efficiency of the steam storage system was determined by obtaining the amounts of heat that the heat transfer fluids had absorbed before entering the storage and the amount it had by the time it was leaving the steam storage in a span of 60 s of flow. The ratio of the heat absorbed by the steam before entry into the steam storage system and the amount of heat in the steam exiting the steam storage system expressed as a percentage gave the efficiency of the steam storage system.
[bookmark: _Toc424826225]3.10 Measurement of Receiver Heat Loss
The heat transfer fluids were circulated at a rate 0.005 m3s-1 through the receiver when there was no sun and the heat transfer fluid was cooling. The temperature of heat transfer fluid at the inlet and at the outlet of the collector was measured using a digital thermometer. The amount of heat lost by the receiver was determined using Equation 3.66. The heat loss per unit area was found by dividing the amount of heat lost by the surface area of the receiver. The amounts of heat losses gave the character of the receiver in terms of losing heat during operation. The magnitude of heat losses were recorded against operation temperatures for the receiver.


[bookmark: _Toc424826226]CHAPTER FOUR
[bookmark: _Toc424826227]RESULTS AND DISCUSSION
[bookmark: _Toc424826228]4.1 Introduction
In this section the results are presented and discussed for the performance of heat transfer fluids, tests and characterization for fabricated; steam storage, heat exchanger, turbine and generator. The characterization of the solar collector and solar thermal energy collection is also presented. The results obtained in this section compare well with those obtained by other researchers. The results obtained as follows: Solar collector:  collector average steam discharge, inlet and outlet temperature and pressure, reflectance of optical system, transmission of glass cover among others. Steam storage system:  inlet and outlet temperature and pressure with and without coupling, steam loads, steam flow rates, mass flow rates of the heat transfer fluids, storage capacity of the steam storage system, evaporation ratio of the storage system, maximum continuous rating for steam among others. Heat exchanger: inlet and outlet temperature and pressure, efficiency, overall heat transfer coefficient, NTU, temperature efficiency of the streams, mean temperature difference, pressure drop, stress, strain, elasticity among others. Turbine: inlet and outlet temperature and pressure, enthalpy of heat transfer fluid during entry and exit from the turbine, centripetal force acting on blade, frequency of rotation of shaft, angular velocity among others. Generator: Frequency of output power, efficiency, KVA, amperage among other parameters.
[bookmark: _Toc424826229]4.2 Parameters used in Fabrication 
Table 4.1 shows the results obtained for the physical parameters that were tested  for  fabrication of steam storage system, heat exchanger and the turbine.


[bookmark: _Toc424889345]  Table 4. 1: Summary of parameters of components used
	PARAMETER
	HEAT EXCHANGER
	STEAM STORE
	BLADE
	SHAFT
	TURBINE SHELL

	Percent Axial strain (%)
	2.1
	1.8
	2.0
	1.5
	2.2

	Axial stress
(Nm-2)
	83.4 ×
	93.8
	76.7 ×
	101.6 ×
	105.3×

	Modulus of elasticity  (Nm-2)
	1.87 ×
	2.24 ×
	1.58 ×
	3.20 ×
	2.19 ×

	Load (Nm-2)
	1.0 ×
	1.0 ×
	1.0 ×
	1.0 ×
	1.0 ×

	Thickness (m)
	0.0015
	0.0003
	0.001
	0.0026
	0.001

	Moment (Nm)
	0.0036.1
	0.003
	0.0037
	0.00261
	0.022 


[bookmark: _Toc424826230]4.3 Performance of Heat Transfer Fluids
The following heat transfer fluids were used in solar thermal collection; vegetable oil 1, vegetable oil 2, used engine oil, unused engine oil, 2 M, 4 M and 6 M sodium chloride solutions. 
The performance of heat transfer fluids was experimented on basis of the presented results obtained on how they emitted the heat to the fluid on the shell fluid of the heat exchanger, how they absorbed heat from the sun and how efficient they were in absorbing and emitting the solar thermal heat.
Figure 4.1 shows the efficiency with which the heat transfer fluids transmitted the heat they absorbed to water to from steam. The efficiency of each of the heat transfer fluid was as shown. The 6 M salt solution had the highest efficiency of transmitting heat to the water. For the 4 M salt solution and 2 M salt solution, efficiency decreased with concentration. The efficiency of Vegetable oil 2 was the poorest among the heat transfer liquids that were tested. Water in which salt was added absorbed heat with a higher efficiency compared to water without salt added. The vegetable oils that were used absorbed heat less efficiently than the salt solutions. The used oil had less efficiency of absorbing the heat and passing it to water to form steam compared to unused oil. The performance of the unused oil was better because it did not contain the byproducts of combustion from the engine compared to the performance of used engine oil.

[bookmark: _Toc424888785]Figure 4. 1: Generator efficiency for the heat transfer liquids
The maximum power output for the heat transfer fluids for the steam that was generated from the heat transfer fluids ranged from 284.1 W to 458.5 W as shown in Figure 4.2. The vegetable oils power output was the lowest while the power output for salt solutions was the highest. The higher the concentration of the salts the better was the power output for the heat transfer fluid for the concentrations that were considered. Adding salt to the water therefore made water a better heat absorber and hence it made more heat available for absorption in the shell side of heat exchanger by the water so as to form steam during solar thermal collection. 

[bookmark: _Toc424888786]Figure 4. 2: Maximum power output for heat transfer fluids
The conditions under which the results in Figure 4.2 were obtained were 7.8  105 Nm-2 to 7.8  105 Nm-2 of pressure and temperatures in the range of 157.9 oC and 261.8 oC with average solar power intensity of 1100 Wm-2.
Table 4.3 shows the heat absorbed, pressures of operation and the mass flow rates for water as heat transfer fluid at average solar power intensities of 1068 Wm-2. The solar power intensities were in the range of 738.4 Wm-2 to 1100.4 Wm-2 during the data collection. There was a difference in the behavior of absorption of heat at the same pressure. Vegetable oil heat transfer fluids absorbed less heat compared to the salt solutions and so did the used oil and the unused oil. Water was a better absorber of solar thermal heat compared to the Vegetable oil 2 and the vegetable oil 1. The difference was in that the heat was conducted by ions in the salt solutions while there are no ions in vegetable heat transfer fluids. The results for other heat transfer fluids are given in appendix H. A heat transfer fluid under pressure absorbed a higher amount of solar thermal heat as shown in the Tables 4.2 and appendix H. Solar thermal intensity ranged between 659.5 Wm-2 and 993.8 Wm-2 during the thermal collection.
[bookmark: _Toc424889346]Table 4. 2: Variation of heat absorbed with pressure and mass flow rate for water on 24.1.2014
	Heat absorbed (J)
	11673.1
	12789.3
	13526.9
	14307.5
	15841.4
	17368.0
	18479.7
	19128.6

	Pressure (× 105 Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	3.1
	3.4
	3.9
	4.3
	4.7
	5.3
	5.6
	6.1



It was observed that the heat absorbed increased with the increase in the amount of mass flow rate in table 4.2. The increase in mass flow rate was as a result of the effect of pressure. The higher mass flow rates delivered more energy than the lower mass flow rates. The effectiveness of each of the streams was an average of 0.87 for the heat transfer flow (tube side) and an average of 0.87 for the water that would absorb heat from heat transfer fluids to turn into steam (shell side) respectively. 
The percentage heat losses for the hot heat transfer fluids at an average temperature of 161.4 oC were as shown in table 4.3. It was observed that the heat transfer fluids that absorbed more heat also had higher percentage losses of heat. 

[bookmark: _Toc424889347]Table 4. 3: Percentage losses for the heat transfer fluids on 18.1.2014
	Fluid
	Heat Absorbed (J)
	Pressure (Nm-2)
	Percentage Loss (%)

	Water
	16005.8
	5.3  105
	5.4

	Vegetable oil 2
	 16874.1
	5.3  105 
	5.8

	Vegetable oil 1
	16572.9
	5.3  105  
	5.7

	Used Engine oil
	16696.3
	5.3  105  
	5.75

	Unused Engine oil
	16398.5
	5.3  105  
	5.5

	2M salt solution
	16981.3
	5.3  105  
	5.9

	4M salt solution
	172644.7
	5.3  105  
	6.0

	6M salt solution
	17869.6
	5.3  105  
	6.2



Table 4.4 shows the temperature efficiencies of the heat transfer fluids at an average temperature of 153.9 oC; pressure of 6.1  105 Nm-2 and a solar power intensity of an average of 1067.4 
Wm-2. The efficiencies increased with magnitude of the heat absorbed by the heat transfer fluids from the sun. The more the solar power intensity the salt solutions acquired higher temperature efficiencies than the rest of the heat transfer fluids because they absorbed more heat from the sun.


[bookmark: _Toc424889348]Table 4. 4: Temperature efficiency for the hot heat transfer fluids on 19.1.2014
	Heat Transfer Fluid
	Average temperature of operation (oC)
	Temperature Efficiency (%)

	6 M Salt solution
	193.1
	92.4

	4 M Salt solution
	183.6
	89.9

	2 M Salt solution
	176.9
	85.6

	Water
	173.4
	84.6

	Unused engine oil
	153.7
	83.4

	Used engine oil
	132.2
	81.9

	Vegetable oil 1
	128.1
	78.6

	Vegetable oil 2
	121.5
	78.1



The higher the temperature of operation achieved by the heat transfer fluid, the higher was the temperature efficiency. The heat transfer fluids that achieved high operational temperatures also absorbed more solar thermal radiation than the ones which achieved lower temperature efficiencies. Temperature efficiencies were used to measure performance of the heat transfer fluids in terms of temperatures achieved.
The heat coefficient for the heat transfer fluids and their corresponding flow rates were as shown in table 4.5. The steam flow rate increased with the increase in heat coefficient. 


[bookmark: _Toc424889349]Table 4. 5: Variation of heat coefficient with steam flow rate on 4.2.2014 at an average of  953.7 Wm-2
	Fluid
	Heat Coefficient (W/ m2 oC)
	Steam Flow Rate (kgs-1)

	6 M Sodium chloride solution
	321.6
	0.054

	4 M Sodium chloride solution
	307.3
	0.05

	2 M Sodium chloride solution
	292.8
	0.048

	Water
	289.1
	0.038

	Unused engine oil
	281.4
	0.041

	Used engine oil
	277.6
	0.40

	Vegetable oil 1
	266.1
	0.36

	Vegetable oil 2
	250.5
	0.031



The heat loss coefficient was related to the amount of heat absorbed by the heat transfer fluid in that the more the heat the heat transfer fluid absorbed the higher the heat coefficient. Figure 4.3 shows the heat emitted to the water to form steam by the heat transfer fluids with time of day at an average solar power intensity of 998 Wm-2. The heat absorbed depended on the solar power intensity. Solar intensity increased with time of day and it is observed that it starts to decline from 2 p.m in the afternoon. There is an increase in the amount of solar heat that was released to the water to form steam with time of day. The salt solutions released and absorbed more heat energy compared to the vegetable oils that were used.
The heat that was emitted by the heat transfer fluids was determined and plotted against the time of day. The emission of the heat would be interrupted by some overcasting in the skies and hence non smooth curves. The solar irradiance during the solar thermal collection ranged from 354.3 W/m2 at 8.00  a.m. to 1098.4 W/m2 at 2.00 p.m. The low solar thermal collection in the morning was due to the low amounts of direct beam at collector plane and hence the amount of beam radiation was in range of 0 – 30 % before 8. 00 a.m. in the morning. After 8.00 a.m the direct beam radiation reaching the collector increased up to 90 % at noon. After 2.00 p.m the amount of direct beam radiation reduced gradually from 90 % and reached 29.5 % at 5.00 p.m. Other Figures for the other heat transfer fluids are presented in appendix B.

[bookmark: _Toc424888787]Figure 4. 3: Heat emitted by Vegetable oil 2 with time of day on 9.4.2014
The heat absorbed on hourly basis was as shown in Figure 4.4 at solar power intensities of 1032.3 Wm-2. The figure gives the solar heat absorbed with time of day for Vegetable oil 2. The figures showing the heat absorption with time of day for the other heat transfer fluid are shown in appendix C.



[bookmark: _Toc424888788]Figure 4. 4: Heat absorbed by Vegetable oil 2 heat transfer fluid on 19.1.2014
The heat transfer fluids absorbed the heat energy from the sun as they passed through the concentrator. In a study on mineral oil heat transfer fluid, water was heated into steam for a turbine with an efficiency ranging from 60 % to 80 % (Pradeep et al., 2013).
[bookmark: _Toc424826231]4.4 Direct Steam Power Generation 
In direct steam power production, water was used as the heat transfer fluid and it was also used as the heat storage medium. Section 3.7.6 of the methodology describes the production of power using the three phase power generator used in this study.  The cost of producing power without heat exchanger was obtained as Ksh 111.00 per 1000W and the cost of power when using a heat exchanger was obtained as 150.00 per 1000W. The cost of power by direct power production was less by an average of 7.4 % compared with the other heat transfer fluids which required a heat exchanger to heat water to produce steam power. Thermal energy storage systems based on sensible heat storage offer a storage capacity ranging from 10 - 50 KWhs-1 and storage efficiencies between 50 – 90 % depending on the thermal insulation technology (Zarza et al., 2001). 
Figure 4.5 shows the power output against the heat output by the heat transfer fluids. In the morning the power output was low due to low heat output from the heat transfer fluids due to low solar power intensity. This was due to diffusion of solar radiation in the morning by the horizons as the sun rises. In Figure 4.5, power output became steady in the afternoon because the steam storage system supplied steam by flashing when pressure inside it dropped as a result of decreasing solar intensity. In a study by Minassians et al., 2004, a three phase stirling engine cycle produced 217 W of solar thermal power with an efficiency of 70 %. In this study a rankine engine cycle produced an average power of 362.1 W with a solar power efficiency of 65.4 %.


[bookmark: _Toc424888789]Figure 4. 5: Power output against heat output for direct steam generation on 18.1.2014
In Figure 4.6, the power output increased with the amount of heat absorbed by the heat transfer fluid. Direct steam generation power production by use of water as the heat transfer fluid and also as storage fluid was economical since there was no use of heat exchanger in heat transfer. This is compared to when heat transfer fluids other than water were used. Use of direct absorption solar collectors is being developed and is attractive since sunlight is directly absorbed into the working fluid and this eliminates the intermediate heat transfer step (Patrice et al., 2013).

[bookmark: _Toc424888790]Figure 4. 6: Power output against time of day for water on 17.1.2014
4.5 Heat Exchanger
The heat exchanger that was designed and fabricated was a coiled tube counter flow heat 
         (Water)





[bookmark: _Toc424888791]Figure 4. 7: Tubes of counter flow heat exchanger
exchanger. The following characteristics of the heat exchanger were determined and results herein presented: - the heat absorbed and the heat emitted by the heat transfers fluids, the heat transfer coefficient with respect to the heat transfer fluid under consideration, the heat exchanger effectiveness, the number of heat transfer units transmitted, the efficiency, operating points, heat transfer conductance, and the heat absorbed during thermal solar collection by the heat transfer fluids.
[bookmark: _Toc424826232]4.4.1   Heat Exchanger Effectiveness, ε
The heat exchanger effectiveness was a measure of magnitude of amount of heat that was actually transferred between the heat transfer fluid and the liquid transporting the heat to the turbine and the generator. It was found to be in the range of 0.87 to 0.73. The variation in the effectiveness was attributed to the variation of solar power intensities of between 983.5 Wm-2 to 1094.2 Wm-2.	The heat exchanger effectiveness, ε, for 6 M sodium chloride solution, 4 M sodium chloride solution, 2 M sodium chloride solution, water, vegetable oil 1, Vegetable oil 2, unused engine oil and used engine oil was obtained as 0.91, 0.85, 0.84, 0.83, 0.76, 0.73, 0.81 and 0.79 respectively.	
[bookmark: _Toc424826233]4.4.2 Heat Exchanger Operating Points
The heat exchanger operating points for the heat transfer fluids that were tested varied from one heat transfer liquid to the other. The measurements that were made in order to find the operating points of the heat exchanger were: - mass flow rate, volume flow rate, fluid pressure, density, specific heat, heat capacity, smoke point, heat transfer outlet temperature and the heat transfer inlet temperatures. The smoke point was the temperature when smoke would be observed to come out of the system when the heat transfer fluid was in study. The heat transfer fluids absorbed heat that was conducted by water to make steam. Table 4.6 shows the heat exchanger operating points for the different heat transfer fluids that were used in this study. The operating points for the other heat transfer fluids are presented in appendix J. A shell and tube heat exchanger with paper insulation was fabricated and operated at an effectiveness of 0.33 (Vindhya et al., 2014). The heat exchanger fabricated in this study performed better due its coupling with steam storage system which enhanced pressurization and hence effectiveness.
The heat exchanger operating points for the fabricated heat exchanger for solar irradiance of 1084 Wm-2 was obtained and are shown in Figure 4.6.
[bookmark: _Toc424889350]Table 4. 6: Operating points for vegetable oil 2 vs water fluids on 4.1.2014
	Property
	Hot fluid (Vegetable oil 2)
	Water at ambient temperature fluid(Water)

	Mass flow rate (kg/s)
	4.2
	3.2

	Volume flow rate (m3/s)
	1.5
	1.0

	Fluid Pressure (Nm-2)
	5.0
	5.0

	Density (kg/m3)
	915
	1000

	Specific heat,  (Jkg-1oC-1)
	912.8
	4170

	 (oC)
	35.0
	143.7

	  (oC)
	150
	24.1



The following is a summary of other characteristics of the heat exchanger that were determined in this study: The required heat transfer surface for design was determined as 0.75 m-2 from the variables that were obtained experimentally and used. Heat transfer fluid velocity was an average of 2.4 ms-1 for  pressure drop of 1.4 × 104 Nm-2 on the tube side and  pressure drop of 1.16  × 104  Nm-2   on the shell side.
The average overall heat transfer coefficient was calculated and was found to be 361.4 W0 m-2C-1 for the steam to oil, 387.6 W0 m-2C-1 for the steam to salt solutions and 548.9 W0 C-1 for water to water counter current flow. It was higher for salt solutions since they absorbed more solar thermal energy compared to the other heat transfer fluids.
The overall heat transfer conductance, UA W 0C-1 for the heat transfer fluids was 61.4 W 0C-1 for 6 M sodium chloride solution, 57.2 W 0C-1 for 4 M sodium chloride solution, 
56.9 W 0C-1 for 2 M sodium chloride solution, 36.8 W0C-1 for water, 25.6 W0C-1 for vegetable oil 1, 19.4 W 0C-1 for Vegetable oil 2, 32.5 W 0C-1 for unused engine oil and 28.5 W 0C-1 for used engine oil. The organic vegetable oils achieved lower transfer conductance since they absorbed low amount of solar thermal heat. The  number of heat transfer units for the heat transfer fluids were 1.12 for 6 M sodium chloride solution, 0.93 for 4 M sodium chloride solution, 0.91 for 2 M sodium chloride solution, 0.90 for water, 0.74 for vegetable oil 1 oil, 0.71 for Vegetable oil 2, 0.63 for unused engine oil and 0.79 for used engine oil. The salt solutions achieved higher number of heat transfer units because they conducted more heat to the second fluid of the heat exchanger which was water. The logarithmic temperature difference, LMTD for  6 M sodium chloride solution, 4 M sodium chloride solution , 2 M sodium chloride solution, water –, vegetable oil 1 , Vegetable oil 2, unused engine oil and used engine oil was obtained as 83.3, 81.4, 79.3, 68.7, 61.5, 59.2, 73.8 and 71.6 respectively. The logarithmic temperature ratio of performance showed that salt solutions were better in absorbing solar thermal energy compared to water, organic oils, used engine oil and the unused engine oil.
The heat transfer flow rate was obtained as 7890.9 Js-1 for 6 M sodium chloride solution, 7621.3 Js-1 for 4M sodium chloride solution, 7263.4 Js-1 for 2 M sodium chloride solution, 6938.7 Js-1 for water, 5231.7 Js-1 for, 5097.8 Js-1 for Vegetable oil 2, 4843.8 Js-1 for unused engine oil and 6348.2 Js-1 for used engine oil. The heat transfer flow rates were high for the heat transfer fluids that absorbed high solar thermal radiation. Hence the best heat transfer fluid for harnessing solar thermal energy among the fluids studied was 6 M sodium chloride solution.
[bookmark: _Toc424826234]4.5 Steam Storage System
The longitudinal stress for the hemispherical part was obtained as 2.1 × Nm-2 using design equations. The steam storage system could store solar energy inform of heat with an average loss of 5.6 %. Interrogation of the performance of the steam storage was done by quantifying the following; efficiency of the storage system, amount of heat transferred during discharge and the amount emitted during discharge, the power output for steam discharged to the turbine from the steam storage, amount of heat absorbed by the heat transfer fluids at testing and during the solar thermal collection, steam flow rates, sizing of the steam store. The determined values of steam flow rate of 9.7 kgs-1, output temperature of 385.3 oC and pressure of 9.32 Nm-2 were compared with the trial values and were found to have deviations of 0.5, 10.0 and
 1.0 Nm-2 respectively. The pressure of 1 Nm-2 set by use of a pressure control valve. The boiling point of water rose to a maximum of 284.3 0C at 1 Nm-2 pressure.
Table 4.7 shows the variation of heat absorbed with pressure and the mass flow rate of steam obtained from solar thermal collection without steam storage as one of the components. The results of the other heat transfer fluids are presented in appendix I. The results of solar thermal collection with steam storage as one of the components are as well presented in appendix H.


[bookmark: _Toc424889351]Table 4. 7: Variation of heat absorbed, pressure and mass flow rate for 6 M sodium chloride solution on 15.3.2014 
	Heat absorbed (J)
	18251.7
	19017.6
	19395.9
	19667.1
	20241.2
	20698.9
	21130.3
	21732.7

	Pressure × 105 (Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	3.2
	3.8
	4.6
	5.2
	5.9
	6.4
	6.8
	7.9



It was observed that the steam storage system increased the efficiency of solar energy collection by 15.1 % and consequently steam was producing more solar thermal power. The power generation system had an efficiency of 34.97 % without the storage system and with the storage system the efficiency obtained for the whole system was 40.1 %. This provided higher discharge rate of 40 kgh-1 during the peak periods that corresponded to maximum valve discharge. The steam storage system was operated between pressures of 1 Nm-2 – 1 Nm-2. When in operation and there was discharge of steam to the turbine the fluid in the steam store flashed and the pressure in the steam store remained constant for ten to fifteen minutes. During the day higher discharge rates were possible since the heat transfer fluids at higher sensible heat contents continuously supplied heat to the steam storage system with solar power collection. The steam storage system was limited by design capacity when the solar irradiance was an average of 1105 Wm-2. 
During the charging process, the mass in the volume of heat exchanger increased as a result of more incoming steam which exceeded the discharge since during this process the steam exit valve was closed or was set to discharge less steam than the incoming steam for the coupled system. During this process the temperature of heat transfer fluids increased from an average of 100 oC to an average of 268.7 oC.  During the coupled system solar thermal collection the steam generated from the flow of heat transfer fluids exceeded the demand and the excess would be stored increasing the pressure of the heat exchanger and the steam storage system. The steam storage system and the heat exchanger coupled system would be discharged by lowering the pressure to produce the steam by flashing. In the heat exchanger thermal energy would be transferred from the heat transfer fluids to water. The pressurized water in the heat exchanger was used for storage of heat. The fluid exiting from the turbine was fed into the reservoir of water at ambient temperature water and then passed to the collector for recirculation. 
Figure 4.8 shows the efficiency for the steam storage system against the inlet temperatures that were used. Increase in temperature of operation of the steam storage system reduced the efficiency of the steam storage system. Lower inlet temperatures for the heat transfer fluid led to higher efficiency of operation of the solar thermal collector. In flat plate collectors the thermal efficiency of the collector increases with the increase in heat transfer fluids (Ekramian et al., 2104). This is because the temperatures of operation of the flat plate are relatively low (80 °C to 150 °C) compared to the temperatures of operation of concentrating collectors (100 °C to 400 °C) (Hank et al., 2002).

[bookmark: _Toc424888792]Figure 4. 8: Steam storage efficiency against inlet temperature on 19.1.2014
The steam storage system provided approximately 50 kg saturated steam per cubic meter of saturated steam storage volume.  The pressure of 1 Nm-2 set by use of a pressure control valve kept the water in liquid phase despite the temperature being excess of 100 0C. The boiling point of water rose to a maximum of 284.3 0C at 1 Nm-2 pressure.
Evaporation energy for different steam pressures was found using the steam tables (Cecil, 2010) and used to obtain values of energy in appendix H and appendix I. The heat transfer fluid flowed at a constant rate for different temperatures and pressures. 
Figure 4.9 shows the power output in watts obtained for 6 M sodium chloride solution for the operating pressures shown. Increase in pressure increased the boiling point at which the water absorbing heat from the heat transfer fluid turned into steam. The lower the output pressure the higher the amount of power output that was obtained. The output pressure was the pressure at which the mixture of steam and water left the turbine.

[bookmark: _Toc424888793]Figure 4. 9: Power output against output pressure for the steam storage system on 18.1.2014 Using 6 M sodium chloride solution
The operating pressure, the heat absorbed by the water from the heat transfer fluids, the mass flow rate of the heat transfer fluids and the mass of steam produced for each of the heat transfer fluids was as shown in appendix H and I. The amount of heat absorbed by water to produce steam increased with the increase in operating pressure. This is because pressure increase caused an increase in the boiling point of the water. 
Table 4.8 shows how water absorbed heat at the shown conditions of pressure, mass flow rate, mass of steam obtained and the average solar power intensity. The study shows that water was a suitable heat transfer fluid for producing power by pressurization of steam.
[bookmark: _Toc424889352]Table 4. 8: Heat absorbed by water on 24.1. 2014
	Pressure 
) Nm-2

	Q(J)
	Temperature
oC
	Mass flow rate (kgs-1)
	Mass of steam (kg)
	Solar irradiance (Wm-2)

	2
	14630.9
	112.2
	3.5
	6.5
	756.5

	4
	16720.4
	146.1
	4.0
	7.3
	804.7

	6
	18810.1
	181.5
	4.5
	8.2
	846.1

	8
	20900.5
	219.7
	5.0
	9.0
	932.5

	10
	22990.3
	246.8
	5.5
	10.2
	1027.4



[bookmark: _Toc424826235]4.5.1 Discharge Values of Temperature and Pressure
Table 4.7 shows that with an initial pressure of 9 Nm-2 the above values of gauge pressures and temperatures of steam output were obtained. The heat transfer vegetable oils achieved lower maximum temperatures of operation because they absorbed less heat from the sun. The operation temperature of the used oil kept fluctuating due to impurities and was less than that of the unused engine oil. The heat absorbed by the salt solutions was more than for the other heat transfer oils and this made them achieve higher operation temperatures at lower pressures.
 Table 4.9 shows maximum temperatures achieved by the heat transfer fluids at the shown conditions of discharge pressure and solar irradiance. 


[bookmark: _Toc424889353]Table 4. 9: Variation of maximum temperature and discharge pressure on 8.1.2014
	Heat transfer fluid
	Discharge Pressure (Nm-2)
	Maximum temperature  (oC)
	Solar irradiance
(Wm-2)

	Water
	2.51
	257.4
	1064.9

	Vegetable oil 2
	2.37
	157.7
	986.3

	Vegetable oil 1 oil
	2.21
	198.1
	861.9

	 Used engine oil
	3.5
	207.9
	957.4

	Unused engine oil
	2.41
	275.2
	945.8

	2M sodium chloride solution
	2.39
	281.6
	984.6

	4M sodium chloride solution
	2.34
	284.9
	994.1

	6Msodium Chloride solution
	2.31
	289.6
	976.5



The steam storage system efficiency was determined using Equation 3.13 and obtained as an average of 93.5 %. This shows that the heat losses from the stored steam amounted to 6.5% due to conduction, convection and radiation heat losses. The insulation of cotton reduced the heat losses to the environment.
Maximum temperatures obtained by the water that absorbed heat from the transfer fluids increased with the mass flow rate of the heat transfer fluid. The 6M salt solution had the highest rate of transmitting the heat it carried to the water to produce steam. The increase was as a result of increase in solar power intensity and further increase in heat absorption reduced due to increased resistance of addition of heat at temperatures in the range of 120 ° for vegetable oils and 200 °C for salt solutions. 
[bookmark: _Toc424826236]4.5.2 Sizing of Steam Storage System
The steam storage capacity was obtained as 18.79 kgh-1 of steam as set in the design. When pressure dropped by 0.5 × 104 mN-2 the mean steam flow rate was 9.13 kgs-1. This was because there was an initial amount of water in the storage system before charging the storage system. The proportion of flash steam obtained was 0.401 kgkg-1 of water which was obtained by use of Equation 3.17. Therefore for every 0.401 kg of flash steam an initial amount of 1 kg of water had to be fed to the storage system before charging. The amount of water that was required at saturation temperature was 12.7 kg. The maximum steam release rate was 12.8 kgm-3s-1 at a pressure of 7.9 × 105 Nm-2 and solar irradiance an average of 1109 Wm-2. The average collector maximum continuous rating was an average of 25.3 kgs-1 at a normal peak working pressure of 1.0 × 106 Nm-2 and solar power intensity of an average of 1100 Wm-2. These were the maximum conditions under which the continuous rating could be achieved. Reduction in solar power intensity reduced the continuous rating. The mean value of overload corresponded to the maximum discharge in a cycle of 45 minutes for a period of 10 minutes at a solar power intensity of an average of 1105 Wm-2 at an average discharge rate of 11.5 kgs-1. The off peak load corresponded to lowest steam discharge of an average of 3.2 kgs-1 at solar power intensity of an average of 752 Wm-2 from the storage system. The off peak load discharge corresponded to minimum steam exit valve adjustment. During the discharge process there was discharge of steam adequate to power the turbine even at a lower solar power intensity. The largest mean overload was obtained as an average of 40.2 kgh-1 at a pressure of 9.3 × 105 Nm-2 at a solar irradiance of an average of 1108 Wm-2. A minimum vessel volume of 0.016 m3 was required to satisfy the storage capacity of 18.79 kgh-1. In solar two projects, molten salt at 565 oC is used to make steam for power production. The thermal storage medium consists of nitrate salt. The solar steam generated is at a pressure of 1.0  Nm-2 at an outlet temperature of 510 oC. The current maximum thermal storage temperature is 567 oC in direct salt storage in a central receiver tower (Medrano, et al., 2010). In this study the thermal storage consists of steam at an average temperature of 247.4 oC at a pressure of 9.1 ×  Nm-2. This compares well with solar two because an improvement in performance of heat transfer fluid can improve the temperature of steam produced. 
The average steam storage efficiency was determined from Equation 3.13 as 93.5%. Solar two power plant was using Heliostats with a receiver diameter of 0.07 m, storage of thermocline rock oil, granite sand and Caloria HT 43 oil, operating at a thermal capacity of 522 GJ, at a maximum temperature of 304 oC and operation time of four hours dispensing 7 MW of power (Stine & Harrigan, 1985). Molten salts have better thermal conductivities compared to oils. This is because the oils lack ions to conduct heat. The most prominent salt used for solar thermal storage is the solar salt that operates in the temperature range of 260 oC and 567 oC and that currently maximum operational steam conditions are 500 oC at a pressure of 1.2  Nm-2 (Pilkington Solar International, 1999). In this study the maximum range of temperatures for the heat transfer fluid was 207.9 oC to 289.6 oC.	
[bookmark: _Toc424826237]4.6 Coupled Steam Storage and Heat Exchanger
The coupling system consisted of the heat exchanger and the steam storage system. During discharge flashing would occur in both the heat exchanger and the steam storage hence maintaining a constant pressure. This ensured that power production continued even if solar power was no longer available.
The following characteristics were determined for the system; efficiency, heat output for the heat transfer fluids, exit pressure, solar thermal power output among others. The coupled system was observed to produce more power compared to heat exchanger and steam storage system each on its own.  Table 4.10 shows the magnitudes of average power produced by a steam storage and heat exchanger coupled system and for the system without coupling.


[bookmark: _Toc424889354]Table 4. 10: Comparison of power output for coupled system and non-coupled system
	Heat Transfer Fluid
	Coupled system power (W)
	Non coupled system power (W)

	Vegetable oil 1
	321.6
	312.4

	Vegetable oil 2
	341.3
	333.7

	Used engine oil
	337.8
	324.6

	Unused engine oil
	385.3
	361.3

	6 M sodium chloride solution
	478.7
	451.9

	4 M sodium chloride solution
	443.1
	432.8

	2 M sodium chloride solution
	423.8
	411.5

	Water
	401.6
	387.9



Figure 4.10 shows heat output against operation pressure for the heat transfer fluids at an average solar power intensity of 1009.5 Wm-2. It was observed that the higher the amount of heat absorbed by the heat transfer fluid the higher the pressure of operation. Pressurization of water caused increase in boiling point of water. The performance of the other heat transfer fluids was as shown in appendix D.

[bookmark: _Toc424888794]Figure 4. 10: Heat output against operation for Vegetable oil 2 on 8.1.2014
Average Power output of the coupled system was determined per hour for the heat transfer fluids and was plotted against the time of day.  Figures 4.11 shows that the power output reduced very slowly even after irradiance began decreasing after two in the afternoon. The average solar power intensity during the study was 1051.6 Wm-2. It was also noted that after solar intensity had been decreasing slowly for three consecutive hours it was possible to produce steady average power in excess of 250 W. The steam storage system was lagged with cotton and there was an average minimum loss of 6.2 % of heat to the surroundings by the coupled system. More heat was stored than was lost, flashing steam effect and hence the slowing up of power output reduction with time. The performance of the other heat transfer fluids was as shown in appendix E.
 
[bookmark: _Toc424888795]Figure 4. 11: Power output against time of day for 6 M sodium chloride salt solution
		On 18.1.2014
Figure 4.12 shows relationships between the pressure drop ratio and the steam mass flow rate of the heat transfer liquids. The pressure drop ratio,    was observed to increase exponentially with the steam flow rate of the heat transfer fluid. For all the heat transfer liquids the bigger the pressure drop the higher the amount of steam that was obtained. The pressure drop at the turbine was related to the mass flow rate in that the more the pressure drop the more the steam flow rate of the heat transfer fluid. This was attributed to the fact that the heat transfer fluids lost the heat they absorbed from the sun to the water that changed its state to steam. The steam provided the energy that powered the turbine which caused power to be produced in the generator. The performance of the other heat transfer fluids for the pressure drop ratio against steam flow rate was as shown in appendix K.


[bookmark: _Toc424888796]Figure 4. 12: Pressure drop against steam flow rate for Vegetable oil 2 on 4.2.14
[bookmark: _Toc424826238]4.7 Heat Exchanger Steam Storage System 
The heat exchanger was tested for use as steam storage system. Figs. 4.13 through to 4.16 show the steam mass flow rates (kgs-1) for the heat transfer fluids against steam temperatures obtained for the heat exchanger storage system. The temperature of steam discharged increased with the increase in the steam flow rate. Pressurization of the steam increased the enthalpy of water hence temperature increase for the steam. The steam obtained with inorganic solutions achieved higher temperatures compared to the one obtained from vegetable oils. This was because the inorganic fluids had higher degradation temperatures above 200 °C. The steam obtained from unused engine oil had higher temperature compared to the one obtained from used engine oil. This was because the used engine oil underwent faster thermal degradation compared to the unused engine oil since the used engine oil is degraded oil containing carbon and other byproducts. The unused engine oil absorbed more heat from the sun compared to the used engine oil.
Fig. 4.13 shows the disparity between the 6M sodium chloride solution and 4 M sodium chloride solution transfer fluids. This was because the 6 M salt solution absorbed more heat from the sun compared 4 M salt solution and therefore more steam was generated when 6 M sodium chloride solution was used than when 4 M sodium chloride solution was used. Figure 4.16 shows the variations of steam flow rates between unused engine oil and water. Water has a higher specific heat capacity compared to the engine oil and therefore initially steam flow rate of Unused engine oil was higher than that of water. However as the temperatures of operation increased water achieved higher steam flow rates compared to unused engine oil. Figure 4.15 shows the comparison between the steam flow rates for vegetable oil 2 and used engine oil. The used engine oil achieved a higher steam flow rate compared to the vegetable oil 2. This was because vegetable oil 2 had lower heat absorption ability than used engine oil. Figure 4.14 shows the comparison between the steam flow rates for vegetable oil 1 and 2 M sodium chloride solution. The steam flow rates for the salt solution were higher than for vegetable oil 1. This was because the salt solution absorbed more heat from the sun and emitted to the water to make steam as compared to vegetable oil 1. 

[bookmark: _Toc424888797]Figure 4. 13: Steam flow rate against temperature for 6 M and 4 M NaCl solution 
		   on17.1.2014
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[bookmark: _Toc424888798]Figure 4. 14: Steam flow rate against temperature for 2 M NaCl solution and vegetable 
		oil 1 on  19.1.2014
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[bookmark: _Toc424888799]Figure 4. 15: Steam flow rate against temperature for Vegetable oil 2 and Used engine 
		oil on     20.1.2014

[bookmark: _Toc424888800]Figure 4. 16: Steam flow rate against temperature for Unused Engine oil and Water on 
		21.1.2014


A comparison of the findings of the study and other studies is summarized as follows:
The storage system in this study operated at a thermal capacity of 3.26  k J, maximum average temperature of 249.5 oC and a pressure of 7.2  Nm-2. This compares well with a study on steam storage systems which showed that the current maximum thermal storage temperature is 567 oC in direct salt storage in a central receiver tower (Pilkington Solar International, 1999). The study used mineral heat transfer oil. 
Thermal storage is necessary to cater for unpredictable transients in solar intensity due to overcast skies and at night time. Solar one power plant was using heliostats with a receiver diameter of 0.07 m, storage of thermocline rock oil, granite sand and Caloria HT 43 oil. It operated at a thermal storage capacity of 522 GJ, at a maximum temperature of 304 oC and a operation time of four hours dispensing 7 MW of power (NREL, 2011). The most prominent salt used for solar thermal storage is the solar salt that operates in the temperature range of 260 oC and 567 oC and that currently, the maximum operational steam conditions are 500 oC at a pressure of 1.2  Nm-2. The heat exchanger storage system compared well with other storage system around the world such as Coolidge storage irrigation facility with a thermal capacity of 19.8 GJ and operating at a maximum temperature of 288 o C, Shenandoa Solar total energy project has thermal capacity of 1.33 GJ and operates at a maximum temperature of 
363 o C, Invapah solar generating facility uses molten salt and has a storage efficiency of 98 % and  Jonhson and Johnson solar total energy project has a thermal capacity of 29.3 GJ and an efficiency of 96.7 % (NREL, 1999). In this study the coupled system of steam storage system and the heat exchanger achieved thermal capacity of 4.15× 103 k J at a maximum temperature of 249.5 oC and a pressure of 7.2× 105 Nm-2. The performance was lower due to small size of the test facility used for the study.
A means of reducing tube vibrations that are caused by eddying motion of the fluid in the wake of the tube needs to be investigated. This caused considerable wear and tear on the coiled tube heat exchanger. 
[bookmark: _Toc424826239]4.8 Generator
A three phase generator was fabricated of the following technical data:- Span 1-7 to separate the 3 star connection terminals, 260 turn bundles, copper wires of gauge  4 by 8 AWG, connection – top to bottom, coils 6×2 at a length of 1524 m, 24 slots,  a magnet of four poles and a star frame support.
The generator converted the mechanical energy of rotation of the shaft to electrical power. The following was quantified with respect to its performance: - output power, output frequency, the kilowatts drive input and its efficiency. The a.c generator shaft input power was the same as the turbine shaft output power as a matter of design which was in the range of an average of  between 128 W and 489.1W . The three phase system was considered for power generation since it delivers more power with smaller gauge conductors than a single phase system of the same amperage (Leyzorovich, 2005). Mechanical power in watts as applied to a generator was obtained as 2.24 Js-1.
4.8.1 Characterization of Generator
Figure 4.17 shows the three wye phases of the generator that was fabricated. The figure shows that the power output increased with the rotations per minute. This was because the rotation of the magnet that was attached to the shaft caused change of magnetic flux linking the copper turns and a voltage was produced. The higher the number of rotations per minute the higher the power output that was realized.

[bookmark: _Toc424888801]Figure 4. 17: Three phase power generation against rotation on 10.9.2013
The average output frequency of the generator was obtained as 59.6 Hz. This was obtained as described in section 3.6.2 and Equation 3.57 was used on determining the value.
The average KVA which gave the power output for the generator in terms of watts was obtained as 495.3 W. It was determined by use of Equation 3.59.
The kilowatts drive input was obtained as 0.5 kW. The selection of the shaft of the generator was governed by electrical power output supplied to the load and efficiency of the a,c generator as per the design variables. The efficiency of the generator depended on the heat transfer fluids used. The highest efficiency of the generator of 91.8 % which was obtained with 6 M sodium chloride solution and the lowest was with Vegetable oil 2 of 62.4 %. The difference was associated with the difference the amounts of heat absorbed by the heat transfer fluids. Salt solutions absorbed more solar heat compared to the other heat transfer fluids.
Amperage, A for the generator was found to be 9.8 A with use of a power factor of 0.9 (Stevenson, 2000). The kW drive input was taken as the shaft power in kilowatts while the kW output was taken as electrical power supplied to the load. The  was taken as the efficiency ‘per unit ’of a.c generator. The efficiency of generator was determined and was plotted against quantity of heat absorbed by the heat transfer liquids. 
Figure 4.18 shows the average efficiency of the generator in terms of converting the mechanical energy from solar heat to electrical power. Increase in the amount of heat absorbed by the heat transfer fluids increased the efficiency of the generator. The heat emitted by the heat transfer fluid was absorbed by water which turned into steam and turned a turbine and hence power was generated.
Average power output of the turbine was determined as 457.1 W and the power output by the generator was an average of 419.6 W. This produced an efficiency of 91.8 % of power conversion by the generator.

[bookmark: _Toc424888802]Figure 4. 18: Efficiency of generator against heat absorbed by heat transfer fluids 
		19.9.2014
[bookmark: _Toc424826240]4.9 Turbine
The following aspects of the single stage impulse turbine were approximated: - centripetal force on turbine blades, angular velocity of the shaft, efficiency of the turbine, torque developed by the shaft, heat absorbed by the heat transfer fluids with respect to power developed, electrical efficiency and turbine efficiency. Angular velocity for the rotor was found to be   43.6 rads-1. The speed of rotation of the rotor was obtained from the product of the angular velocity and the radius of the rotor as 64.2 ms-1. The angular velocity was estimated as an average of 102.6 rads-1. A single stage impulse turbine was fabricated where thermal energy of steam was converted to kinetic energy that was converted to mechanical energy through rotor shaft and coupling to the load. Total centripetal force acting on the blade was obtained from Equation 3.49 as 734.1 N per blade. The average angular velocity,  of the disc was determined as 146.62 rads-1. The blades were assumed to execute circular motion. The blade tip radius was found to be 0.048 m and the rotor disc radius was found to be 0.045 m. Blade cross sectional area was 0.0004 m2. The average efficiency of the turbine was obtained as 61.6 %. The average torque on the shaft was obtained as 153.1 NM. Maximum shaft power was obtained as 434.7 W.
Figure 4.19 shows that centripetal force increased with heat absorbed by the water that produced steam to turn the turbine. Some power from the steam was used to provide the centripetal force on the turbine blades.


[bookmark: _Toc424888803]Figure 4. 19: Heat absorbed against centripetal force 15.9.2013
The thermodynamic cycle for the steam turbine is the rankine cycle that consists of a heat source that converts water to high pressure steam (Stine, 1985). The steam turbine thermodynamic efficiency was a measure of how efficiently the turbine extracted power from the steam itself and was found to be an average of 55 %. A study showed that thermodynamic efficiency ranges from 65 % for small turbines to 90 % for bigger commercial ones and small single stage turbines have efficiencies as low as 50 % (Schetz & Fuhs, 1996). The efficiency obtained in this study was lower due to the lower pressures of operation used compared to the ones in the quoted work. The Solar one power plant was using a power conversion cycle of rankine with a turbine inlet pressure of 1.01 Nm-2 at a temperature of 510 oC and a thermal efficiency of 25 % (Stine & Harrigan, 1985). 
The steam turbine shaft rotated had a speed of 2800 revolutions per minute. A summary of the characteristics of the turbine were: - The number of revolutions for the shaft per minute was 2800 r.p.m, angular velocity was 146.62 rad, blade cross sectional area was 0.0009 m2, material density was 8000kg/m3, blade tip radius, was 1.2 m and blade root cross sectional area was 0.002 m2 and angular velocity of the shaft was approximated as 138.7 rads-1. 
[bookmark: _Toc424826241]4.9.1 Characterization of Turbine
The performance characteristics of the turbine that was fabricated were obtained by use of information from ASME Turbine design manual. The following are the attributes of the single stage impulse turbine: average isentropic efficiency was 83.5 %, average cycle power output was 457.8 W, average turbine maximum power output was 498.2 W and average gear efficiency was 87.9 %. In a study on ac generators the torque is converted to power with efficiency higher than 90% (Whitaker, 2006). This observation compares well with the findings of this study. The efficiency in this study was lower than the quoted one due to more losses of flux linkage in the generator. Generator speed was 2800 r.p.m., turbine blade length was 0.05 m, Blade radius was 0.03 m, Nozzle diameter was 0.33 m, angle of nozzle was 30 0, shaft length was 0.5 m, shaft speed was 2800 r.p.m., inlet flow rate was 0.013 kgs-1, design turbine wheel diameter was 0.15 m.
The turbine inlet conditions were as follows: pressure was 1.0  Nm-2 to 1.0  Nm-2, average temperature was 234.8 0 C, average steam flow rate was 0.014 kgs-1 and average enthalpy of 4570 Jkg-1.
The turbine outlet conditions were as follows: average pressure 4.0  Nm-2, average temperature was 84.3 0C. Average steam exit flow rate was 3.5 kgs-1 and at an enthalpy of 3256 Jkg-1. Table 4.11 shows the turbine efficiency obtained with each of the heat transfer fluids. The higher the heat solar output for the heat transfer fluid, the higher was the efficiency of the turbine. The turbine produced the highest efficiency with 6 M sodium chloride solution, its heat output was the highest compared to the other heat transfer fluid.
[bookmark: _Toc424889355]Table 4. 11: Characterization of turbine between 16.9.2013 and 10.10.2013
	Heat Transfer Fluid
	Average Turbine Efficiency, %

	6M sodium chloride solution
	62.5

	4 M sodium chloride solution
	61.7

	2 M sodium chloride solution
	59.8

	Water
	55.4

	Unused engine oil
	54.8

	Used engine oil
	52.1

	Vegetable oil 2
	51.8

	Vegetable oil 1 
	51.1



[bookmark: _Toc424826242]4.9.2 Turbine and Generator
The combined average efficiency of the turbine and generator was 74.2 %. The generator efficiency was higher than the turbine efficiency. To maximize the turbine efficiency the temperature of the working fluid had to be as high as possible. The temperature of steam entering the turbine had to be as high as possible and the temperature of the fluid leaving the turbine had to be as low as possible for maximum efficiency. In this study the temperature at which the fluid was leaving the turbine was not the lowest since the turbine used a single stage turbine and hence the fluid leaving carried some thermal heat with it as it exited. The lowest temperature of the exiting fluid was 109.5 °C
Figure 4.20 shows the variation of steam flow rate and power output for the heat transfer fluids at an average solar power intensity of 1103 Wm-2. The steam flow rate was highest for the sodium chloride solutions and the organic oils had a lower steam flow rate. This was because the organic oils absorbed less solar heat compared to the inorganic salt solutions. The higher the amount of heat absorbed by the heat transfer fluid the higher was the mass flow rate for the secondary fluid that was water. Figures on the other heat transfer fluids on steam flow rate against power output are found in appendix F.

[bookmark: _Toc424888804]Figure 4. 20: Steam flow rate against power output for 6 M NaCl solution on 7.1.2014
[bookmark: _Toc424826243]4.10 Characterization of Collector
The testing conditions for the thermal performance were as follows: - the variation of collector inlet temperature of less than  0.1 0C, variation of ambient temperature of less than  0.1 0C, minimum difference temperature of 1.5 0C, average minimum beam irradiance of 700 W/m2, incident angle of 27 0, variation of flow rate of less than 1 % and the spectrum weighted value for transmittance absorptance product at normal incidence not differing by 3% of the value when the standard spectrum was used. The collector was tested over average operating range of temperatures of 100 oC to 300 oC for unused engine oil and the salt solutions and 100 oC to 250 oC for the used engine oil and the organic oils. 
The collectors were covered with glass that was 0.0004 m thick. Due to the use a receiver use of a receiver of diameter 0.0127 m the open collector efficiencies obtained were relatively close to the efficiencies of the closed concentrators as shown in appendix G. The average solar power intensity during the test was 700 Wm-2 to 1152.1 Wm-2. The closed collectors achieved higher efficiency due to due to the glass cover that prevented excessive heat loss to the surrounding. The geometrical concentration ratio of the concentrator was 81.9.
[bookmark: _Toc424826244]4.10.1 Solar Thermal Characterization
This section consists of results presentation and the general discussion of the parameters involved. Other documented findings are as well presented. The discussion with comparison form other works for the collectors is presented after the results presented in the ensuing section.
The following heat transfer fluids were used for collector characterization as follows:
[bookmark: _Toc424826245]4.10.2 Water 
Figure 4.21 shows the characterization of closed concentrator using water as the heat transfer liquid. The figures on efficiency characterization of the collector for the other heat transfer fluids are found in appendix G. The efficiency of the solar collector was 56.4 %. This was due to use of reflector of reflectance of 0.92 and a receiver of radius 0.0127 m. Efficiency performance of the collector using the other heat transfer fluids is found on appendix G.


[bookmark: _Toc424888805]Figure 4. 21: Efficiency of closed solar collector using water on 16.10.13
The test conditions were: pressure of 9.0  Nm-2, average flow rate of 9.4 kgs-1, average ambient temperature of 22.5 oC, inlet temperature of water of 22.1 oC and an outlet temperature of 243.8 oC. The gradient of the slope provided the receiver heat loss. The y – intercept,  provided the highest achieved efficiency that the collector could achieved in operation. For the collector using water, the value of the slope,    was obtained as - 71.4.  The collector overall heat loss coefficient,   was obtained as 840.12 Wm-2K-1. The collector heat removal factor,  was obtained as 0.901 and the maximum possible efficiency,  was obtained as 56.4 %.  Characterization of open solar collector using water as the heat transfer fluid was also carried out. The collector was not covered and hence some heat was carried away from the receiver. The efficiency of the collector was obtained as 54.1 %. The slope,     was obtained as - 51.8 and the overall heat coefficient for water as the heat transfer fluid was obtained as 745.81 Wm-2K-1
[bookmark: _Toc424826246]4.10.3 Vegetable oil 2 
For the closed collector, the test conditions were: Pressure of 9.0  Nm-2, average flow rate of 6.5.kgs-1, average ambient temperature of 21.4 oC, inlet temperature of water of 21.1 oC and an outlet temperature of 110.3 oC The slope,  , was obtained as – 64.6, Ul was the overall heat loss coefficient and it was obtained as 587.3 Wm-2K-1 and the efficiency that the collector using vegetable oil 2 heat transfer oil achieved was 48.8 % and  was obtained as 0.911. For the open vegetable oil 2 oil solar collector slope,   was obtained as – 57.14, Ul   was obtained as 497.5 Wm-2K-1, was obtained as 0.931 and the efficiency of operation was obtained as 46.7 %.
[bookmark: _Toc424826247]4.10.4 Vegetable oil 1
For the closed collector, the test conditions were:  pressure of 9.0  Nm-2, average flow rate of 7.0 kgs-1, average ambient temperature of 22.1 oC, inlet temperature of water of 21.8 oC and an outlet temperature of 118.3 oC. The slope,  , was obtained as - 65.4, Ul was obtained as 654.1 Wm-2K-1 and the efficiency that the collector using Vegetable oil 1 can achieved was 49.9 % and  was obtained as 0.931. For the open vegetable oil 1 heat transfer fluid the slope,   was obtained as – 52.5, Ul   was obtained as 567.6 Wm-2K-1, was obtained as 0.925 and the efficiency of operation was obtained as 46.5 %.
[bookmark: _Toc424826248]4.10.5 Used Engine Oil 
The test conditions for the used oil solar collector were: - pressure of 9.0  Nm-2, average flow rate of 8.9 kgs-1, average ambient temperature of 21.3 oC, inlet temperature of water of 20.9 oC and an outlet temperature of 223.8 oC. For closed used oil solar heat transfer fluid the slope,   was obtained as – 24.6,  was obtained as 593.8 Wm-2K-1, was obtained as 0.939 and the achieved efficiency was obtained as 53.7 % while the  slope for the open collector,   was obtained as – 71.4,  was 438.9 Wm-2K-1,  was obtained as 0.923 and the achieved efficiency  was 49.9.
[bookmark: _Toc424826249]4.10.6 Unused Engine Oil 
The test conditions for unused engine oil heat transfer fluid were:- pressure of 9.0  Nm-2, average flow rate of 9.5 kgs-1, inlet temperature of water of 20.7 oC, average ambient temperature of 20.9 oC and an outlet temperature of 251.1 oC.
For closed collector using unused oil the slope,   was obtained as – 53.9,  was obtained as 791.4 Wm-2K-1,   was obtained as 0.941 and the achieved efficiency was 57.6 % while for the open solar collector using unused engine oil the slope,  was obtained as – 58.5,  was obtained as 638.7 Wm-2K-1,   was obtained as 0.938 and the maximum achievable efficiency was obtained as 55.2 %.
[bookmark: _Toc424826250]4.10.7 2 M Sodium Chloride Solution 
For closed 2 M sodium chloride solution heat transfer fluid, the test conditions were: -Pressure of 9.0  Nm-2, average flow rate of 9.5 kgs-1, average ambient temperature of 21.7 oC , inlet temperature of water of 21.5 oC and an outlet temperature of 258.9 oC. The slope,    was obtained as – 183.2,  was obtained as 878.7 Wm-2K-1,  was obtained as 0.945 and the attained efficiency was obtained as 58.7 % while for the open collector the slope,   was obtained as – 40.7,  was obtained as 761.2 W/m2K,  was obtained as 0.949 and the efficiency of operation was obtained as 56.5 %. 
[bookmark: _Toc424826251]4.10.8 4 M Sodium Chloride Solution 
For 4 M sodium chloride solution heat transfer fluid, the test conditions were: - pressure of 9.0  Nm-2, average flow rate of 9.6 kgs-1, average ambient temperature of 22.1 oC, inlet temperature of water of 21.9 oC and an outlet temperature of 264.9 oC.
For closed 4 M sodium chloride solution the slope,   was obtained as – 87.1,  was obtained as 981.6 W/m-2K-1,  was obtained as 0.949 and the efficiency was obtained as 59.1 % while for the open collector the slope,   was obtained as – 40.7,  was obtained as 891.8 Wm-2K-1,  was obtained as 0.953 and the efficiency of operation was obtained as 58.3 %. 
[bookmark: _Toc424826252]4.10.8 6 M Sodium Chloride Solution 
For closed solar collector using 6 M sodium chloride solar solution the test conditions were: - pressure of 9.0  Nm-2, average flow rate of 10.1 kgs-1, average ambient temperature of 21.9 oC, inlet temperature of water of 21.6 oC and an outlet temperature of 271.5 oC. The slope,    was obtained as – 68.6,  was obtained as 1076.9 Wm-2K-1,  was obtained as 0.961 and the efficiency was obtained as 60.1 % while for the open collector the slope,   was obtained as – 55.9 ,  was obtained as 973 Wm-2K-1, was obtained as 0.943 and the efficiency was obtained as 58.6 %. The performance of the collector in this study compared well with the collectors in use in various parts of the world. However the collectors cited here have better performance due to higher inlet temperature heat transfer fluids that were used, superior treatment of the absorber pipe and high optical reflectance of the reflecting system. A study on IST collector obtained a maximum efficiency in the range of 76.3 to 70.8 % (Dudley et al., 1995). 
Figure 4.22 shows the variation of collector efficiency and power output against the concentration of the salt solutions. 

[bookmark: _Toc424888806]Figure 4. 22: Variation of collector efficiency and power output against concentration of salt solutions
An increase in concentration of the salt solutions caused an increase in the collector efficiency and the power output. This was so since the salt solution with higher concentration absorbed more heat from the sun compared to the one of lower concentration of the salt. It was observed that 6 M sodium chloride solution absorbed the highest amount of solar radiation and hence produced the highest collector efficiency and the highest power output. Therefore the 6 M sodium chloride is recommended in this study for power production. 
In this study the efficiencies of the collector with the various heat transfer fluids was in the range of 48.8 % and 60.2 %. The most efficient collector was using 6 M sodium chloride solution. The collector used reflector of optical reflectance of 0.92 and a absorber with absorbance of 0.97. The efficiencies were lower because the receiver was painted with a black paint which was an inferior surface treatment and was not evacuated as is the case with the quoted works however the results obtained compared well to those obtained in the quoted works. The most recent Eutrough collector has an approximate efficiency of 75 % (Geyer et al., 1995). The concentrator reflector was made of silvered glass whose optical efficiency was 0.99. The heat transfer fluids used were synthetic hence a higher solar thermal collection. Solargenix’s collector modules produce 176 kW of energy at peak efficiency of 56 % (Cleaveland, 2005). In this study the range of power produced was 401.6W to 321.6 W for the coupled system with efficiency of 54.9 %. This was because the heat transfer fluid used in the quoted study was synthetic oil which could achieve higher temperatures compared to the heat transfer fluids used in this study. 
In a study a parabolic trough collector gave a peak thermal efficiency of 53.8 % when open and 55.2 % with evacuated receiver tube (Brooks et al., 2006). In this study the efficiencies achieved for the closed collectors were 48.8% to 60.2 % and for the open collectors the range of efficiency was 46.5 % to 58.6 %. Therefore the results in this study compared well with the results obtained by Brook and his team and cleaveland.
 The following various results are documented by  Klause, 2008 and they compare well with the results in this study that have been presented: In Kuraymat, Egypt, a steam turbine produces an output power of 77 MW at an inlet pressure of 9.2  Nm-2 and at an inlet temperature of 560 oC.  In Lebrija 1, Spain, a Parabolic Trough Solar Concentrator using oil as the heat transfer fluid has a steam turbine that produces 52 MW at an inlet pressure of 1.04  Nm-2 and an inlet temperature of 377 oC,  in Andusalusiant plant, Gemasolar, a solar power tower uses molten salt as the heat transfer fluid and produces 19 MW at an inlet pressure of 1.05  Nm-2 at an inlet temperature of 542 oC, in Puerto Errado I, Spain, a linear Fresnel direct steam generation plant, a steam turbine produces 1.4 MW at an inlet pressure of 5.5  Nm-2 and at an inlet temperature of 270 oC and in Julich Solar Tower, Germany has a steam turbine that produces 1.6 MW at an inlet pressure of 2.7  Nm-2 and at an inlet temperature of 480 oC, In Andusalusiant plant, Gemasolar, a solar power tower uses molten salt as the heat transfer fluid and produces 19 MW at an inlet pressure of 1.05  Nm-2 at an inlet temperature of 542 oC, in Puerto Errado I, Spain, a linear Fresnel direct steam generation plant, a steam turbine produces 1.4 MW at an inlet pressure of 5.5  Nm-2 and at an inlet temperature of 270 oC,
Julich Solar Tower, Germany has a steam turbine that produces 1.6 MW at an inlet pressure of 2.7  Nm-2 and at an inlet temperature of 480 oC, Invapah Solar Power Complex, USA, Direct power generation uses a steam turbine for first plant that produces 123 MW at an inlet pressure of 1.6 Nm-2 at an inlet temperature of 550 OC, Andasol 1 &2, Spain, a steam turbine produces 100 MW at an inlet temperature of 1.00 Nm-2  at an inlet temperature of 377 oC, Nevada Solar One, USA, a steam turbine produces 74 MW of power at an inlet pressure of 9.0  Nm-2 at an inlet temperature of 371 oC  ( Akan et al., 2007). 
[bookmark: _Toc424826253]4.10.9 Heat Absorbed Against OutPut Pressure
The heat output for the liquid absorbing heat from the heat transfer fluids i.e. water was determined and was plotted against the output pressure of the turbine. Figure 4.23 shows the relationship between the heat absorbed by heat transfer fluid and output pressure. Performance of the other heat transfer fluids on heat absorbed against output pressure is found on Appendix M. The 2M, 4M and the 6 M sodium chloride solutions absorbed more heat compared to the other heat transfer liquids that were studied and hence they availed more heat for water to absorb and turn to steam. The 2 M, 4 M and 6 M sodium chloride solutions absorbed in the range of 4 % to 4.5 % more heat compared to plain water. The salt solutions also absorbed 11.2 % to 15.7 % more heat compared with used engine oil and organic heat transfer oils used respectively in this study. The unused engine oil absorbed 7.8 % more heat compared to water. The difference was due to the compositions of the heat transfer fluids. The salt solutions are made of ions and the water has a few ions while the oils have no ions at all.


[bookmark: _Toc424888807]Figure 4. 23: Heat absorbed against output pressure for water on 8.1.2014
Figure 4.24 shows the variation of steam flow rate against time of day for the Vegetable oil 2 that was being fed into the solar concentrator from the reservoir. The steam flow rate increased with the intensity of the solar radiation. The results obtained are in agreement with the fact that solar power intensity increases with time of day and reaches a maximum in the afternoon hence a maximum steam flow rate at that time. The steam flow rate depended on the amount of heat that the heat transfer fluid absorbed from the sun. The variations in the steam flow rate for the different heat transfer fluids was as shown in appendix M. The steam flow rate did not drop immediately the solar intensity reduced since the steam storage system flashed to compensate the discharged steam.

[bookmark: _Toc424888808]Figure 4. 24: Steam flow rate against time of day for Vegetable oil 2 on 28.2.2014
[bookmark: _Toc424826254]4.10.10 Solar Thermal Collection Summary
The collector delivered a maximum power of 482.2 W at peak hours. The steam storage system efficiency was obtained as an average of 93.5 % and a thermal capacity of 4.54  103 kJ (Kawira et al., 2014). The steam flow rate was obtained as 95.91 kgh-1. Parabolic trough solar concentrators provide a sustainable way of generating power from the sun. Use of concentrated power was noted to be on demand with time (Slocum et al., 2011). In these experiments local heat transfer fluids and technology have been used to generate power. The performance of heat exchanger, steam storage system, turbine and generator represent an attractive means of providing power for off grid areas. However the performance of the organic heat transfer fluids requires improvement in terms of enhancing their ability to transport heat at higher temperatures. In this study, during direct steam power generation the highest temperature of steam attained was 274 o C at a pressure of 9.4 Nm-2 at solar thermal intensity of 1045 Wm-2. The efficiency of the steam storage system was an average of 93.5 % and at a thermal capacity of 4.54 kJ. It compared well with other storage system around the world such as Coolidge storage irrigation facility with a thermal capacity of 19.8 GJ and operating at a maximum temperature of 288 o C. Shenandoa Solar total energy project has thermal capacity of 1.33 GJ and operates at a maximum temperature of 363 o C. Invapah solar generating facility that uses molten salt and has a storage efficiency of 98 %. The Jonhson and Johnson solar total energy project has a thermal capacity of 29.3 GJ and an efficiency of 96.7 % (Wu et al., 2009). Thermal efficiencies of the heat transfer fluids were 0.89 for 6 M sodium chloride solution, 0.84 for 4 M sodium chloride solution, 0.80 for 2 M sodium chloride solution, 0.78 for water 1, 0.69 for vegetable oil 2, 0.66 for vegetable oil 2, 0.75 for unused vegetable oil and 0.71 for used engine oil (Kawira et al., 2014). 
[bookmark: _Toc424826255]4.11 Receiver Heat Loss
The receiver heat losses were determined and plotted against the temperatures of the heat transfer fluid. Figure 4.25 shows the variation of the heat loss of the receiver against temperatures of operation of 6 M sodium chloride solution passing through the receiver. Figures on heat loss of receiver against operational temperatures of specific heat transfer fluid are found on appendix O. The losses were observed to increase with increase in the temperature of the heat transfer fluid. This was caused by the increase in resistance of steam to absorb more heat at higher temperatures of the heat transfer fluid. The receiver efficiency for this study was obtained as 51.8 %. This compare well with one obtained in a study in South Africa for both evacuated glass shielded receiver and an unshielded receiver which reported peak thermal efficiencies of 53. 8% and 55.2 % respectively (Brooks et al., 2006).

[bookmark: _Toc424888809]Figure 4. 25: Receiver heat loss for 6M NaCl solution on 24.10.2013
The amounts of heat losses increased with the increase in operation temperatures. Hence for the collector the higher the temperature of the heat transfer fluid passing through the receiver the higher the losses encountered and hence the efficiency of the collector reduced. The heat losses gave the nature of effect the receiver had on the total solar thermal energy collected in that it lowered the amount of useful energy output for the collector.
In summary heat transfer fluids produced turbine average efficiencies of between 51.1 % and 62.5 % with solar power intensities in the range of 700 Wm-2 and 1100 Wm-2. The heat transfer fluids studied present alternative and affordable heat transfer fluids compared to the mineral and synthetic heat transfer fluids in the market. They can be used for providing power to off grid areas that are not accessible due to poor terrain.
The solar thermal power generation study involved fabrication by use of materials from local technology. The advantage of methods and materials used in this study is the affordability of both materials and technology. In the previous study the materials used e.g. steel and the heat transfer fluids used e.g. mineral oil are synthetic and hence not considered affordable since they involve expensive industrial processes.
[bookmark: _Toc424826256]
CHAPTER FIVE
[bookmark: _Toc424826257]CONCLUSION AND RECOMMENDATIONS
The following are the conclusions and recommendations arrived at from this study.
[bookmark: _Toc424826258]5.1      CONCLUSIONS
In this study fabrication, characterization and testing of steam storage system, a heat exchanger a direct drive turbine and a three phase power generator was done. Solar thermal collection using the components was done. The collector system was manually tracked in North – South orientation as recommended by (Ecoworld, 2010). The maximum heat absorbed by the heat transfer fluids from the sun was in the range of 4627.2 kJ and 7244.2 kJ per kilogram of water during solar irradiance of 1109 Wm-2. The salt solutions absorbed more heat compared to the other heat transfer fluids and are recommended for solar thermal collection.  The maximum power output obtained from the steam formed out of the heat absorbed by the heat transfer fluids was between 284.1 W to 498.3 W. They also achieved higher temperature efficiencies for the hot heat transfer fluids which ranged between 78.1 % and 92.4%. The coiled tube heat exchanger had an effectiveness of 0.91 and the number of heat transfer units was 0.93. It exchanged the heat absorbed by heat transfer fluids with water to make steam to an acceptable extent. The steam storage system was operated in the pressure range of 1.0  105 Nm-2 and 1.0  106 Nm-2. The maximum steam release rate was 12.8 kgm-3s-1 at a pressure of 7.9 × 105 Nm-2 and solar irradiance of 1109 Wm-2. The largest mean overload corresponding to the maximum steam valve discharge was 40.2 kgh-1 for 10 minutes every 65 minutes at a pressure of 5.0  105 Nm2 at a solar irradiance of 956.3 Wm-2. The solar thermal collection without steam storage produced a maximum steam flow rate of 6.1 kgs-1 while the maximum steam flow rate with the steam storage system was 7.9 kgs-1. Therefore steam storage systems are recommended in solar power production plants. Coupling of the steam storage system and the heat exchanger increased the capacity of steam storage to 4.15  103 kJ, at maximum temperatures of 249.5 °C and at a pressure of 7.2  105 Nm2. A single stage impulse turbine was fabricated which had an average efficiency of 61.6 % and a maximum power output of 498.2W. A solar dish Stirling engine installed at Sandia National Laboratories produces 25 kW of electricity with a conversion efficiency of 31.25 %. (Sandia National Laboratories, 2004). From this study the turbine fabricated can be used for power production in remote areas.
 The generator was capable of producing more power if the number of turns and the size of the magnet was increased depending on the demand and design of collector, steam storage and heat exchanger. The mechanical power applied to the generator was approximated as an average of 2.24104 Js-1 and the output frequency was 59.6 Hz. The kilowatts drive input obtained was 0.5 Kw and the average efficiency of the generator was 91.8 %. This compared well with the quoted ones presented in this work. However solar thermal collection could have been enhanced by having more than one turbine stage to ensure more solar thermal energy was converted to power. 
The solar thermal characterization and collection was done in solar intensities of the average range 700.0 Wm-2 to 1100.0 Wm-2. 
The recommended solar thermal collector is the closed collector utilizing 6 M sodium chloride solution since it achieved the highest efficiency under the same conditions in terms of solar thermal heat absorption and efficiency. 

[bookmark: _Toc424826259]5.2      RECOMMENDATIONS
The following are the recommendations hereby given from the study:
1. A study needs to be conducted to improve the ability of the heat transfer fluids to absorb and emit more heat than is represented in this study.
2. The salt solutions were corrosive to some materials used for the heat transfer piping system and anodization of the seamless galvanized pipes should be considered to increase the lifespan of the piping system.
3. The design characteristics of the components need further investigation to increase the efficiency of operation of power generation.
4. A means of improving the precision of the manual tracking system of the solar collector system needs to be found to increase the amount of solar thermal collection.
5. The use of the steam storage system and heat exchanger coupling system requires further design study to enhance the pressures and stresses that bigger plants can withstand. 
6. A pilot study on the system is recommended in readiness for commercialization.
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APPENDICES
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This section consists of two parts which are photographs which were taken during the study and the peer reviewed papers of the work in Journals and conference proceedings. 
Appendix A shows photographs taken during the fabrication and experimentation process.
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[bookmark: _Toc424808136][bookmark: _Toc424886682]Plate 1: Steam storage system before lagging
The designed and fabricated steam storage system was as shown in plate 8. It was tested and used during solar thermal collection. It operated in the pressure range of  Nm-2 to  Nm-2. Steam from the storage system was at higher temperatures and pressure hence use of storage systems in solar thermal production increased the density of power produced from the sun.
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[bookmark: _Toc424808137][bookmark: _Toc424886683]Plate 2: Steam storage system testing
The testing of the steam storage system for the temperatures of operation for the vegetable oil 1, vegetable oil 2 and the used engine oil was done using the loop shown in plate 7. The PPR pipes could withstand the steam temperatures and pressures produced. The test pressures were in the range of   Nm-2 to  Nm-2 and the maximum test temperatures of operation was 129.8 ° C. 
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[bookmark: _Toc424808138][bookmark: _Toc424886684]Plate 3: Heat exchanger with copper tube
Plate 9 shows the heat exchanger in the process of fabrication. The coiled copper tube was installed to provide the path of flow of heat transfer fluids. In the shell side water flowed which absorbed the heat from the heat transfer fluid and then turned into steam. It was also used in solar thermal collection as a steam storage system.
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[bookmark: _Toc424808139][bookmark: _Toc424886685]Plate 4: Heat exchanger performance test
During the testing of the heat exchanger performance characteristics steam was supplied by the white boiler. Electricity was used to heat water to steam and a thermostat was used to set temperature of the steam from exceeding the test temperature. The steam safety valve at the inlet pipe of the steam exchanger was set so that steam beyond set pressure was left to escape. The PPR pipes withstood temperatures of up to 129.8 ° C.
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[bookmark: _Toc424768027][bookmark: _Toc424808140][bookmark: _Toc424886686]Plate 5: Turbine blades riveted to shaft
The main parts of the steam turbine consisting of the blades and the shaft are shown in plate 9. The hot fast moving steam from the storage system impinged on the blade at a nozzle angle of 
30 °. This caused the shaft to rotate which caused change of magnetic flux linkage in the generator copper coils.
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[bookmark: _Toc424808141][bookmark: _Toc424886687]Plate 6: Complete turbine
The complete turbine was as shown. The protruding shaft was bolted to shaft part entering the generator. The steam that exited from the turbine was fed back into the collector where it was reheated. The turbine casing could withstand temperatures of 300 °C and pressures in excess of   Nm-2.
 



[image: C:\Users\Kawira\Desktop\DESK TOP 2\HEAT E. PHOTOS\SAM_0144.jpg]
[bookmark: _Toc424808142][bookmark: _Toc424886688]Plate 7: Power output measurements
Measurement of power output from the steam generated from the heat transfer fluids was measured using the apparatus shown. Steam from the heat exchanger was discharged in to the turbine which turned a three phase power generator whose power supply was measured as shown.
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[bookmark: _Toc424808143][bookmark: _Toc424886689]Plate 8: Stator and rotor
The three phase generator consisted of stator made of copper wires. The rotor was a steel metallic shaft rod where a four pole magnet was fixed using glue. The changing magnetic flux produced by the rotating shaft caused a current to flow and a potential difference developed which were measured as shown in plate 7.
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[bookmark: _Toc424808144][bookmark: _Toc424886690]Plate 9: Stator windings
The up and bottom copper windings of the stator were as shown in plate 9. Plastic insulation was used to keep each of the three phases separate. 
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[bookmark: _Toc424808145][bookmark: _Toc424886691]Plate 10: Terminals of three phase power generator
The leads of the three phase generator were externally produced as shown. The electrical leads were connected to a multi meter. The multimeter was current and voltage terminals were connected to the generator. Power was determined using the values of voltage and current read off from the multi meter. 
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[bookmark: _Toc424808146][bookmark: _Toc424886692]Plate 11: 4 - Pole magnet on shaft
The pole magnet which was fixed on the shaft was as shown in plate 6. The shaft was connected to the generator on one end and to the turbine on the other end. The rotation of the shaft which carries the magnet causes power to be produced by the generator.
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[bookmark: _Toc424808147][bookmark: _Toc424886693]Plate 12: Solar thermal collection for vegetable oils
The power generation using vegetable oil 1, vegetable oil 2 and the used engine oil was done using the PPR pipes. This was in order to test if the steam produced by these heat transfer fluids could be passed in the PPR pipes. The vegetable heat transfer fluids and the used engine oil achieved temperatures in the range of 129.5 ° C to 138.7 °C. 
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[bookmark: _Toc424768029][bookmark: _Toc424808148][bookmark: _Toc424886694]Plate 13: Solar thermal collection for salt solutions and unused engine oil
The solar power generation from the unused engine oil and the saline solutions was done using the seamless galvanized pipes. They could withstand pressures in excess of  Nm-2 and temperatures in excess of 300 °C. Steam generated from the collector was directed into the steam storage system where pressurization took place. 
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[bookmark: _Toc424768030][bookmark: _Toc424808149][bookmark: _Toc424886695]Plate 14: Solar gear tracker
The tracking of the collector to align it to the direct beam from the sun was achieved by use of a solar tracking system that consisted of a gears system and a lever. Turning the lever clockwise manually caused the collector to turn anti clockwise in the north – south orientation.  A pin at the plane of the collector was used to ensure that the collector was collecting the direct beam radiation from the sun.
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[bookmark: _Toc424768031][bookmark: _Toc424808150][bookmark: _Toc424886696]Plate 15: Power source and thermostat for testing loop
During the testing of the collector system, the steam storage system and the heat exchanger steam was generated using electricity from the mains supply. The thermostat was used to set the test temperatures of the heat transfer fluids and water during the various tests. The tests produced the characteristics of the said components before they were used in solar thermal collection.
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[bookmark: _Toc424768032][bookmark: _Toc424808151][bookmark: _Toc424886697]Plate 16: Solar gear tracker with lever in position during tracking
At solar noon the lever adjustment of the tracker ensured that the collector was aligned to the direct solar  beam. This is evident from the shadow cast by the receiver that is perpendicular to the plane of the collector system.
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[bookmark: _Toc424768033][bookmark: _Toc424808152][bookmark: _Toc424886698]Plate 17: Solar irradiance meter during intensity measurement
Direct solar radiation at the plane of the collector system was measured using a solar radiation meter. The irradiance reached a maximum intensity of 1100 Wm-2. It was recorded and compared with the amount of solar steam generated, power output and the flow rates of the heat transfer fluids used.
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[bookmark: _Toc424768034][bookmark: _Toc424808153][bookmark: _Toc424886699]Plate 18: Receiver in position during oils solar thermal collection
The fabrication of the solar collector was carried out by lamination of the concentrator with the reflector system after which the receiver system was passed at the focal axis of the concentrator. The test and solar thermal collection of the vegetable heat transfer fluids and the used engine oil was done using the PPR pipes. The receiver was kept in position using very mild steel wires.
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[bookmark: _Toc424768035][bookmark: _Toc424808154][bookmark: _Toc424886700]Plate 19: Receiver at focal axis of the collector during thermal collection
The receiver was suspended at the focal axis of the collector system. The solar flux from the sun was reflected and focused along the receiver. The heat transfer fluids absorbed the heat from the sun and their temperatures increased. In the heat exchanger the heat absorbed was absorbed by water which turned into steam. The steam was pressurized in a steam storage system before being discharged to the turbine and generator for power production. 
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From the study that was undertaken, three papers were peer reviewed and published and one paper was peer reviewed and presented in a conference. They are as follows: 
PUBLICATIONS
1. A paper entitled ‘A Prototype Steam Storage System for Power production’ was published. ISSN: 227 – 1581 by International Journal of Scientific Engineering and Technology (IJSET). 3 (8), 1 August 2014.
2. A paper entitled ‘Investigating a Prototype Heat Exchanger for Steam Storage’ was published. E-ISSN: 2278-4861 by IOSR Journal of Applied Physics (IOSR-JAP). 6 (4) ver. II (JUL AUG.2014), PP70 – 80. The paper’s digital link (ANED-DDL)  is 22.4861/iosr-jap-N06427080 under the website www.aned.us
3. A paper entitled ‘A prototype Parabolic Trough Solar Concentrator for Steam Production’ was published. ISSN 1561-7645 by Journal of Agriculture Science and Technology (JAGST).  14 (2), 2012.
CONFERENCES
A paper entitled ‘Fabrication and Characterization of a Prototype Steam Storage System  and Generator for Power Production’ in Proceedings of 2014 International Annual Conference on Sustainable Research and Innovation on Wednesday 7th  to Friday 9th May 2014 in the African Institute for Capacity Development (AICAD) – Kenya.
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APPENDIX B: HEAT EMITTED BY HTfs
Appendix B shows figures on heat emitted by heat transfer fluids with time of day at an average solar power intensity of 998.4 Wm-2


[bookmark: _Toc424664349]Figure B. 1: Heat emitted by vegetable oil 1 with time of day on 10.1.14


[bookmark: _Toc424664350]Figure B. 2: Heat emitted by used engine oil with time of day on 11.1.2014

[bookmark: _Toc424664351]Figure B. 3: Heat emitted by unused engine oil with time of day on 12.1.2014


[bookmark: _Toc424664352]Figure B. 4: Heat emitted by 2M sodium chloride solution with time of day on 13.10.2014



[bookmark: _Toc424664353]Figure B. 5: Heat emitted by 4M sodium chloride solution with time of day on 14.1.2014


[bookmark: _Toc424664354]Figure B. 6: Heat emitted by 6M sodium chloride solution with time of day on 15.1.2014
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APPENDIX C: HEAT ABSORBED BY HTFs
Appendix C shows figures on heat absorbed by heat transfer fluids with time of day at an average solar power intensity of 1032.3 Wm-2


[bookmark: _Toc424664355]Figure C. 1: Heat absorbed by vegetable oil 1 against time of day on 21.9. 2013

[bookmark: _Toc424664356]Figure C. 2: Heat absorbed by used engine oil on 20.1.2014



[bookmark: _Toc424664357]Figure C. 3: Heat absorbed by unused engine oil on 21.1.2014


[bookmark: _Toc424664358]Figure C. 4: Heat absorbed by 2M sodium chloride solution on 22.1.2014


[bookmark: _Toc424664359]Figure C. 5: Heat absorbed by 4M sodium chloride solution heat transfer fluid on 23.1.2014


[bookmark: _Toc424664360]Figure C. 6: Heat absorbed by 6M sodium chloride solution heat transfer fluid on 24.1.2014
[bookmark: _Toc424887851][bookmark: _Toc424887878][bookmark: _Toc424887997][bookmark: _Toc424891647]
APPPENDIX D: HEAT POWER OUTPUT FOR THE HTFs
Appendix D shows figures on heat output against operation pressure of the turbine at an average solar power intensity of 1009.5 Wm-2


[bookmark: _Toc424664361]Figure D. 1: Heat output against operation pressure for vegetable oil 1 oil on 10.1.2014


[bookmark: _Toc424664362]Figure D. 2: Output pressure against operation pressure for unused engine oil on 11.1.2014

[bookmark: _Toc424664363]Figure D. 3: Heat output against operation pressure for used engine oil on 12.1.2014



[bookmark: _Toc424664364]Figure D. 4: Heat output against operation pressure for 2 M salt solution on 13.1.2014


[bookmark: _Toc424664365]Figure D. 5: Heat output against operation pressure for 4 M salt solution on 14.1.2014


[bookmark: _Toc424664366]Figure D. 6: Heat output against operation pressure for 6 M salt solution on 15.1.2014
[bookmark: _Toc424887852][bookmark: _Toc424887879][bookmark: _Toc424887998][bookmark: _Toc424891648]
APPENDIX E: POWER OUTPUT AGAINST TIME OF DAY
Appendix E shows power output against time of day for the heat transfer fluids at an average solar power intensity of 1051.6 Wm-2


[bookmark: _Toc424664367]Figure E. 1: Power output against time of day for 4 M sodium chloride solution on 19.1.2014



[bookmark: _Toc424664368]Figure E. 2: Power output against time of day for 2 M sodium chloride solution on 20.1.2014


[bookmark: _Toc424664369]Figure E. 3: Power output against time of day for vegetable oil 1 on 21.1.2014



[bookmark: _Toc424664370]Figure E. 4: Power output against time of day for used engine oil on 22.1.2014

[bookmark: _Toc424664371]Figure E. 5: Power output against time of day for unused engine oil on 23.1.2014


[bookmark: _Toc424664372]Figure E. 6: Power output against time of day for Vegetable oil 2 on 24.1.2014

[bookmark: _Toc424887853][bookmark: _Toc424887880][bookmark: _Toc424887999][bookmark: _Toc424891649]
APPENDIX F: STEAM FLOW RATE AGAINST POWER
Appendix F shows steam flow rate against power output for the heat transfer fluids at solar power intensity of 1103.1 Wm-2


[bookmark: _Toc424664373]Figure F. 1: Steam flow rate against power output for 4M sodium chloride solution on 19.1.2014

[bookmark: _Toc424664374]Figure F. 2: Steam flow rate against power output for 2M sodium chloride solution on 20.1.2014

[bookmark: _Toc424664375]Figure F. 3: Steam flow rate against power output for unused engine oil on 21.1.2014

[bookmark: _Toc424664376]Figure F. 4: Steam flow rate against power output for used engine oil on 22.1.2014

[bookmark: _Toc424664377]Figure F. 5: Steam flow rate against power output for Vegetable oil 2 on 23.1.2014


[bookmark: _Toc424664378]Figure F. 6: Steam flow rate against power output for vegetable oil 1 oil on 24.1.2014


[bookmark: _Toc424887854][bookmark: _Toc424887881][bookmark: _Toc424888000][bookmark: _Toc424891650]APPENDIX G: CHARACTERIZATION OF COLLECTORS
Appendix G shows characterization of collector  with heat transfer fluids at solar power intensities in the range of 923.4 Wm-2 to 1152.1 Wm-2


[bookmark: _Toc424664379]Figure G. 1: Efficiency of open solar concentrator with water on 10.9. 2013



[bookmark: _Toc424664380]Figure G. 2: Efficiency of closed solar concentrator with Vegetable oil 2 on 11. 9. 2013


[bookmark: _Toc424664381]Figure G. 3: Efficiency of open solar concentrator with Vegetable oil 2 on 12. 9. 2013


[bookmark: _Toc424664382]Figure G. 4: Efficiency of closed solar concentrator with vegetable oil 1 oil on 13.9.2013




Figure G. 5: Efficiency of open solar concentrator with vegetable oil 1 oil on 14.9.2013



[bookmark: _Toc424664384]Figure G. 6: Efficiency of closed solar concentrator with used engine oil on 15.9.2013




[bookmark: _Toc424664385]Figure G. 7: Efficiency of open solar concentrator with used engine oil on 16.9.2013


[bookmark: _Toc424664386]Figure G. 8: Efficiency of closed solar concentrator with unused engine oil on 17. 9. 2013



[bookmark: _Toc424664387]Figure G. 9: Efficiency of open solar concentrator with unused engine oil on 18.9.2013


[bookmark: _Toc424664388]Figure G. 10: Efficiency of closed solar concentrator with 2M sodium chloride solution on 19.9.2013
 

[bookmark: _Toc424664389]Figure G. 11: Efficiency of open solar concentrator with 2M sodium chloride solution on 20.9.2013



[bookmark: _Toc424664390]Figure G. 12: Efficiency of closed concentrator with 4M sodium chloride solution on 21.9.2013



[bookmark: _Toc424664391]Figure G. 13: Efficiency of open concentrator with 4M sodium chloride solution on 22.9.2013



[bookmark: _Toc424664392]Figure G. 14: Efficiency of closed concentrator with 6M sodium chloride solution on 23.9. 2013


[bookmark: _Toc424664393]Figure G. 15: Efficiency of open concentrator using 6M sodium chloride solution on 24.9.2013



[bookmark: _Toc424887855][bookmark: _Toc424887882][bookmark: _Toc424888001][bookmark: _Toc424891651]APPENDIX H: HEAT ABSORBED, PRESSURE AND MASS FLOW RATE FOR 
		HTFs       
Tables on appendix H show the heat absorbed, pressure and mass flow rate for the heat transfer fluids with the steam storage system ata an average power intensity of 1068.9 Wm-2
[bookmark: _Toc424664394]Table H. 1: Heat absorbed, pressure and mass flow rate for Vegetable oil 2 on 24.1.2014
	Heat absorbed (J)
	16638.2
	17140.8
	17133.9
	18186.1
	18397.7
	18546.1
	18311.5
	19489.1

	Pressure × 105 (Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	3.1
	3.3
	3.7
	4.1
	4.6
	5.1
	5.5
	5.9



[bookmark: _Toc424664395]Table H. 2: Heat absorbed, pressure and mass flow rate for vegetable oil 1 on 25.1.2014
	Heat absorbed (J)
	16822.2
	17895.2
	18157.4
	18392.5
	18868.1
	19307.4
	19559.2
	20187.3

	Pressure × 105 (Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	3.1
	3.4
	3.9
	4.1
	4.7
	5.3
	5.8
	6.1


 
[bookmark: _Toc424664396]Table H. 3: Heat absorbed, pressure and mass flow rate for used engine oil on 26.1.2014
	Heat absorbed (J)
	12789.2
	14014.6
	14490.0
	14705.1
	14959.2
	15304.2
	15592.2
	15963.2

	Pressure × 105 (Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	2.6
	3.0
	3.2
	3.4
	3.8
	4.0
	4.2
	4.3



[bookmark: _Toc424664397]
Table H. 4: Heat absorbed, pressure and mass flow rate for unused oil on 27.1.2014
	Heat absorbed (J)
	17044.2
	17384.6
	18274.7
	18408.1
	19420.1
	19950.8
	20565.5
	250946.1

	Pressure × 105 (Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	3.3
	3.7
	4.1
	4.6
	5.0
	5.6
	5.9
	6.4



[bookmark: _Toc424664398]Table H. 5: Heat absorbed, pressure and mass flow rate for 2 M sodium chloride solution on 28.1.2014
	Heat absorbed (J)
	17254.6
	17879.1
	18058.5
	18525.4
	19546.9
	19677.7
	20085.9
	20248.1

	Pressure × 105 (Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	3.1
	3.4
	3.7
	4.1
	4.3
	4.9
	5.1
	5.4



[bookmark: _Toc424664399]Table H. 6: Heat absorbed, pressure and mass flow rate for 4 M sodium chloride solution on 29.1.2014
	Heat absorbed (J)
	18040.1
	18421.9
	18720.8
	18979.6
	19546.6
	19780.1
	20557.4
	20735.9

	Pressure × 105 (Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	3.0
	3.5
	4.1
	4.3
	4.9
	5.4
	5.7
	6.1


[bookmark: _Toc424887856][bookmark: _Toc424887883][bookmark: _Toc424888002][bookmark: _Toc424891652]
APPENDIX I: HEAT ABSORBED, PRESSURE AND MASS FLOW RATE FOR 
		   HTFs
Tables on appendix I show the heat absorbed, pressure and mass flow rate for the heat transfer fluids during solar thermal collection without the steam storage system at average solar power intensity of 1050 Wm-2.
[bookmark: _Toc409717258][bookmark: _Toc409717280][bookmark: _Toc424664400]Table I. 1: Variation of heat absorbed, pressure and mass flow rate for Vegetable oil 2 on 8.3.2014
	Heat absorbed (J)
	14468.3
	14905.9
	14899.2
	15814
	15998.7
	16127.6
	15923.4
	16947.0

	Pressure × 105 (Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	2.8
	3.1
	3.4
	3.6
	3.7
	4.1
	4.3
	4.5



[bookmark: _Toc409717259][bookmark: _Toc409717281][bookmark: _Toc424664401]Table I. 2: Variation of heat absorbed, pressure and mass flow rate for vegetable oil 1 on 9.3.2014



	Heat absorbed (J)
	14628.6
	15561.7
	15789.4
	15993.5
	16407.7
	16789.0
	17008.3
	17554.1

	Pressure × 105 (Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	2.7
	3.0
	3.4
	3.9
	4.2
	4.7
	5.1
	5.3


 


[bookmark: _Toc409717260][bookmark: _Toc409717282][bookmark: _Toc424664402]Table I. 3: Variation of heat absorbed, pressure and mass flow rate for used engine oil on 10.3.2014
	Heat absorbed (J)
	11121.8
	12513.7
	12600.4
	12787.3
	13008.5
	13308.7
	13561.9
	13881.6

	Pressure × 105 (Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	2.5
	2.8
	3.1
	3.3
	3.6
	3.9
	4.0
	4.1



[bookmark: _Toc409717261][bookmark: _Toc409717283][bookmark: _Toc424664403]Table I. 4: Variation of heat absorbed, pressure and mass flow rate for unused oil on 11.3.2014
	Heat absorbed (J)
	14821.3
	15117.8
	15891.6
	16007.7
	16887.2
	17348.5
	17883.6
	18214.4

	Pressure × 105 (Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	2.7
	3.0
	3.3
	3.9
	4.3
	4.8
	5.1
	5.3



[bookmark: _Toc409717262][bookmark: _Toc409717284][bookmark: _Toc424664404]Table I. 5: Variation of heat absorbed, pressure and mass flow rate for 2 M sodium chloride solution on 12.3.2014
	Heat absorbed (J)
	15004.5
	15547.9
	15703.3
	16109.7
	16997.3
	17111.2
	17466.8
	17607.4

	Pressure × 105 (Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	2.9
	3.2
	3.7
	4.0
	4.4
	5.1
	5.5
	5.9





[bookmark: _Toc409717263][bookmark: _Toc409717285][bookmark: _Toc424664405]Table I. 6: Variation of heat absorbed, pressure and mass flow rate for 4 M sodium chloride Solution on 14.3.2014
	Heat absorbed (J)
	15687.3
	16019.1
	16279.3
	16504.5
	16997.1
	17200.9
	17876.5
	18031.6

	Pressure × 105 (Nm-2)
	1.0
	2.0
	3.0
	4.0
	5.0
	6.0
	7.0
	8.0

	Mass flow rate (kgs-1)
	2.9
	3.3
	3.9
	4.1
	4.5
	5.3
	5.4
	6.0


[bookmark: _Toc424887857][bookmark: _Toc424887884][bookmark: _Toc424888003][bookmark: _Toc424891653]
APPENDIX J:  OPERATING POINTS FOR HTFs
Appendix J shows tables on operating points of the heat exchanger with heat transfer fluids at solar power intensities of 1076.2 Wm-2
[bookmark: _Toc424664406]Table J. 1: Operating points for vegetable oil 1 vs water fluids on 5.11.2013
	Property
	Hot fluid (vegetable oil 1)
	Water at ambient temperature fluid (Water)

	Mass flow rate                                 
	5.11
	4.6

	Volume flow rate                            
	4.5
	4.1

	Fluid Pressure (Nm-2)                                    
	5.0
	4.1

	Density                                       
	1004
	0.905

	Specific heat,  (Jkg-1oC)                                        
	2500
	4170

	  (oC)                                                     
	33.60
	163.4

	  (oC)                                                   
	163.4
	23.8



[bookmark: _Toc424664407]Table J. 2: Operating points for water vs water liquids on 6.11.2013
	Property
	Hot Fluid (Water)
	Water at ambient temperature fluid (Water)

	 Mass flow rate                       
	7.1
	6.6

	Volume flow rate                  
	6.7
	6.1

	Fluid Pressure (Nm-2)                             
	5.0 
	5.0

	Density                                 
	1000
	1000

	Specific heat,                                    
	4180
	4180

	  (oC)                                                   
	31.8
	274.8

	   (oC)                                                    
	274.8
	22.4


[bookmark: _Toc424664408]Table J. 3: Operating points for used engine oil vs water on 7.11.2013
	Property
	Hot fluid (Used engine oil)
	Water at ambient temperature fluid (Water)

	Mass flow rate 
	7.5
	7.0

	Volume flow rate 
	6.1
	6.3

	Fluid Pressure (Nm-2)
	5.0
	5.0

	Density 
	800
	1000

	Specific heat, 
	2500
	4180

	  (oC)   
	33.9
	238.7

	   (oC)    
	237.8
	22.7



[bookmark: _Toc424664409]Table J. 4: Operating points for unused engine oil vs water on 8.11.2013
	Property
	Hot fluid (Used engine oil)
	Water at ambient temperature fluid (Water) 

	Mass flow rate 
	7.4
	6.3

	Volume flow rate 
	6.5
	5.8

	Fluid Pressure  (Nm-2)                    
	5.0
	5.0

	Density              
	1025
	1000

	Specific heat, 
	5200
	4180

	 (oC)           
	32.7
	260.1

	   (oC)         
	268.1
	321.4



[bookmark: _Toc424664410]
Table J. 5: Operating points for 2 M sodium chloride solution vs water on 9.11.2013
	Property
	Hot fluid (2M salt solution) 
	Water at ambient temperature fluid (Water)

	Mass flow rate                   
	7.4
	6.3

	Volume flow rate                      
	6.5
	5.8

	Fluid Pressure  (Nm-2)                               
	5.0
	5.0

	Density                   
	1050
	1030

	Specific heat,                            
	3980
	1000

	    (oC)                               
	32.7
	260.1

	   (oC)                                
	268.1
	21.4




[bookmark: _Toc424664411]Table J. 6: Operating points for 4 M sodium chloride solution vs water on 10.11.2013
	Property
	Hot fluid (4M salt solution)
	Water at ambient temperature fluid (Water) 

	Mass flow rate  
	7.7
	6.5

	Volume flow rate    
	6.4
	5.9

	Fluid Pressure (Nm-2)     
	5.0
	5.0

	Density    
	1030
	1000

	Specific heat, 
	3910
	3910

	  (oC)  
	34.4
	273.1

	 (oC)       
	274.8
	22.5





[bookmark: _Toc424664412]Table J. 7: Operating points for 6 M sodium chloride solution vs water on 11.11.2013
	Property
	Hot fluid (6M salt solution)
	Water at ambient temperature fluid (Water) 

	Mass flow rate        
	8.0
	7.1

	Volume flow rate     
	7.5
	6.5

	Fluid Pressure (Nm-2)    
	5.0
	5.0

	Density                                
	1030
	1000

	Specific heat, 
	3850
	3850

	 (oC)
	36.8
	278.9

	  (oC)  
	279.9
	23.4



 
[bookmark: _Toc424887858][bookmark: _Toc424887885][bookmark: _Toc424888004][bookmark: _Toc424891654]
APPENDIX K: SOLAR HEAT ABSORBED BY HTFs
Appendix K shows tables on heat absorbed from the sun by the heat transfer fluids at solar power intensity of an average of 1108 Wm-2
[bookmark: _Toc424664413]Table K. 1: Heat absorbed by Vegetable oil 2 on 25.1.2014
	Pressure Nm-2
	Q (J)
	Mass flow rate (kg/s)
	Mass of steam (kg)

	2.0
	15320.9
	3.5
	6.8

	4.0
	16100.4
	4.0
	7.1

	6.0
	16540.6
	4.5
	7.3

	8.0
	17305.5
	5.0
	7.7

	10.0
	18403.6
	5.5
	8.1


 
[bookmark: _Toc424664414]Table K. 2: Heat absorbed by vegetable oil 1 on 26.1.2014
	Pressure Nm-2
	Q (J)
	Mass flow rate (kg/s)
	Mass of steam (kg)

	2.0
	15978.3
	3.5
	7.0

	4.0
	16507.1
	4.0
	7.3

	6.0
	17202.4
	4.5
	7.6

	8.0
	17995.5
	5.0
	7.9

	10.0
	18600.3
	5.5
	8.2


 


[bookmark: _Toc424664415]Table K. 3: Heat absorbed by used oil on 27.1.2014
	Pressure Nm-2
	Q(J)
	Mass flow rate (kg/s)
	Mass of steam (kg)

	2.0
	12987.4
	3.5
	5.7

	4.0
	13101.7
	4.0
	5.8

	6.0
	13507.8
	4.5
	6.0

	8.0
	14001.6
	5.0
	6.2

	10.0
	14304.6
	5.5
	6.3



[bookmark: _Toc424664416]Table K. 4: Heat absorbed by unused engine oil on 28.1.2014
	Pressure Nm-2
	Q(J)
	Mass flow rate (kg/s)
	Mass of steam (kg)

	2.0
	15697.6
	3.5
	6.9

	4.0
	16471.4
	4.0
	7.3

	6.0
	17891.7
	4.5
	7.9

	8.0
	18568.0
	5.0
	8.2

	10.0
	19207.7
	5.5
	8.4


 


[bookmark: _Toc424664417]Table K. 5: Heat absorbed by 2 M salt solution on 29.1.2014
	Pressure Nm-2
	Q(J)
	Mass flow rate (kg/s)
	Mass of steam (kg)

	2.0
	15987.7
	3.5
	7.1

	4.0
	16689.4
	4.0
	7.4

	6.0
	17453.1
	4.5
	7.7

	8.0
	17999.5
	5.0
	8.0

	10.0
	18505.6
	5.5
	8.1



[bookmark: _Toc424664418]Table K. 6: Heat absorbed by 4 M sodium chloride solution on 30.1.2014
	Pressure Nm-2
	Q(J)
	Mass flow rate (kg/s)
	Mass of steam (kg)

	2.0
	16405.8
	3.5
	7.3

	4.0
	16998.4
	4.0
	7.5

	6.0
	17527.3
	4.5
	7.6

	8.0
	18491.4
	5.0
	8.2

	10.0
	18974.2
	5.5
	8.4





[bookmark: _Toc424664419]Table K. 7: Heat absorbed by 6 M sodium chloride solution on 31.1.2014
	Pressure Nm-2
	Q(J)
	Mass flow rate (kg/s)
	Mass of steam (kg)

	2.0
	16896.5
	3.5
	7.5

	4.0
	17568.1
	4.0
	7.8

	6.0
	18453.9
	4.5
	8.2

	8.0
	19107.7
	5.0
	8.5

	10.0
	19608.5
	5.5
	8.7



[bookmark: _Toc424887859][bookmark: _Toc424887886][bookmark: _Toc424888005][bookmark: _Toc424891655]
APPENDIX L: PRESSURE DROP RATIO AGAINST THE STEAM FLOW 
		    RATE FOR HTFs
Appendix L shows figures on pressure drop ratio against the steam flow rate produced by the heat transfer fluids at solar power intensities of 1013.2 Wm-2.

[bookmark: _Toc424664420]Figure L. 1: Pressure drop against steam flow rate for Vegetable oil 2 on 6.2.2014

[bookmark: _Toc424664421]Figure L. 2:  Pressure drop against steam flow rate for vegetable oil 1 oil on 7.2.2014


[bookmark: _Toc424664422]Figure L. 3: Pressure drop against steam flow rate for unused engine oil 8.2.2014

[bookmark: _Toc424664423]
Figure L. 4: Pressure drop against steam flow rate for used engine oil on 9.2.2014












[bookmark: _Toc424664424]Figure L. 5: Pressure drop against steam flow rate for 2M sodium chloride solution on 10.2.2014


[bookmark: _Toc424664425]Figure L. 6: Pressure drop against steam flow rate for 4M sodium chloride solution on 11.2.2014



[bookmark: _Toc424664426]Figure L. 7: Pressure drop against steam flow rate for 6M sodium chloride solution 12.2.2014
[bookmark: _Toc424887860][bookmark: _Toc424887887][bookmark: _Toc424888006][bookmark: _Toc424891656]
APPENDIX M: HEAT OUTPUT AGAINST OUTPUT PRESSURE FOR HTFs
Appendix M shows the heat output against output pressure for the heat transfer fluids at solar power intensities of an average of 907 Wm-2


[bookmark: _Toc424664427]Figure M. 1: Heat absorbed against output pressure for Vegetable oil 2 on 20.2.2014



[bookmark: _Toc424664428]Figure M. 2: Heat absorbed against output pressure for vegetable oil 1 oil on 21.2.2014
 
[bookmark: _Toc424664429]Figure M. 3: Heat absorbed against output pressure for used engine oil on 22.2.2014


[bookmark: _Toc424664430]Figure M. 4: Heat absorbed against output pressure for unused engine oil on 23.2. 2014

 
[bookmark: _Toc424664431]Figure M. 5: Heat absorbed against output pressure for 2M sodium chloride solution on 24.2.2014


[bookmark: _Toc424664432]Figure M. 6: Heat absorbed against output pressure for 4Msodium chloride solution on 25.2.2014


 
[bookmark: _Toc424664433]Figure M. 7: Heat absorbed against output pressure for 6M sodium chloride solution on 26.2.2014

[bookmark: _Toc424887861][bookmark: _Toc424887888][bookmark: _Toc424888007][bookmark: _Toc424891657]
APPENDIX N: STEAM FLOW RATE WITH TIME OF DAY FOR HTFs
Appendix N shows the steam flow rate with time of day for the heat transfer fluids at solar power intensities of an average of 1038.2 Wm-2


[bookmark: _Toc424664434]Figure N. 1: Steam flow rate against time of day for vegetable oil 1 oil on 28.2.2014


[bookmark: _Toc424664435]Figure N. 2: Steam flow rate for used oil against time of day for used engine oil on 1.3.2014

[bookmark: _Toc424664436]Figure N. 3: Steam flow rate against time of day for unused engine oil on 2.3.2014

 

[bookmark: _Toc424664437]Figure N. 4: Steam flow rate against time of day for 2M sodium chloride solution on 3.3.2014


[bookmark: _Toc424664438]Figure N. 5: Steam flow rate against time of day for 4M sodium chloride solution on 4.3.2014


[bookmark: _Toc424664439]Figure N. 6: Steam flow rate against time of day for 6M sodium chloride solution on 5.3.2014
[bookmark: _Toc424887862][bookmark: _Toc424887889][bookmark: _Toc424888008][bookmark: _Toc424891658]
APPENDIX O: HEAT LOSS FOR THE ABSORBER PIPE
Appendix O shows the heat loss for the absorber pipe with temperature of the heat transfer fluids.

[bookmark: _Toc424664447]Figure O. 1: Receiver heat loss for 4M sodium chloride solution on 25.10.2013

[bookmark: _Toc424664448]Figure O. 2: Receiver heat loss for 2M sodium chloride solution on 26.10.13



[bookmark: _Toc424664449]Figure O. 3: Receiver heat loss against operation temperature for unused engine oil on 27.10.13


[bookmark: _Toc424664450]Figure O. 4: Receiver heat loss against operation temperature for used engine oil 28.10.13


[bookmark: _Toc424664451]Figure O. 5: Receiver heat loss for Vegetable oil 2 on 29.10.13


[bookmark: _Toc424664452]Figure O. 6: Receiver heat loss for against temperature of operation of vegetable oil 1 on 30.10.2013


[bookmark: _Toc424887863][bookmark: _Toc424887890][bookmark: _Toc424888009][bookmark: _Toc424891659]APPENDIX P: THE AUTO CAD DESIGN FIGURES
Appendix P shows the Auto Cad design figures for the solar collector, turbine rotor and blades, steam storage system, shell and coiled tube heat exchanger.

[bookmark: _Toc424665120]Figure P. 1: Design and Fabrication of Steam Storage System


BOILER

[bookmark: _Toc424665121]Figure P. 2: Design and Fabrication of Shell and Tube Heat Exchanger
[image: ]

[bookmark: _Toc424665122]Figure P. 3: Design and Fabrication of Rotor and Blades
[image: ]


[bookmark: _Toc424665123]Figure P. 4: Solar Collector Design and Fabrication[image: ]






6 M solution	4 M solution	2 M solution	Water	Unused engine oil	Used engine oil	Vegetable oil 1	Vegetable oil 2	69.2	68.599999999999994	66.099999999999994	65.3	64.7	62.1	61.2	60.8	HEAT TRANSFER FLUID
EFFICIENCY, %
6 M solution	4 M solution	2 M solution	Water	Unused engine oil	Used engine oil	Vegetable oil 1	Vegetable oil 2	458.5	421.7	391.9	376.2	356.3	324.3	296.3	284.10000000000002	HEAT TRANSFER FLUIDS
POWER OUTPUT (W)
8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	1646.7	6411.8	7017.4	10951.6	11201.5	12041.2	11100.4	10208.700000000001	8745.2999999999993	TIME OF DAY

HEAT EMITTED (J/s) 


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	2582	3411.8	5113.8	7639	10075.799999999999	8754.2999999999993	9997.7999999999993	7390.1	8378	TIME OF DAY

HEAT ABSORBED (J/s)


10461.700000000001	10987.2	11538.8	12687.3	13567.8	14123.4	14765.1	15467.8	145	189	210	238	248	251	259	262	HEAT OUTPUT (J)

POWER OUTPUT (W)
8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	110	120	167	183.7	191.4	201	201.9	201	210	210	TIME OF DAY 
POWER (W)
100	150	200	250	300	95.1	91.3	86.4	80	75.400000000000006	INLET TEMPERATURE  (0 C)

Efficiency of Steam Store, η
9	8	7	6	5	4	3	2	47.8	49.4	57.3	64.7	76.099999999999994	86.2	91.1	95.4	Pressure × 105 (Nm-2)

Power Out Put (W)
8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	9871.9	9287.6	8678.7000000000007	8231.4	7857.3	7581.4	7198.8	OPERATION PRESSURE × 10 5 (Nm-2)

HEAT OUTPUT (J/s)
8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	189	191.8	215.7	249.8	271.39999999999998	293.8	312.89999999999998	312.89999999999998	312.89999999999998	312.89999999999998	TIME OF DAY
POWER OUTPUT (W)
306.8	278.10000000000002	256.8	231.4	212.2	187.5	165.7	141.6	132.80000000000001	0.89	0.88	0.86	0.83	0.8	0.75	0.67	0.5	0.4	STEAM FLOW RATE (kgh-1)

PRESSURE DROP RATIO
6M Nacl	279.10000000000002	280.5	280.8	280.89999999999998	281.39999999999998	281.5	281.89999999999998	9.16	9.17	9.18	9.1999999999999993	9.2100000000000009	9.23	9.25	4M Nacl	279.10000000000002	280.5	280.8	280.89999999999998	281.39999999999998	281.5	281.89999999999998	9.1199999999999992	9.1	9.15	9.17	9.18	9.19	9.1999999999999993	Temperature (o C)
Steam flow rate (kg/s)
2M Nacl	263.10000000000002	263.2	263.39999999999998	264.5	265.5	266.7	267.89999999999998	8.93	8.9499999999999993	8.9600000000000009	8.98	9	9.0500000000000007	9.1	Sunflower oil	263.10000000000002	263.2	263.39999999999998	264.5	265.5	266.7	267.89999999999998	6.16	6.17	6.19	6.21	6.23	6.25	6.27	Temperature oC
Steam flow rate (kg/s)
Rina Vegetable oil	206.1	207.3	208.4	209.7	210.8	211.4	6.14	6.15	6.16	6.17	6.18	6.19	Used Engine oil	206.1	207.3	208.4	209.7	210.8	211.4	7.91	7.93	7.94	7.96	7.99	8	Temperature o C
Steam flow rate (kg/s)
Unused Engine oil	258.8	259.60000000000002	260.5	261.7	262.39999999999998	263.3	263.5	8.89	8.9	8.91	8.92	8.93	8.94	8.9499999999999993	Water	258.8	259.60000000000002	260.5	261.7	262.39999999999998	263.3	263.5	8.81	8.85	8.89	8.91	8.93	8.9499999999999993	8.98	Temperature (o C)
Steam flow rate (kg/s)
Phase one	50	100	150	200	250	300	350	400	0	0	24.4	65.599999999999994	116.3	187.5	234.7	276	Phasetwo	50	100	150	200	250	300	350	400	0	0	24.4	65.599999999999994	98.4	168	218	256	Phase three	50	100	150	200	250	300	350	400	0	0	24.4	65.599999999999994	81	139	198	235	ROTATIONS PER MINUTE
POWER OUT PUT (W)
15279.4	14076.3	13576.3	12101.7	11763.3	10971.1	8767.1	7996.9	69.2	68.599999999999994	56.1	55.3	54.7	52.1	51.2	50.8	HEAT ABSORBED (kJ)

EFFICIENCY, η 
450.1	413.6	400.3	393.6	377.4	341.8	337.8	329.8	15279.7	14076.4	13576.9	12101.5	11763.5	10971.6	8767.2999999999993	7996.9	CENTRIPETAL FORCE (N)

HEAT ABSORBED (J)
465.4	443.8	426.7	406.5	387.8	358.2	329.4	311.89999999999998	298.39999999999998	276.7	267.39999999999998	248.4	231.6	222.1	221.1	221.1	POWER OUTPUT (W)
STEAM FLOW RATE (kg/h)

0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	51.7	50.1	43.4	47.3	48.6	51.3	42.5	
EFFICIENCY, η


Efficiency	2	4	6	58.7	59.1	60.1	Power output	423.8	443.1	478.7	CONCENTRATION (MOLS PER LITER)
Efficiency, η
8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	16945.2	16113.8	15486.3	14836.8	14047.6	13694.1	12991.8	OUTPUT PRESSURE  (Nm-2)

HEAT ABSORBED ( J/s)
8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	100	120	167	183.7	191.4	201	201.9	201	201	201	TIME OF DAY

STEAM FLOW RATE (KG/H)


90	110	130	150	170	190	210	230	250	270	290	310	23.7	25.1	28.7	34.799999999999997	38.9	43.3	55.7	60.1	66.8	73.8	81.7	88.6	TEMPERATURE (0C)

HEAT LOSS (W/m2K)
8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	1687.9	6831.8	7510.9	11318.4	11509.7	11991.1	10981.4	9894.5	8146.6	TIME OF DAY

HEAT EMITTED (J/s)


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	1561.8	6743.7	7413.3	10691.4	11201.4	11811.7	10641.8	9768.7000000000007	7991.4	TIME OF DAY

HEAT EMITTED (J/s)


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	1831.6	6990.1	8187.4	11101.7	11501.7	11701.6	10301.4	9841.6	8346.7000000000007	TIME OF DAY

HEAT EMITTED (J/s)


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	1871.6	9871.6	10138.1	11691.7	12587.4	13201.8	12402.1	11318.7	10471.9	TIME OF DAY

HEAT EMITTED (J/s)


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	1971.6	10218.1	11007.3	12871.4	14871.8	15301.9	14981.4	13721.8	12894.7	TIME OF DAY

HEAT EMITTED (J/s)

8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	2127.8000000000002	10371.6	11009.1	13413.8	14999.7	16213.8	15691.6	14031.6	13467.8	TIME OF DAY

HEAT EMITTED (J/s)


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	1438.7	4671.8999999999996	6989.1	9387.4	11318.7	12418.7	11281.3	9999.9	8347.7999999999993	TIME OF DAY

HEAT ABSORBED (J/s)


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	1401.6	4819.7	7127.1	9998.7000000000007	11815.6	12981.6	11101.1	9871.7000000000007	8531.6	TIME OF DAY

HEAT ABSORBED (J/s)


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	1741.5	5849.4	7380.9	10998.6	11307.1	11507.4	9945.5	8100.7	6134.5	TIME OF DAY

HEAT ABSORBED (J/s)


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	1671.6	8761.9	9890.7999999999993	10789.5	11798.6	12871.7	11987.2	10481.4	8245.7000000000007	TIME OF DAY

HEAT ABSORBED (J/s)


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	1871.6	8745.4	10094.799999999999	11594.1	13207.8	14112.8	13294.6	12395.3	11207.6	TIME OF DAY

HEAT ABSORBED (J/s) 


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	1927.8	9928.7000000000007	10578.9	11687.4	12291.8	14007.8	13491.5	12876.1	11973.8	TIME OF DAY

HEAT ABSORBED (J/s)


8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	10128.9	9631.4	9226.7000000000007	8764.5	8349.7999999999993	7891.4	7359.3	OPERATION PRESSURE (Nm-2)

HEAT OUTPUT (J/s)
8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	10789.3	10178.799999999999	9671.7000000000007	9127.7999999999993	8826.7000000000007	8251.2999999999993	7891.6	OPERATION PRESSURE (Nm-2)

HEAT OUTPUT (J/s)
8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	10789.3	10178.799999999999	9671.7000000000007	9127.7999999999993	8826.7000000000007	8251.2999999999993	7891.6	OPERATION PRESSURE (Nm-2)
HEAT OUTPUT (J/s)
8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	12391	11897.3	11307.1	10773.8	10101.299999999999	9871.9	9371.4	OPERATION PRESSURE (Nm-2)

HEAT OUTPUT (J/s)
8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	11298.4	10651.7	10198.299999999999	9778.4	9248.9	8671.6	8198.2000000000007	OPERATION PRESSURE (Nm-2)

HEAT OUTPUT (J/s)
1.9	3.9	4.8	5.8	6.9	7.8	8.9	9071.6	9549.4	9998.9	10461.700000000001	10987.2	11538.8	12687.3	OPERATION PRESSURE (Nm-2)

HEAT OUTPUT (J/s)
8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	159	161.4	213.6	242.7	271.8	282.3	291.39999999999998	291.39999999999998	291.39999999999998	291.39999999999998	TIME OF DAY
POWER OUTPUT(W)
8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	139	141.6	215.6	226.7	261.39999999999998	287.10000000000002	299.89999999999998	299.10000000000002	299.10000000000002	299.10000000000002	TIME OF DAY
POWER OUTPUT (W)
8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	100.1	131.4	152.6	176.7	197.8	219	231.5	231.5	231.5	TIME OF DAY
POWER OUTPUT (W)
8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	190	201	230	256	280	301	310	310	310	310	TIME OF DAY
POWER OUTPUT (W)
8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	112.1	146.69999999999999	169.5	200.7	212.1	231.8	238.9	238.9	238.9	238.9	TIME OF DAY
POWER OUTPUT (W)
8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	110	120	167	183.7	191.4	201	201.9	201	201	201	TIME OF DAY
POWER OUTPUT (W)
449.7	436.1	431.8	398.4	354.8	323.60000000000002	273.39999999999998	241.3	179.1	161.69999999999999	154.69999999999999	141.6	132.6	119.5	112.4	105.1	POWER OUTPUT (W)
STEAM FLOW RATE (kg/s)
92.9	92.1	91.7	91.1	89.6	89.5	89.5	89.5	275.10000000000002	274.60000000000002	273.8	263.10000000000002	258.10000000000002	249.8	249.8	249.8	POWER OUTPUT (W)

STEAM FLOW RATE (kg/s)
89.9	87.7	86.1	85.7	84.9	83.8	83.9	83.9	83.8	251.8	248.2	241.2	238.8	231.7	229.8	229.8	229.7	229.8	POWER OUT PUT (W)

STEAM FLOW RATE (kg/h)
80.099999999999994	79.5	78.400000000000006	77.599999999999994	76.7	75.3	75.3	75.3	75.3	75.3	239.8	238.1	237.4	236.1	234.8	230.9	230.9	230.9	230.8	230.9	POWER OUT PUT (W)

STEAM FLOW RATE (kg/h)
75.599999999999994	73.599999999999994	71.599999999999994	69.099999999999994	68.7	66.7	66.7	66.7	66.7	235.1	233.8	230.8	227.1	221.8	219.7	219.7	219.7	219.7	POWER OUT PUT

STEAM FLOW RATE (kg/h)
69.400000000000006	63.7	61.4	57.5	55.8	51.8	51.8	51.8	51.8	229.1	220.5	215.6	211.4	210.5	189.3	189.3	189.3	189.3	POWER OUTPUT (W)

STEAM FLOW RATE (kg/h)

0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	49.5	46.7	51.8	43.6	51.3	49.3	43.1	
EFICIENCY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	42.7	41.8	40.4	45.4	39.799999999999997	37.700000000000003	39.6	
EFFICIENCY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	41.7	41.8	40.4	38.5	39.799999999999997	37.700000000000003	39.299999999999997	
EFFICIENCY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	45.7	43.9	41.6	40.299999999999997	38.700000000000003	44.9	39.9	
EFFICIENCY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	46.6	35.700000000000003	38.6	38.5	44.3	41.7	35.799999999999997	
EFFICIECY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	51.9	51.8	48.5	49.4	54.9	50.4	48.4	
EFFICIENCY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	46.6	41.5	38.6	41.8	39.5	43.5	38.299999999999997	
EFFICIENCY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	52.1	51.6	53.2	51.8	49.3	50.5	49.1	
EFFICIENCY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	50.6	50.3	45.5	56.2	34.700000000000003	54.1	46.2	
EFFICIENCY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	45.8	36.6	41.4	30.5	35.6	37.1	30.3	
EFFICIENCY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	58.7	54.7	51.1	51.1	55.4	53.6	56.4	
EFFICIENCY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	50.5	48.2	50.1	51.7	51.1	45.7	43.7	
EFFICIENCY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	53.7	49.6	55.3	56.9	59.1	51.9	47.1	
EFFICIENCY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	55.5	52.7	50.5	51.3	50.2	56.9	46.4	
EFFICIENCY, η



0.09	0.1	0.11	0.12	0.13	0.14000000000000001	0.15	59.5	49.1	50.3	52.5	48.9	48.1	55.5	
EFFICIENCY, η


299.7	278.7	256.10000000000002	239.4	201.7	181.1	163.19999999999999	143.6	132.1	0.89	0.88	0.86	0.83	0.8	0.75	0.67	0.5	0.39	STEAM FLOW RATE (kg/h)

PRESSURE DROP RATIO 
307.10000000000002	280.89999999999998	267.39999999999998	239.1	221.4	201.3	187.1	161.69999999999999	140.6	0.89	0.88	0.86	0.83	0.8	0.75	0.67	0.5	0.45400000000000001	STEAM FLOW RATE (kg/h)

PRESSURE DROP RATIO
331.8	321.7	307.8	279.89999999999998	263.8	241.6	233.1	219.8	206.8	0.89	0.88	0.86	0.83	0.8	0.75	0.67	0.5	0.39	STEAM FLOW RATE (kg/h)

PRESSURE DROP RATIO
299.7	278.7	256.10000000000002	239.4	201.7	181.1	163.19999999999999	143.6	132.1	0.89	0.88	0.86	0.83	0.8	0.75	0.67	0.5	0.39	STEAM FLOW RATE (kg/h)

PRESSURE DROP RATIO 
341.7	329.1	318.89999999999998	298.39999999999998	271.3	251.4	233.6	219.8	196.5	0.89	0.88	0.86	0.83	0.8	0.75	0.67	0.5	0.35	STEAM FLOW RATE (kg/h)

PRESSURE DROP RATIO
349.6	334.7	326.8	312.39999999999998	294.10000000000002	278.10000000000002	249.8	221.7	199.7	0.89	0.88	0.86	0.83	0.8	0.75	0.67	0.5	0.39	STEAM FLOW RATE ( kg/h)

PRESSURE DROP RATIO
358.7	349.9	331.8	324.10000000000002	299.7	278.3	252.4	238.1	221.4	0.89	0.88	0.86	0.83	0.8	0.75	0.67	0.5	0.39	STEAM FLOW RATE (kg/h)

PRESSURE DROP RATIO
8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	14836.9	14111.1	13487.9	12857.9	12213.8	11681.9	11123.3	OUTPUT PRESSURE (Nm-2)
HEAT OUTPUT (J/s)
8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	15586.7	14728.6	14108.6	13539.8	12988.9	12342.3	11783.1	OUTPUT PRESSURE (Nm-2)
HEAT OUTPUT (J/s)
8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	15101.7	14629.1	13926.7	13281.9	12982.1	12334.2	11986.5	OUTPUT PRESSURE (Nm-2)

HEAT OUTPUT (J/s)
8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	17214.599999999999	16738.7	16113.8	15681.9	14928.4	14314.6	13993.9	OUTPUT PRESSURE (Nm-2)

HEAT OUTPUT (J/s)
8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	17136.099999999999	16768.400000000001	16114.6	15897.3	15201.9	14687.2	14132.6	OUTPUT PRESSURE (Nm-2)

HEAT OUTPUT (J/s)
8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	17646.8	16993.7	15596.8	14976.7	14896.3	14481.1	14201.6	OUTPUT PRESSURE (Nm-2) 

HEAT OUTPUT (J/s)
8.9	7.8	6.9	5.8	4.9000000000000004	3.9	1.9	18596.3	18087.099999999999	17561.400000000001	17113.8	16731.7	16328.5	15896.2	OUTPUT PRESSURE (Nm-2)

HEAT OUTPUT (J/s)
8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	0	100.1	131.4	152.6	176.7	197.8	219	231.5	231.5	231.5	TIME OF DAY 

STEAM FLOW RATE (KG/H)


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	150	201	230	256	280	301	310	310	310	310	TIME OF DAY

STEAM FLOW RATE (KG/H)



8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	112.1	146.69999999999999	169.5	200.7	212.1	231.8	238.9	238.9	238.9	238.9	TIME OF DAY

STEAM FLOW RATE (KG/H)


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	136	201	215.6	226.7	261.39999999999998	287.10000000000002	299.89999999999998	299.10000000000002	299.10000000000002	299.10000000000002	TIME OF DAY

STEAM FLOW RATE (KG/H)


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	155	161.4	213.6	242.7	271.8	282.3	291.39999999999998	291.39999999999998	291.39999999999998	291.39999999999998	TIME OF DAY

STEAM FLOW RATE (KG/H)


8.00 A.M	9.00 AM	10.00AM	11.00AM	12.00AM	1.00PM	2.00PM	3.00PM	4.00PM	5.00PM	180	191.8	215.7	249.8	271.39999999999998	293.8	312.89999999999998	312.89999999999998	312.89999999999998	312.89999999999998	TIME OF DAY

STEAM FLOW RATE (KG/H)


90	110	130	150	170	190	210	230	250	270	290	310	20.8	22.9	25.3	32.4	37.1	42.1	53.8	58.3	65.099999999999994	71.900000000000006	80.599999999999994	89.5	TEMPERATURE (0C)

HEAT LOSS (W/m2K)
90	110	130	150	170	190	210	230	250	270	290	310	18.899999999999999	21.8	24.5	30.7	31.9	36.799999999999997	41.2	52.4	56.4	62.8	68.8	78.7	TEMPERATURE (o C)

HEAT LOSS (W/m2K)
90	110	130	150	170	190	210	230	250	270	290	310	17.8	19.7	20.7	25.1	27.8	32.1	38.1	46.7	51.2	55.9	64.3	71.599999999999994	TEMPERATURE (0C)

HEAT LOSS (W/m2K)
90	110	130	150	170	190	210	230	250	270	290	310	16.100000000000001	18.3	19.100000000000001	22.3	26.7	30.8	35.6	43.2	46.7	49.3	56.8	64.7	TEMPERATURE (0C)

HEAT LOSS (W/m2K)
90	110	130	150	170	190	210	230	250	270	290	310	15.4	17.7	18.600000000000001	21.6	25.3	26.7	30.6	40.1	42.3	44.7	48.9	54.8	TEMPERATURE (0C)

HEAT LOSS (W/m2K)
90	110	130	150	170	190	210	230	250	270	290	310	15.1	17	16.100000000000001	20.399999999999999	24.1	25.8	28.7	38.799999999999997	40.9	43.6	46.7	52.8	TEMPERATURE (oC)

HEAT LOSSS (W/m2K)
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